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CONCRETE INFILL, THE SIZE OF THE
FOUNDATION DEPENDS ON THE TOPOGRAPHY,
CONDITION OF THE SOIL AND THE WIND LOAD
AND MUST BE DETERMINED ON SITE BY
STRUCTURAL ENGINEER
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CABLE ENTRY
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ACCESS HATCH FOR
SIGNALLING EQUIPMENT
AND CCTV

ACCESS HATCH FOR
LIGHTING EQUIPMENT

4500MM

SIZE AND QUANTITY OF
ACCESS HATCH TO BE
CONFIRMED BY
MANUFACTURER AND BE SIZED
TO SUIT ACCESS TO LIGHTING
AND CCTV EQUIPMENT WITHIN.
ALL ACCESS DOORS TO HAVE
STANDARD TRI-KEY LOCK

COLUMNS DIAMETERS ARE
INDICATIVE TO BE CONFIRMED BY
MANUFACTURER

CCTV/SECURITY CONSULTANT TO
CONFIRM FINAL HEIGHT, BRACKET
AND LOCATION PRIOR TO ORDER.

10MM EXTERNALLY RATED ELECTRICAL
GLAND FOR CABLING TO BE PROVIDE AT
4500MM

10MM EXTERNALLY RATED
ELECTRICAL GLAND FOR CABLING, AT
3800MM. PLUS PRE DRILLED AND
TAPPED M8 SCREWS FIXINGS TO
HOLD ACCESS POINT ON OUTREACH
ARM (AP SUPPLY TO PROVIDE DETAILS
TO CONTRACTOR AND
MANUFACTURER PRIOR TO ORDER).
TO BE PROVIDED BY COLUMN
SUPPLIER.

ACCESS POINT OUTREACH ARM TO
BE PROVIDED BY AP INSTALLER.

Ø 150mm
approx

Ø 200mm

Ø 200mm
approx

CONCRETE INFILL, THE SIZE OF THE
FOUNDATION DEPENDS ON THE TOPOGRAPHY,
CONDITION OF THE SOIL AND THE WIND LOAD
AND MUST BE DETERMINED ON SITE BY
STRUCTURAL ENGINEER

LIGHTING HEAD

CABLE ENTRY

ACCESS HATCH FOR
SIGNALLING EQUIPMENT
AND CCTV

ACCESS HATCH FOR
LIGHTING EQUIPMENT

4500MM

CCTV/SECURITY
CONSULTANT TO CONFIRM
FINAL HEIGHT, BRACKET AND
LOCATION PRIOR TO ORDER.

10MM EXTERNALLY RATED
ELECTRICAL GLAND FOR
CABLING TO BE PROVIDE
AT 4500MM

SIZE AND QUANTITY OF
ACCESS HATCH TO BE
CONFIRMED BY
MANUFACTURER AND BE SIZED
TO SUIT ACCESS TO LIGHTING
AND CCTV EQUIPMENT WITHIN.
ALL ACCESS DOORS TO HAVE
STANDARD TRI-KEY LOCK

COLUMNS DIAMETERS ARE
INDICATIVE TO BE CONFIRMED BY
MANUFACTURER

Ø 150mm
approx

Ø 200mm

Ø 200mm
approx

CONCRETE INFILL, THE SIZE OF THE
FOUNDATION DEPENDS ON THE TOPOGRAPHY,
CONDITION OF THE SOIL AND THE WIND LOAD
AND MUST BE DETERMINED ON SITE BY
STRUCTURAL ENGINEER

LIGHTING HEAD

CABLE ENTRY

3800MM

ACCESS HATCH FOR
SIGNALLING EQUIPMENT
AND CCTV

ACCESS HATCH FOR
LIGHTING EQUIPMENT

SIZE AND QUANTITY OF
ACCESS HATCH TO BE
CONFIRMED BY
MANUFACTURER AND BE SIZED
TO SUIT ACCESS TO LIGHTING
AND CCTV EQUIPMENT WITHIN.
ALL ACCESS DOORS TO HAVE
STANDARD TRI-KEY LOCK

COLUMNS DIAMETERS ARE
INDICATIVE TO BE CONFIRMED BY
MANUFACTURER

10MM EXTERNALLY RATED
ELECTRICAL GLAND FOR CABLING, AT
3800MM. PLUS PRE DRILLED AND
TAPPED M8 SCREWS FIXINGS TO
HOLD ACCESS POINT ON OUTREACH
ARM (AP SUPPLY TO PROVIDE DETAILS
TO CONTRACTOR AND
MANUFACTURER PRIOR TO ORDER).
TO BE PROVIDED BY COLUMN
SUPPLIER.

ACCESS POINT OUTREACH ARM TO
BE PROVIDED BY AP INSTALLER.

MAYFIELD PARK
Project

Drawing Title

Checked Date

Rev

Checked By

Drawing No.

All dimensions are in millimetres unless otherwise stated.
This drawing is not to be scaled. Use figured dimensions
only.

©  All rights reserved. No part of this design may be
reproduced without the prior agreement of
StudioFractal Ltd.

C1C, C1E, C1F COLUMN
LIGHTING DETAILS

4292_05_016

FOR PLANNING
Drawing Status

Rev DateDescription

Luminiare Key

19-02-21FOR PLANNING

LUMINAIRE REF CONTROL CHANNEL

ADDITIONAL NOTES.

FOR FULL DETAILED SPECIFICATION REFER TO
Studio FRACTAL DOCUMENT

Luminaire references refer to luminaire type and control
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