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P26 - View
 of K

itchen A
rea A1/17 sink unit and w

all cupboard
to be rem

oved. N
ew

 sink unit and floor standing cupboards
and w

ork top to be installed.

P29 - View
 of K

itchen A
rea A

1/17
plasterboard ceiling is cracked and sagging,
to be rem

oved and replaced w
ith new

.

P30 - View
 of K

itchen A
rea A1/17 ceiling

hatch is m
issing, to fit new

 one, size to suit
existing opening.

P31 - View
 of K

itchen A
rea A1/17 door to be

repaired and upgraded to com
ply w

ith
B

uilding R
egulations for fire resistance.

P28 - View
 of K

itchen A
rea A1/17 D

efective
w

all plaster to be rem
oved and replaced w

ith
new

.

P27 - View
 of K

itchen A
rea A

1/17

P32 - View
 of K

itchen A
rea A1/17 D

oor D
 3

m
issing door handles and keep to be

replaced.

P33 - View
 of K

itchen A
rea A1/17 D

efective
floor boards to be repaired and w

ooden
floor to receive a surface treatm

ent.

W
A

LLS

FLO
O

RS
Tim

ber Floor B
oards - To check the floor surfaces for any protrusions. Any nail heads or screw

s that stand proud of the the floor boards shall be lifted and then countersunk into the floor board. All loose floor boards shall be refixed into position.

D
O

O
R

S

Fire Im
provem

ent W
orks to D

oor D3 - To apply intum
escent coating kit to upgrade raised and fielded door. To apply prim

er, intum
escent coating and top coat, as per Envirograf door upgrade kit R

FC
 R

ef. ES/R
FC

/W
C

 - C
olour W

hite and finish gloss, to both faces of D
oor D

2. All
to be applied in strict accordance w

ith m
anufacturers instructions. Include for supplying and fitting to the edge of the door, a 15 x 4m

m
 com

bined intum
escent strip and sm

oke seal.

D
EC

O
RA

TIO
N

Internal R
edecoration to K

itchen A
rea A

1/17   - To carry out com
plete internal redecoration to the Break O

ut Area. To prepare surfaces and to apply a thinned m
ist coat to new

ly plastered surfaces. To applying finishing coats com
prising 2N

o. coats of Absolute M
att Em

ulsion to
w

all and ceiling surfaces, all as m
anufactured by Little G

reene Paint and Paper, to be applied in strict accordance w
ith m

anufacturers instructions. All w
ood , m

etal and plastic surfaces to be prepared and to receive prim
er coat w

here required and 1N
o. oil undercoat and 1N

o. coat
of Traditional O

il G
loss, as m

anufactured by Little G
reene Paint and Paper.

SPEC
IFIC

ATIO
N

 O
F W

O
R

K
S

C
EILIN

G

Existing D
am

aged Plasterboard C
eiling - To rem

ove the existing plasterboard ceiling com
plete and dispose of all m

aterials arising. Allow
 for an area of approx. 8.0m

2

N
ew

 C
eiling to K

itchen A
rea A

1/17- To supply and fit oak saw
n laths approx. size 25m

m
 x 6m

m
 in 1.2 lengths to the underside of the existing ceiling joists. To apply a new

 plaster finish to the ceiling of Kitchen Area A 1 / 17 in a haired lim
ed m

ortar. To include for applying an undercoat / scratch
coat consisting of one part fat lim

e to tw
o and a half parts grit sand. Just before the m

ortar is ready for application horse hair or other suitable anim
al hair should be added to the m

ix approx. 0.5 kg per 100 litres. Allow
 for a thickness of betw

een 10 -12m
m

. Provide a crises cross key creating
25-35m

m
 diam

onds. Float C
oat - To apply a float coat w

hich is to be applied 4 -5 days or m
ore. The second coat should consist of one part fat lim

e to 2 and a half parts w
ell graded sand. Before m

ortar is ready for application anim
al hair shall be added to the m

ix approx. 0.5 kg per 100 litres. The
thickness should be kept betw

een 9 - 11m
m

. Finishing C
oat - To apply a w

ell m
atured, un-haired m

ix of one part sieved lim
e putty to one part fine silica sand for a fine internal finish.

N
ew

 Floor C
overing - To prepare existing tim

ber floor boards and lay 3m
m

 thick hardboard sheet to the w
hole of the floor. To supply and lay Surestep O

riginal safety vinyl flooring to  the w
hole area, to be 2.00m

m
 thick, as m

anufactured by Forbo Flooring U
K Ltd. C

olour
to be agreed w

ith C
lient / C

onservation O
fficer. Include for all seam

 w
elding w

ith m
atching coloured rod and sealing all abutm

ents / protrusions w
ith a suitable silicone sealant.

N
ew

 Ironm
ongery to D

oor D
3 - To supply and fit Briton 2003 overhead door closer and include for adjusting door to ensure free opening and secure closing. The existing door is fitted w

ith a rim
 lock but, the door handles to both faces, spindle and keep are m

issing. To supply and
fit replacem

ent ironm
ongery as agreed w

ith the conservation officer.

N
ew

 C
eiling H

atch to K
itchen A

rea A
1 / 17 - To m

anufacture and fit a replacem
ent ceiling hatch in fire retardant M

D
F board 15m

m
 thick, size to suit existing opening, approx. size 775m

m
 x 635m

m

M
EC

H
A

N
IC

A
L W

O
R

KS

M
echanical Extract Ventilation to Kitchen Area A

1/17   - To supply and install new
 kitchen extract unit ceiling m

ounted, w
ith flexible ducting connecting to roof tile discharge unit. Preferred m

anufacturer and m
odel is Vent-Axia Lo-C

arbon R
evive 7/SELV7. Include for all

associated builders w
orks to install the roof tile discharge unit.

U
ndersink W

ater H
eater to Kitchen A

rea A
1/17   - T

o su
pp

ly a
nd

 insta
ll 1

 N
o. u

nd
ersink H

ea
trea

 S
ad

ia
 M

ultipo
in

t 10
, P

o
in

t of U
se

 w
ater h

ea
te

rs, to
 p

ro
vide

 h
ot w

ater to th
e ne

w
 sink u

nit. T
o be

 insta
lled

 a
s m

a
nu

fa
cturer's instruction

 inclu
ding

 the
 p

ro
vision

 o
f th

e accessory
p

ack.

Internal Patch Plastering to W
alls - To hack off isolated areas of dam

aged w
all plaster and dispose of, allow

 for an approx. area of 4m
2.  To apply new

 lim
e plaster finish to dam

aged areas, com
prising undercoat / scratch coat, float coat and H

eritage lim
e plaster finishing coat, as m

anufactured by
M

ike W
ye & Assocaites Ltd., Buckland Filleigh Saw

m
ills, Shebbear, Beaw

orthy EX21 5R
N

.
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M
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N
o

 p
a

rt o
f th

is d
ra

w
in

g
 o
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a

ta
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 m
a

y b
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 re
p

ro
d

u
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e
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f th
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 M
a

n
ch
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ste
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ity C

o
u

n
cil o
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