7

RINONINONY
SININININS

} ""S'sts J‘! Gate
SR
§'§'§'§'§‘.
SININN
RN
NSNS
INININININY
SN
VNINONINS
ISINIRINY
NN
Yo
NNV
2NONINININININING
, S’&'&'&'&,&,& Y
PIOIININIIINING
PSININININSINGNY
AR,
VY
Yoy
o
< |
i

DRAINAGE STRATEGY - Ground Floor
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_ Existing layout
|:| Proposed layout

(To be confirmed by SE)

Projection (Above) of existing beam to be retained
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SVP (Soil vent pipe)

RWP (Rain water pipe)
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Gradient as per Building Regulations requirements

Projection (Above) of existing beam to be removed
(To be confirmed by SE)

Proposed service void

General notes to approximate the dimensions of the service shaft to finalise the architectural layout:

Suggested locations for RWP and SVP (to be confirmed by M&E engineer)
(Below ground drainage not represented in this drawing)

All to be confirmed by Specialist M&E engineer
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DRAINAGE STRATEGY - First Floor
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DRAINAGE STRATEGY - Second Floor
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The Principle Contractor is responsible for managing health and safety
risks during the construction phase and must have the skills,
knowledge and experience to carry out the work.

The contractor is to check and verify all building and site dimensions,
levels and sewer invert levels at connection points before work
commences.

This drawing must be read with and checked against any structural or
specialist drawings provided.

The contractor is to comply in all respects with the current Building
Regulations whether or not specifically stated on these drawings.

No dimensions are to be scaled from this drawing, all dimensions to
be checked before work commences and any discrepancy to be
reported to client.

Before work commences - ensure all Planning conditions and Building
Regulation conditions have been resolved to the satisfaction of the
Local Authority.

All works to comply with the workmanship clauses in BS8000 series
and to be in full compliance with the Building Regulations.

Contractor is to notify Building Control at the appropriate stages in
construction - necessary for them to determine the works statutory
compliance.

Should the indicated thermal elements construction (walls /
floors/ceilings / roofs / windows / doors) below be altered at the
construction stage - contractor is to seek approval from Building
Control prior to construction and is to be responsible for achieving the
indicated

minimum ‘U’ values for each element.

Contractor shall allow for the provision of all suitable access
equipment and scaffolds and must comply with all health and safety
legislation, including safe working at heights.

Contractor to remove all rubbish from site during the course of the
building operations.

Contractor is to protect all existing fittings, furnishings, decoration etc
and shall ensure that dust and disturbance is kept to a minimum for
the works duration.

H&S Notes:

Large/ Heavy Glazing Units require specialist lifting equipment to
install. Full height glazing will require temporary edge protection during
install.

Window cleaning to be by long reach pole from firm level ground.

Future maintenance of windows, gutters, roofs and facias requires
specialist access equipment such as fixed scaffolding.

All dimensions for Windows, Kitchen, Bathroom and specialist joinery
and to be check on site prior to fabrication.

Drawing notes:
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DRAINAGE STRATEGY - Roof
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Below ground drainage to specialist
design / Structural engineer.
Final design TBC.
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