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Gas Meters to be positioned
not more than 2.0m from
front of dwelling.

Sectional garage door -

2438mm wide x 2375mm hg
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Utility to be FD30s, have an

Overhead Door Closer and

thermally insulated.
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230x90 PFC with 8mm thk Galv m.s.plate

bolted to underside (4750mm long)

Provide lateral restraint to gable wall
by strapping back to internal stud
partition and lining one side of
internal wall with 12mm thk plywood
where shown
See detail on:
18-2935 HT13 SE 131

All internal walls to be 1/2 hr f.r. and to be
firestopped at head.
All doors to be fd30.
All penetrations through walls to be
protected via collars (eg.).
Mains wired smoke detection and alarm
to be provided at each level, as shown.
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Indicates extent of protected escape.

Provide lateral restraint to gable
wall by strapping back to internal
stud partition and lining one side
of internal wall with 12mm thk
plywood where shown
See detail on:
18-2935 HT13 SE 131

All internal walls to be 1/2 hr f.r. and to be
firestopped at head.
All doors to be fd30.
All penetrations through walls to be
protected via collars (eg.).
Mains wired smoke detection and alarm
to be provided at each level, as shown.

Provide lateral restraint to internal wall/pier

by strapping back to perpendicular stud

partition and lining one side of internal wall

with 12mm plywood where shown.
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West Didsbury

Manchester, M20 2UR
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Rev A   17/07/19 Updated with new window sizes

to elevation, additional notes and

dims. AR.

Rev B   27.02.20   Wall between Lounge & Hall 

         changed to structural stud wall DT.

Rev C:  28/07/20   Boiler moved into garage.  DMM
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