A e

X
SIS
RIS
SIS

5
3
S

<X
K

%
SRS

RSN ZEIEKESS
SRS RIS RS
SIS AR RSN SAEIEEEEKS
’:":f:;‘g"“‘o‘&“‘ < SRR SRS

%

R

%%

%S

500588

:.‘::““‘ S8
X

K
RRIKIIKKS,
SRR

R IE KK KIKKS,

S RESSSESISSSIISS

] ,;‘g.:“::::.o‘:,v. GO CSSSIIISIEIKS,

JUEERSSHKLSEXKS

s95e 0%

X o

XK

%

“ 55 S
SRRIEEIBES
o’:‘:":‘:‘:‘:’:‘::‘ 95e%e% S5
SN
CSISSKEEK
SIS

5S
:’:&
&S
S

Sl
S5
X XX
555
:‘0

%

>
S
S
S

R
<SS

S
o
\!

<

< X

QSASEKERS
s "«“:“:::::::‘
RIS
SRS IEREEREIISIELEKKS: <K
% 00 %0% %%
< SSRRIKKS

20%%%
0“’
S

%%
%%

55 SIS

<o 950%%
S S
S

S

K-

9

%
<

oS
S5
5
¢““
NS

%0
¢SS
0% 5

X

X

XX
\

X
po%es

SN
%5 %‘

SN

R

NN TN
Pssss sy
X Q‘

A
R

£y
R

e’

X :

RSN
CRRAR

90355209 LN

$<

X

S

ERCOERN
X \“

32

oA -
= "‘Q‘\
- ““‘\
R
Neies

O g

N
\0\‘0‘

Key

Surfaces

P1- MCC adopted street, PCC pavers.
P2+ MCC adopted sireet, Tarmac, black-op.

P3 - Proposed textured poc sett paving, 240 X 80 mm plan size suitable for vehicle overrun, 2
rs, mid grey and silver grey, 70% natural stone aggregate we: se.

P4 - clay paver, wide format, stretcher bond, black

P5 - traditional street paver 1, pec seft paving, 300 x 150 mm, 70% natural stone
aggregate wearing course, stretcher bond, silver grey

PG - traditional street paver 2, pec sett paving, 200 x 200 m 70% natural stone
aggregate wearing course, stretcher bond, mid grey

P11~ play surfacing, wetpour, 2:3 colours, warm orange / yellow tones

P12 - play surfacing, redwood bark nuggets impact absorbing surface

P13 - high quality, in-situ poured concrete, brushed finish, natural grey colour
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E1 - 150mm wide pec kerb, 150mm upstand, 70% natural stone aggregate, mid grey

E2.- 150mm wide pec kerb, 50mm upstand, 70% natural stone aggregate, mid grey

2

E3.- 150mm wide pec kerb, flush, 70% natural stone aggregate, mid rey

E4 | E4-flush steel edge

E5 | E5-250mm high steel edge, coreten colour finish

E6 - 150mm wide flush steel banding, coreten colour finish

B1- 500mm high pec planter with hardwood timber seat top

2| B2-500mm high brick planter with hardwood timber seat top

2
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B3 - 500mm high, 200mm width pec dweling divider, number o side facing dweling
entrance

B4 - 1800mm hardwood timber back garden divider

B5 - 1800mm brick wall brickwork to match adjoining building

86 - 900mm end of terrace brick wall, brickwork to match adjoining building

B7 - Sheet-piling retaining structures, finish and detaiing to be agreed
with the Canal & River Trust, to engineer's detail

R1 - 1100mm height galvanised steel railing, upright supports every
1500mm, horizontal stainless steel wire rope, 100mm spacing, metalwork
RAL colour roughout landscape stated

2

Fixtures and fittings

1 - 450mm high, 500mm wide concrete bench, hardwood timber top, length

52 - 450mm high, 500X500mm concrete seating block

@

3| 53 450mm high hardwood timber bench

metalwork RAL colour o be

L1 - Highways lighting columns, approx 5m high, to MCC adoptable standards,
consistent throughout landscape unless otherwise stated

lumns, approx 3m high, metalwork RAL colour to be.
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2| L2-Traditional street
i

L3 - Lighting bollards, approx 800mm high, metalwork RAL colour to b
throughout landscape unless otherwise stated

nt

L4 | L4-Buiding mounted lighting, metahwork
landscape unless otherwise stated

RAL colour to be consistent throughout

5 | L5-Lighting inset into $1 bench

G1- 900mm height, powder coated, galvanized steel gate, attached balustrade to
same height, metalwork RAL colour to be consistent throughout landscape unless
therwise stated, width varies
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2| G2~ 1800mm height, powder coated, galvanized steel gate, metabuork RAL colour
10 be consistent troughout andscape inerwise saied, widh varies
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S0\ PL1 | PL1 -y pico 1, wood imber fy poss, natral frish, uprgh, uncuiating
‘ \%¢ Rt 280" 500 mm
\Y

PL2 | PL2- play piece 2, play boulders

PL3 | PL3- play piece 3, hardwood balancing logs, natural finish

PL4 | PLA - play pisce 3, harcwoor

ulptural play posts, bright colour stain, RAL tbe
PLS | PLS - play piece 5, hard wood timber play piece, frame and net

PL6 | PLG - play piece 6, bespoke hard wood timber play piece comprised of several elements.
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WP | WP - Hardwood timber planter, 500mm height, spiit down the middie
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CT - Hardwood timber communal table
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CB - Existing concrete block retained
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STE1 | STE1- Concrete steps

NN
55

81 - visitor cycle stands, stainless steel
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/’ XS % [ STEH - stoolbin, 1100mm height, metatwork RAL caour o bo consistent
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Existing tree to be retained (For full details of existin
refer to Arboricultural report prepared by Engie Arbori
Existing trees o be protected in ine with BS5837:2012

)

Proposed standard tree.

Proposed multistem tree.
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Proposed specimen shrub
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Planting mixes

Mix 1 - Central street, woodland mix
Mix 2 - Central street, swale mix

Mix 3 - Central street, street mix, sun

Mix 4 Central sieet, street mix, shade
Mix 5 - Industrial mews mix

Mix § - Canal towpath mix

Mix 7 - planter, sun

Mix 8, planter, shade

Wi, Tradtional stroet mix

Mix 10, Canal Dweling mix

Mix 11, Courtyard mix 1 - Productive mix

Mix 12, Courtyard mix 2 - Ground level mix

22 wix 13, Couryard mix 3 -Defonsive mix
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LB Note: 24.02.2021
No updates to this drawing as part of Section

96a application
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standard notes drawing notes revisions date client Levitt Bernstein

1. Do not scale this drawing. start typing drawing notes here

2. All dimensions must be checked on site and any
discrepancies verified with the architect.

3. Unless shown otherwise, all dimensions are to
structural surfaces.

THIS IS NOT A CONSTRUCTION DRAWING, IT IS
UNSUITABLE FOR THE PURPOSE OF CONSTRUCTION
| AND MUST ON NO ACCOUNT BE USED AS SUCH.
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