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Timber skirting with mastic seal to floor and all
service penetrations

1no. layer of 12.5mm gypsum based wall board
fixed to block with adhesive dabs (in
with building regulation specification notes) with
skim finish (joints to be taped). Enhanced
construction details to be used

<

Wall Tie - To be provided at
750mm horizontal and 450mm vertical
spacing (jambs to be provided at 300mm
vertical spacing within 150mm of opening)

Cavity Tray

Insulation

Weep vents to be installed over sub-
floor ventilation

recommendations. To provide not m \\\\\\
less than either 1500mm?/m run of & N8
external wall or 500mm?/m? of floor <
area whichever gives the greater
opening area (or equally spaced
e ing wa it rate of

ground. The underside of the floor joists to be not
less than 150mm above the top of the ground

cover.

£

E

8

8l BRECBG 74 concrete ground cover of at least
100mm thick

& ———sand blinding
dashed line - Visqueen conti Gas Barrier

E 1200g (300 micrometre - Radon-proof) lapped to

run through cavity and be sealed to DPC. Any
service penetrations o be lapped and sealed in
‘ accordance with the manufacturer's details

Radon Test to be undertaken if required by Bui
Control

Concrete fill to SE

i i Gas Barrier
1200g (300 micrometre - Radon-proof) lapped to
run through cavity and be sealed to DPC with
radongas proof tape. Any service penetrations to
be lapped and sealed in accordance with the
manufacturer's details

Radon Test to be undertaken if required by Bui

Control
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' ot x Radon Gas Protection measures
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specification I P _
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