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1. Project Particulars 
 

Contract Title & Address Phoenix House 

Client Name & Address DeTrafford 

Principal Contractor TBA 
TBA Principal Designer TBA 

Asbestos Removal Contractor Rhodar 

Local Authority Trafford  

HSE  

 
This Demolition Management Plan had been prepared specifically for the enabling 
demolition phase of this project in accordance with the CDM 2015.  On completion of the 
demolition phase our role as PC will come to an end. 
 

The plan has been formulated by taking into consideration the pre-construction information 
provided by DeTrafford, Principal Designer, designers, following surveys and risk 
assessment of the environment by the operations management team responsible for this 
project. 
 

The Company’s Health, Safety and Environmental Standards contain the core 
arrangements for managing health and safety in all our operations. 
 

In addition, a management system has been compiled for assisting the project’s operations 
management team in the planning, management of, recording and communicating of relevant 
health and safety information to provide a safe place of work, safe systems of work and to 
provide uniformity and consistency in the management of health and safety. Every project 
will have at least one copy of the Company’s Health, Safety and Environmental Standards, 
with every manager receiving their own personal copy. 
 
Company HSEQ Standard – “Construction, Design and Management” details how the 
Company manages the CDM process.  The contents page for the Company Standards and 
for the health and safety management system documents can be found in Company Health 
& Safety Policy Document... producing safe systems of work tailored to the project. 
 
We aim to reduce the provision of generic paperwork and to only provide in this Health and 
Safety Plan project specific paperwork that should help with the communication and risk 
management of this project. Other information this file makes reference to, but is not project 
specific, will be clearly identified with the location where it is available, if there is a need to 
review these documents they will be provided on request. 
 
The aim of this Demolition Management Plan is to provide clear, concise and specific 
information required to manage the works and the arrangements for controlling significant 
project specific site risks. 
 
We are committed to providing a safe place of work and continually review our HS&E 
Standards and systems to provide clear and relevant information through all stages of the 
project’s life. 
 
The project  team members responsible for the compilat ion,  review  and  
maintenance  of  this Demolition Management Plan are:  
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2. Key Management Personnel 
 

Name Position Contact 
Number 

Email 

Andrew Fisk Director 07799 837469 a.fisk@rhodar.co.uk 

Tony Clarke Regional Manager 07799 837470 t.clarke@rhodar.co.uk 

Keiran Hatcher Snr Contract Manager 07917 707860 k.hatcher@rhodar.co.uk 

Julie Sefton H&S Manager 07764 984608 j.sefton@rhodar.co.uk 

Ian Goldsborough Waste Manager 07575 574906 i.goldsborough@rhodar.co.uk 

TBC Supervisor   

3. Location and Description of the Project 
 
The project is located on Ellesmere Street, Manchester  

4. Scope of the Works 
 
All demolition Works are to be carried out in accordance with BS6187:2011 Code of Practice for Full 

and Partial Demolition. 

 

Reference to the ‘Standard’ has been made throughout the document and a copy is available from the 

office on request. 

 

The scope and sequence of works is listed below. This sequence has been chosen as it has 
been identified to be the most efficient. Each item will be specifically referred to in the 
methodology section. 
 

• R&D survey throughout buildings 

• Asbestos removal 

• Soft strip 

• Scaffolding erection to rear and street  

• Structural demolition Building 

• Removal of all ground slabs and foundations 

• Crushing all concrete & masonry to a certified 6F2 aggregate 

• Reduce level dig 

• Installation of a pile mat across the site 

• Leave the site clean and tidy. 
 
Should the scope of works change, or the sequence be altered, this document will be updated, 
and a briefing will be carried out with involved. 

5. Timing of the Works 
 

Contract Period TBC 
Site Start Date TBC 

Planned Contract Completion TBC 
Form F10 (Rev) Date Submitted TBC 
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The normal hours of work are as follows: 
 

Monday to Friday 07:30-17:00 
Saturday 07:00-13:00 
Sunday and Bank Holidays No Working Permitted 

 

6. Pre-Construction Information 
 
All pre-construction information (as seen below) is adequate for starting and completing the 
works to the required specification. 
 

▪ Structural inspection report –  
▪ Site contours drawing –  
▪ Topographical survey –  
▪ Noise & Vibration impact assessment – 
▪ Various communications between land surveyors and local services providers. 
▪ Ground Investigation Report –  
▪ Transport Assessment –  
▪ Mixture of asbestos surveys –  
▪ UXO Survey –  

7. Emergency Procedures for site including Fire 
 
What to do in the event of an accident 
 
Should a First-Aid emergency occur on site, the primary concern is the well-being of the 
casualty/casualties and the safety of those giving assistance. 

✓ If required and if possible, to so do, casualty to be removed to a place of safety and 
apply emergency first-aid procedures if trained.  Summon assistance if possible 
whilst administering first aid. 

✓ In the event of an operative being electrocuted, disconnect the power supply before 
administering first aid.  DO NOT COMPROMISE YOUR OWN SAFETY WHEN 
GIVING ASSISTANCE TO A CASUALTY. 

✓ The emergency services should be summoned by dialling 999 from the nearest safe 
telephone. 

✓ Post watchman to Location to direct emergency services to the casualty. 
✓ Further work should then not proceed without first contacting the Contracts Manager 

or Safety Officer. 
✓ In the event of any other First-Aid emergency, give emergency first-aid if qualified to 

so do.  If in doubt, call emergency services using nearest available telephone. 
 
What to do in the event of a fire 
 
There will be 2 no. Fire Points available on site (and are indicated on the plan). A fire 
and emergency plan will be on site and briefed to all personnel by the Site Supervisor. 
 
On discovery of a fire: leave the area whilst raising the alarm, close off door to the area 
whilst still raising the alarm. Go to the fire points, sound the alarm. The Fire Marshall will 
instruct everyone to go to muster point and summon the Fire Brigade. The site supervisor 
will conduct a roll call of Rhodar personnel from the sign in book. 
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Only attempt to extinguish fire if safe to do so. 
 

✓ In the event of a small electrical fire, tackle fire with CO2 extinguisher. 
✓ In the event of wood/fabric/polythene fire, use standard water extinguisher or powder 

 
If not possible to extinguish fire using 1 no. extinguisher; leave the area whilst raising the 
alarm, close door to area, continue raising the alarm, leave the area by the safest direct 
route and assemble at site gates. 
 
Do not re-enter building for any reason, until authorised to do so by Fire Brigade. 
 
What to do in the event of a security emergency 
 
In the event of a Security emergency, summon the Police using the nearest available phone. 
 
Display notices will give the identity and location of fire marshall. 
 
Nearest A&E Hospital  
 
Nearest Police Station 
 
****** 
Nearest Fire Station 
****** 
 
ALWAYS CALL 999 IN CASE OF EMERGENCY 
 

8. Liaison between Parties 
 
All topics relevant to the works will be discussed with the main objective aimed at the health 
and safety of the site together with any breach to the site boundaries. 
 
Daily briefings will be held between Rhodar at the start of each shift. During this briefing the 
upcoming workday will be discussed. At the end of the shift the briefing form is then to be 
signed off by both the demolition Supervisor. 
 
Rhodar Demolition operates a near miss procedure and all of the work force are familiar with 
the procedures required to operate this procedure in the correct manner and diligence it 
deserves. In the event of a near miss being reported, and investigation will take place 
immediately to establish the cause and with immediate respect any necessary control will be 
implemented to rectify the incident with reviews to ensure that there is no re-occurrence. 

9. Management Structure, Competence & Responsibilities 
 
A dedicated site Supervisor will control all aspects of the work from commencement to 
completion. He will be supported by the Contracts Manager Tony Clarke, Project Director 
Andy Fisk and SHEQ Manager (Julie Sefton) who will be contactable throughout the project 
and make weekly visits to site and attend progress meetings. In the event that the 
management structure is to be changed formal notice will be given and the replacement 
manager will attend site together with the former manager to ensure that all aspects of the 
project are understood. 
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The site supervisor will ensure that all practices and procedures are kept up to date together 
with all training requirements for all personnel on site. Furthermore, they will ensure that all 
aspects of the Health and Safety file are updated on a continual basis and all plans of work 
and risk assessments are in place and relayed to all members of staff with the completion of 
the mandatory registers. 
 
The site supervisor will ensure that all aspects of the work are undertaken in compliance with 
the plans of works and risk assessments and will carry out toolbox talks with a minimum talk 
being carried out on a weekly basis on a topic that is relevant to the work being undertaken. 
In the event that a major non-conformance is found all works will cease until an investigation 
has been carried out and all factors have been rectified and all operatives have been made 
aware of the deficiency and the procedures to ensure that the same occurrence is not 
repeated. The non- conformance will be reviewed in accordance with our quality policy. 
 
The general health and safety responsibilities are as laid out in the Rhodar Health and Safety 
Policy and the competency  of  the  operations management  team  are  as  identified  on  
the  Company’s competency matrix which can be found in the Company’s Health, Safety and 
Environmental policy 
 
The Company have formally appointed Andrew Fisk to be the Director responsible for this 
project; Matthew High is the Project Director; Craig White is Contracts Director; David 
Goulding is the Project Manager; all other key persons are shown at the front of this 
document. 
 
Issues regarding H&S will be communicated to Julie Sefton. He is the projects SHEQ 
Manager. External 
H&S advice will be obtained from Prime Safety. 
 
The following table shows the different roles on the site and what the minimum competency 
level will be for that job role. 
 

Project Management Competencies 
Job Role Minimum Competency 
SHEQ Manager NEBOSH – CCDO Black card 

Project Director\Regional\Contracts Managers CCDO Black card – level 6 NVQ 

Site Supervisors CCDO – Gold card – SSSTS – Asbestos 
awareness, First aid 

Plant Operators CPCS – Asbestos awareness 

Demolition Operatives CCDO – Asbestos awareness – Manual 
handling 
– Face fit  

 
The following table shows how management will be visible on site. 
 

Management Identification (Hat Colour) 

Job Role Hat Colour 

SHEQ Manager Black 

Project Director\Regional\Contracts Managers Black 

Site Supervisors Black – Green sticker for first aid 

Plant Operators White 

Demolition Operatives White 

First Aiders Green 

Fire Marshall Red 
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10. Health & Safety Goals for the Project 
 

 
The Rhodar H&S goals for the project are: 
 

To carry out weekly health and safety inspections and close out any areas for improvement 
within 2 days. 
 

Complete the project in a safe manner without reportable injuries 
 

Zero harm to operatives and the public. 

11. Health & Safety Monitoring 
 
Copies of all Health and Safety Monitoring carried out on this site by the operations 
management team, the Company’s own management team, the Health, Safety and 
Environmental Advisor, HSEQ Auditor or by a contractor’s health and safety team / 
representative will be presented to DeTrafford if they require them to be. 
 

In addition to visiting site on a regular basis the HS&E Advisor will provide health and safety 
support as requested or deemed necessary. 
 

Fortnightly health & safety audits will be conducted by Rhodar with copies of the report 
issued to DeTrafford & Principal Designer. 
 

The project will be provided with up-to-date HS&E Standards and notified of any legal or 
system changes via communication from the Health, Safety and Environment Department to 
ensure current legislative and organisation requirements are continually updated. 
 

The health and safety advisor will attend site and carry out a review process once a month a 
report will be prepared and left on site for action and close out purposes 

12. Covid-19 
 
Rhodar have a robust Covid 19 Policy which is appended to these documents.  

13. Methods of Communication 
 
The project specific methods of effective communication are through prestart induction as 
recorded on our induction sheet and through toolbox talks as given by our supervisor and 
contained within our toolbox talk books carried by all supervisors. 
 

Toolbox talks, and method statement briefings will be used as methods of consultation with 
the workforce and the DeTrafford management as a minimum; the company also operates an 
“open door” Policy on all projects. Toolbox talks, and method statement briefings will be 
recorded and can be located in the site file. 
 

Daily briefings will be conducted prior to the start of the working day. These briefings must 
be attended by all contractors working on the site at the time. Details of works to be 
completed and the current site conditions are to be discussed. 
 

• Any major deviations from the documented method of work will be communicated to 
the project team prior to the work commencing. Enough time will be given to allow 
discussion and review of the new proposed method of work. 

 

• The exchange of health and safety information between contractors 
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• Site specific induction for all persons who require access to site areas including 
visitors and client representatives. 

 

• Daily task sheets will document and communicate activities on site. 
 

• Project progress meetings (frequency to be agreed with DeTrafford) 
 

14. Selection and Control of Sub Contractors 
 
The Company HS&E Standards require that all contractors are evaluated prior to selection, 
where high risk activities are being undertaken the HS&E advisor will be notified by the 
Project Co-ordinator to provide assistance in the evaluation process. 
 

All contractors will receive a thorough evaluation of competence. Contractors will be 
selected across all aspects of intended work which they have potential for participation. 
Records of contractor evaluations are kept at head office. 
 

All contractors working on the site whilst Rhodar are PC, will have they method statements 
reviewed on a weekly basis. Any changes must be documented in the method statement 
review log with the Rhodar Supervisor making sure that the changes are inducted to the 
workers completing the works. 
 

15. Site Security 
 
Security guards will be required in the evenings, weekends and any other dates when the 
site is shut for work. 
 

The minimum standards for ensuring protection of the public and a secure site are as 
defined in the standards for demolition BS6187:2011 will be adopted. 
 

Rhodar are responsible for the security of the site during operational hours. The sites 
security is extremely important. Nobody other than the contractors working on the site are to 
be permitted to enter the site. The entrance to the demolition area is to be kept closed at all 
times when not in use. At the start of every shift, especially during structural demolition the 
building will be checked to ensure that no intruders have gained access through the night. 
 

All areas of the site will be secured when not in use with the appropriate signs displayed at 
all entrances. The entrance gates will be closed at all times when not in use. 
 

Warning signs will be erected around all areas of the site boundary warning people not to 
enter site, with a large Multi Board at the site entrance. These signs will address the dangers 
of entering the site, especially young children who may attempt to enter the site. 
 

16. Site Inductions and on-Site Training 
 
All demolition personnel and other contractors on site are required to have a demolition 
specific site induction. This will be carried out for all persons required to work on site, they 
shall be recorded using the site induction form, Site specific training requirements i.e. toolbox 
talks will be recorded on Toolbox Talk instruction sheet.   A copy of the site-specific 
induction for this project and the records of induction and site-specific training carried out 
can be located in the site file. These records will be maintained securely as part of the 
project’s data protection policy. 
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The competency levels of persons working on site will be identified prior to the 
commencement of the project and persons provided with the appropriate training for the tasks 
to be undertaken. Where additional training is identified during health and safety planning or 
individual’s performance development reviews this will be arranged in conjunction with the 
Company’s Human Resources Department. 
 
Operatives will only be provided with on-site training for specific activities if required. The 
safety aspects of all operations will be discussed prior to commencing the activity via method 
statement briefings or toolbox talks. The HS&E Advisor allocated for this project will provide 
such on site as is necessary to ensure personnel are working to suitable safe systems of 
work and thus not reducing the likelihood and severity of injury to personnel, visitors and 
members of the public. 
 
The competency levels for personnel operating equipment, plant etc. whilst working on the 
site will be checked by the operations management team, identified on the site induction 
form and copies of any formal training certificates will be kept on site until the work is 
completed, they can be located in the site file. 
 
The competency levels for persons on this project are in line with the Competency Training 
Matrix provided in the Company HS&E Standards. 
 
In line with the company standards, all personnel completing works on behalf of Rhodar 
Demolition will have preferred certification to CSCS, CCDO or CPCS standards or other 
equivalent certification qualification. 
 

17. Welfare Facilities and First Aid 
 
Welfare facilities will be provided by Rhodar for the duration of the project. These units will be of the 
self-contained type and will be positioned in a suitable location to the front of the site. Welfare units 
on site will be diesel powered with all effluent stored within the unit and regularly collected by a 
specialist waste removal company. 
 
Welfare units on the site will have the following features; 
 

• Adequate space for the number of personnel on site 

• Toilet facilities adequate for the number of personnel on site 

• Enough seating for all personnel 

• Changing areas and clothes storage 

• Hot and cold water suitable for washing and drinking 

• Means to make warm drinks and heat food. 

• Adequate space for the Supervisor of all contractors working on the site to complete their 
work. This space must be separate from the other demolition workers. 

 
The minimum standards to be complied with are as set out in the health and safety at work act, and 
the CDM regulations 2015. 

 
The first aid requirements for this project will be specifically risk assessed for the type of work and 
numbers of persons on the site. 

 
The first aider on site will be:  
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Steve Timperley Fully Appointed 

Michael O'Loughlin Fully Appointed 

Craig Hughes  Fully Appointed 

Steve Barker Fully Appointed 

Shaun Griffiths Fully Appointed  

Anthony Pickering  Fully Appointed  

Robert Hawkins Emergency First Aid at Work  

David Redfern  Emergency First Aid at Work 

Anthony Maylett Emergency First Aid at Work 

Aaron Larmour  Emergency First Aid at Work 

 
 
 

No. of first aid boxes & size: TBC 
 
Location of first aid boxes: The site office 
 
The first aid boxes and equipment will be re-filled after each use, visibly checked each week 
during the weekly inspections and monthly checks carried out. All first aid boxes will be 
replaced when the use by dates have expired. 

18. Accident Reporting, Recording and Investigation 
 
The accident reporting, recording and investigation will be in line with the requirements outlined in 
the Company’s HSE plan. All incidents will be investigated, the person undertaking the investigation 
and the type of investigation will depend upon the severity or potential severity.   The operations 
management team will report any potential RIDDOR injuries immediately to the project s HS   E 
Advisor who will provide support and assistance. 
 

The requirement to report all incidents, method of recording and online addresses etc. will be 
communicated to persons working on the project during the site induction. 
 

Where any accident is reportable to the Health and Safety Executive the employer of the injured 
person will be responsible for ensuring it is reported, a copy of the F2508 will be available 
electronically on the site. The information on the form is to be kept confidentially. 
 

Where a contractor does not provide evidence of reporting to the Health and Safety Executive the 
project s operations management team will report it directly to the Health and Safety Executive on 
behalf of the contractor. 
 

There is no longer a paper form for RIDDOR reporting, since the online system is the preferred 
reporting mechanism. Should it be essential for you to submit a report by post, it should be sent to: 
 

RIDDOR Reports 
Health and Safety Executive 
Redgrave Court  
Merton Road  
Bootle Merseyside 
L20 7HS 
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Investigations will be carried out and risk assessment reviews undertaken following the 
investigation. Where lessons can be learnt Safety Alerts, Toolbox Talks, Information Sheets 
or other appropriate media will be used to communicate the information across the 
Company. 
 

Significant near misses will be treated in the same manner as an accident with appropriate 
investigations undertaken. 
 

The specific method of near miss reporting for this project is the completion of near-miss 
cards or verbal instruction via the open-door policy. 
 

Incident information and records of investigations shall be kept in the site file securely for 
data protection of any individuals who may be named. Incident report forms and incident 
investigations shall not be released to any third party without formal permission from the 
Company s senior management team. 
 

19. Risk Assessments and Safety Systems of Work 
 
Risk Assessments will be provided for the workplace and for individual operations involved 
in the project. Method statements and permit to work systems will be introduced as 
applicable, these will be mandatory for high risk activities. The Company Health, Safety and 
Environmental plan include the systems to be used for identifying hazards and for recording 
risks assessments.   These shall be completed for risks identified on the project 
undertaken by our employees.   The following major hazards have been identified within the 
project and will be covered within the method statement and risk assessment document. All 
hazards identified on site will have the risk associated with reduced as far as reasonably 
practical prior to arrival to site. Any operatives who are then exposed to the residual risk will 
be protected using PPE and other protection measures. 
 
Main Hazards 
 

Falls from height – No works to be completed by any open edges. All open edges will be 
protected using fixed barriers. Scaffolding must only be accessed once it is completed and 
signed off. 
 
Instability of structure – Adequate exclusion zones to be established within work areas. 
NFDC publication on Exclusion Zones must be referenced when setting out exclusion zones. 
 
Exposure to asbestos – All asbestos works are to be completed by our licensed 
asbestos removal contractor. Areas having asbestos works completed must be suitably 
barriered off. All operatives on site must have asbestos awareness training 
 
Moving plant and machinery – Operatives working on the ground must have keep clear of 
moving plant and never work behind a working machine. Machine operators are not to move 
plant without facing in the right direction. 
 
A log of all contractors and risk assessments/ method statements will be kept on site this will 
be updated as contractors are appointed through the lifetime of the project. The project s 
operations management team will ensure that all risk assessments and method statements 
have been briefed to all relevant personnel and keep records of briefings held on site. 
 

Where contractors are used to undertake the works, the operations management team will 
review the risk assessments and method statements they produce, where the work is 
identified as high-risk additional support will be provided by the HS&E Advisor.  Contractors 
will not be allowed to work on this project until they have provided a relevant risk 
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assessment / method statement as appropriate and received a positive review back from the 
operations management team. Method statements and risk assessment reviews will be 
attached to the document reviewed. 
 

All Risk Assessments and Method Statements will be reviewed by DeTrafford and any 
comments they may have will be actioned as necessary and all documentation amended 
where required. 
 
 

The requirements for other risk assessments required by specific legislation are also 
identified in the 
Company HS&E Standards and where risks are identified they shall be used. 
 

A “permit to work” shall be issued by the appointed person, the persons issuing and 
receiving the permit will sign it off and a copy of the permit will be held by both parties, when 
the work is complete the appointed person will check the work area before closing out the 
permit. Permits to work include “Hot Cutting” with fire extinguishers positioned. A fire watch 
will be done at regular intervals and all hot works will cease one hour before the end of the 
shift, a final check will be carried out prior to leaving the site. 
 

Copies of permits to work will be filed in the site file. 

20. Site Rules 
 
Site rules for this project are located in the site file on the reverse of your induction form. 
Ensure these are read and understood before signing your name.   A copy of these rules 
will be issued to all contractors at the pre-start meeting I induction and will be brought to the 
attention of every person working on site during the site induction.  A copy of the site rules 
will be displayed on the project s health and safety notice board; these will be reviewed 
throughout the project s duration. 
 

Employees who breach health and safety site rules will be subjected to the disciplinary 
procedures as laid down in the Company s H      S Policy.  Where contractors breach site 
rules the Project Manager or Site Manager will first issue TWO verbal warnings.  If a third 
breach takes place, a written warning is issued to the offending contractor(s) management 
personnel and or temporary suspension from site.  Any further breach in rules that expose 
themselves or others will be firmly dealt with by removal from site. 
 

A formal report will then be sent to Rhodar Demolition Ltd main offices in West Thurrock to 
advise relevant Contract Directors of the action taken and causation. 
 

Drugs and Alcohol  
 

Rhodar Demolition Ltd operates z͚ero tolerance attitude to drink and drug abuse and will 
Proceed to take swift and prompt action against those who breach company policy or site 
rules. 
 

A copy of the ͚Drugs & Alcohol Policy can be found on the site notice board.  This policy will 
also be clear to site personnel during Inductions and safety briefing sessions. 
 
 

A full list of site rules will be sited within the welfare facilities. They will be updated on a 
regular basis and will consist of but not limited to the following. 
 

• All PPE must be worn at all times applicable to the tasks being carried out. The 
minimum requirement for PPE on site will be Hard Hat, Gloves, Safety Boots, safety 
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glasses and Hi Vis Garments. Other PPE task specific will be worn as stipulated with 
the method stamen and risk assessments produced for the specific item of work. 

• All tools must be kept clean and maintained in good working order and be locked 
away or made safe at the end of the working shift. 

• All personnel must be aware of the contents of the method statements, risk 
assessments and company health and safety policy and the registers should be 
signed and dated by each member of staff before works commence. 

• All operatives must observe a strict hygiene policy and thoroughly wash hands before 
eating or drinking to eliminate hand/mouth contamination and the possibility of 
infection due to Weils Disease. 

• All staff must be aware of all evacuation procedures and location of assembly points 
and first aid stations together with positions of alarms and fire points. 

• All staff must act in a responsible way at all times on site and ensure their safety and 
safety to others is paramount at all times. Any horseplay will result in immediate 
dismissal from site 

• The site will be a no smoking site smoking will be allowed in designated areas only. 

• Anyone caught either under the influence of alcohol or drugs will be dismissed from 
site. 

• All staff will report any near misses to their site supervisor who will assist in compiling 
the relevant form 

• Staff will report all accidents to the site management however small and all details will be 
entered within the accident book sited within the site office. 

• All staff must be suitably dressed for their work application. 

• The site boundary must remain undamaged and be suitable to prevent unauthorised access 
to the site. 

• No one other than trained personnel with permission to do so will operate any plant or 
equipment. 

• All keys must be removed, and doors locked when plant is not being used 

• No personnel are to congregate outside the site during break times. 

• No parking is permitted outside the site entrance prior to 08:00 in the morning. 

• Members of the public must be treated the upmost respect at all times. 

21. Fire and Emergency Procedures 
 
A fire and emergency plan will be created and included within the induction prior to the start of the 
works. This emergency plan must include locations for the fire points, where the nearest defibrillator 
is and where the nearest fire exit are in relation to the building: 
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The plan must also inform every one of the locations of the muster point and the quickest 
route for getting there. Once at the muster point you should not go back into the site until you 
have been given the all clear to by the Demolition Supervisor and or the emergency services. 
 

The fire plan must illustrate which fire extinguishers are present on the fire points and which 
can be used on the different types of fires. 
 

All persons qualified in First Aid must be contained in the emergency plan. Their contact 
details must be communicated to everyone during the induction, with the location of the first 
aid box and accident book also included. 
 

In the event of a fire the following procedure must be followed; 
 

• If small the fire can be extinguished with the available extinguishers. Only do so if 
chance of injury is minimal. 

 

• Leave the area in the safest and most direct route telling everyone to leave the area 
 

• Use the air horns at the fire points to warn people to leave site. Use the following 
pattern 

• 1,2,3……1,2,3……1,2,3……. In a continuous pattern. If people are in areas likely 
to have not 
heard speak to the site manager and get him to call them if you do not have a 
contact number. 

 

• Make your way to the muster point. The site manager should be the last person 
there and have the signing in register in his possession. 

 
Call the fire brigade and inform them of the site address, which is: - 
 
Manchester Central Community Fire Station 
Thompson Street 
New Cross 
Manchester 
M4 5FP 

 

• Wait at the muster point until told return the site by the fire brigade. Never return 
to the buildings for any personal belongings. 

 

• In the event of a non-fire emergency or injury please follow this procedure; 
 

• Assess the incident and check for injured persons 
 

• If the incident involves no injured personnel, then calmly instruct people to stay clear 
of the area and when possible cordon the area off using fencing. 

 

• If people are injured contact the first aider immediately by phone. The first aider will 
be the person nominated in this document and wearing a Green Hard Hat. 

 

• If you cannot reach them by phone stay with the injured person and flag somebody 
else down to go and get the first aider. 

 

• Do not touch the injured person as this could cause further injury. Do move them, 
however if they are still in danger of being injured. 
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• Call the emergency services on the telephone and let them know of the injuries 
having been sustained. 

 
 
 
References: 
 
Health and Safety Guidance HS (G) 168. Legislative Requirements:  www.opsi.gov.uk –
HSAWA 1974. MHSW 199. CDM 2015 regulations and the regulatory Reform (Fire Safety) 
Order 2005. 
 
If there is a fire within the site and it is small enough to safely fight operatives must use 
the fire extinguishers from the fire points. At no point must anyone put their own safety at 
risk. 
 
If the fire is too big to fight operatives must use the air klaxons that are available to raise 
the alarm and leave the site via the designated route. 
 
 

22. Delivery, Storage & Removal of Materials 
 
All vehicles servicing the site are to use the main site entrance on Ellesmere Street. This 
road is a residential road so all vehicle MUST drive in a slow and considerate manner. All 
vehicles are to stick to the agreed transportation routes. These routes must be printed off 
and issued to all contractors and suppliers servicing the site. 
 

Vehicles entering the site will be banked in by a trained Banksman. He is responsible for the 
movement of vehicles which require access & egress to the site. The gate will be kept closed 
at all times when not being used, the Traffic Marshal will ensure that all site rules and the 
procedures are adhered to by those entering and leaving the site. 
 

All delivery/collection drivers must wear correct PPE during this time. Drivers are permitted 
to stay with their vehicle and not walk onto or around the site area. Prior to any driver having 
to walk around 
/across the site they will receive a full site induction. 
 

All vehicles entering and leaving the site must do so in a slow and controlled manner 
ensuring that pathways/kerbs are driven on and always be aware of pedestrians and other 
road users. Vehicles are not permitted to wait outside the site in the morning causing 
congestion to the access rd. 
 

No reversing of vehicles on site is permitted without the use of a Banksman. Reversing out 
onto the road is strictly forbidden. 
 

On the approach to the site the vehicle driver must call the site to let them know they are 
almost there. Hands free communication devices must be used. This allows the gates to the 
site to be opened. 
 

After entering with the aid of the Traffic Marshal, they will then be guided into the site, to the 
point of the delivery or collection. 
 

All equipment and materials must be dropped in the secure deliveries area. The materials 
must be stacked in a safe way so that they are not at risk of falling onto anyone and stacked 
in a way that makes the most of the space within the delivery area. At no point, must heavy 
materials be climbed or sat on as this may cause them to fall, potentially hurting you. If 

http://www.opsi.gov.uk/
http://www.opsi.gov.uk/
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materials are being stored out of the deliveries area, then they must be enclosed within a 
fenced exclusion zone to prevent being getting too close. 
 

Prior to leaving the site, all vehicles must be checked for loose debris and anything wedged 
between the wheels must be removed. 
 

Housekeeping 
 

Good housekeeping on site is essential to ensure that the access routes to and from the 
entrances and exits from the site are obstruction free. This includes both plant and 
equipment storage and waste storage. Agreed access routes and pedestrian paths must be 
left unobstructed throughout the works. 
 

Combustible waste materials must not be stored close to boundary lines, plant or any areas 
that are to be retained. 
Throughout the day the site is to be checked for the accumulation of debris that could be 
building up at the site boundary. Any lightweight items that may have blown to the boundary 
must be bagged up and disposed of. 
 

Plant 
 

All plant will be delivered on a low loader or flatbed lorry. As plant is being unloaded the 
Banksman is to be present and supervising the plant disembarking the low loader and 
crossing the threshold into the site. Only CPCS operators can driver the plant from the low 
loader and into the site. 
 

Approximate Vehicle  

Type/Reason Quantity/ Frequency Period of Movements 

Contractors in small vehicles 8 every day Throughout programme 

Plant deliveries – Large low 
loader articulated vehicle 

8 totals of no more than 2 
in 
any one day 

1 at the start until 
asbestos and soft strip 
has been removed. 3 
during the structural 
demolition and 4 at the 
end of the project when 
the plant is removed. Waste removal – tipper and 

roro vehicles 
70. No more than 10 in 
any one day. 

Spread out throughout the 
project. Mostly during the 
soft strip and asbestos 
removal. Small tools and equipment 

deliveries – small vans 
10 Throughout project 

Welfare deliveries – HIAB 
flatbed 

4 in total At the start and then the 
end 
of the project 
 
 
 
 
 

Delivery Restrictions 

Day/Time Type Restriction Details 

Mon - Fri HGV Rigid Delivers and collection 
from site are to be 
restricted between 10:00 
and 15:00 

Sat HGV Rigid Delivers and collections to 
be 
scheduled between 10:00 
and 
13:00 
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Mon-Fri HGV Artic Delivers and collection 
from 
site are to be restricted 
between 10:00 and 15:00 

Sat HGV Artic Not permitted 

Mon-Fri Small Vans & Cars Delivers and collections 
scheduled for after 08:00 
and before 15:00. Cars 
driving to site no 
restrictions 

23. Services 
 
We will be expecting that all services going through the site and that are likely to be affected by the 
demolition works are to be isolated and cut back to the site boundary prior to the start of any works. 
Pre-Construction information is on file to show that certain services are not within the site boundary. 
 
At present no isolation information has been issued to us. At present treat all services as live. Do 
not start works until DeTrafford has issued the isolation certs. 
 
If there are any services to remain live during the demolition works these must be clearly marked, 
protected and then included within the site induction. 
 
Should the works be completed during the autumn/Winter seasons the lack of light on site could be 
an issue. Temporary task lighting is to be used to give adequate light to safely complete the works. 
These lights are to be 110v lights which can be powered from an external generator. 

24. Adjacent Land Use 
 
The land surrounding the site is of mixed use but mainly residential and retail. The following map is of 
the surrounding area and several local services have been identified for consideration. 
 

At the time of writing this document there is evidence of no substantial projects in the immediate area 
that may affect the running of this project.  
 
The strain on local roads will be assessed to ensure that the logistics plan is not causing too much of 
a disturbance to residents.  Contact details for any neighbouring projects will be collected and 
meetings arranged to discuss site logistics will be arranged, if required. 
 

25. Temporary Works 
 
Temporary works are to be a part of the current scope in this project. The use of scaffolding 
is included within the project and this is referenced in this document. 
 
The installation of the pile mat is also classified as TW. The design for the pile mat must be 
checked by the TWC and TWS before the mat is installed. The aggregate that is used for the 
pile mat must be tested for asbestos content and be graded to ensure that it is the correct 
material as outlined in the design. 
 
The following procedure will be adopted prior to the implementation of any temporary works. 
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• Temp works appointment letters to be issued to the TWD, TWC and TWS.   The works will be 
scoped out and designed and have RAMS created 

• The designs and RAMS will be checked before being issued to the TWC and TWS.   The works 
will be installed. 

• The works will be signed off by the TWD and a permit to load issued. 

• Temporary works are to be inspected daily at the beginning of each shift. 

26. Preventing Falls 
 
Works at height are being minimalized through the methods used to complete the project. 
 

The scope of works dictates that there is a need to work at height. This will be carried out from 
MEWPS, all MEWP operators will hold the correct IPAF training for the item of plant being used. 
 

Where working from towers is required to access height, they must be erected by a PASMA trained 
operative. This trained person must ensure it is erected on flat, sturdy ground and according to the 
manufacturer s specification. 
 

Where sub-contractors fail to produce a system of work that sufficiently reduces risks to members of 
the workforce, the Rhodar Demolition H&S Advisor, in conjunction the relevant contractor(s) will 
develop a suitable system of work to ensure the health and welfare of site personnel performing 
significant works, other personnel and members of the public. 

27. Maintenance of Plant & Equipment 
 
All plant and equipment will be subject to daily inspection by the operator I user as a minimum. All 
vehicles on site must have provision of inspection or service before arrival on site. Regular greasing 
and oiling of plant and equipment is to be completed by the operator during the plants time on site. 
 

Copies of all inspection sheets will remain in the file on the specific item of plant. 
 

All plant and machine operators will have suitable certification for items of plant intended for use. 
This includes the 12-monthly thorough examination certificate which will be on site. 
 

Rhodar are aware of the NRMM scheme which monitors the emissions of plant and equipment on 
construction sites. All the plant that is part of the Rhodar fleet is checked against the NRMM 
requirements and only plant that meets the requirement of this site will be used on the project. Plant 
deliveries for site will be booked to site through the NRMM online portal. 

28. Traffic Routes, Segregation & Parking 
 

Parking on site is restricted and the demolition manager must be consulted with before bringing a 
vehicle to site. There are only a few available spaces on site and these need to be managed by the 
demolition manager. 
 
When walking around site it is advised to use existing hard standings whenever possible. Always give 
vehicles and plant a wide berth when walking around them. Never walk or drive close to exclusion 
zones, waste bins or buildings being demolished. 
 

A walkway must be established for the members of the public to use when walking through the 
alleyway. They need to be kept separate from the construction traffic that will be leaving the site and 
able to walk through the alley without being at risk from vehicles. 
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All of Rhodar vehicles are FORS/CLOCS compliant. We have achieved our FORS Silver status which 
means all of our vehicles and their drivers are up to this standard. When using 3rd party hauliers we 
expect them to have at least the same safety standards as our own vehicles. This will all be verified 
before the haulier is permitted to start work on the site. 
 
As the demolition phase unfolds areas for parking and lay down areas may change, if and as they do 
this will be communicated to all site personnel and revised plans placed on display and into the site 
file. Care sharing and public transport is to be encouraged and communicated to all employees and 
sub-contractors prior to the start of the works. Only temporary waiting of no longer than 5 minutes 
will be permitted whilst the site gates are opened in the mornings/evenings etc. 
 
All vehicles servicing the site must ensure they call ahead to the site manager, when driving on the 
site the vehicles must stick to the sites 5mph speed limit. When driving off the main through road of 
the site the vehicle must be escorted by a banksman as there may be personnel moving around the 
site. No reversing on site without a banksman at any time.  
 
All traffic will arrive from a pre-determined route to ensure vehicles only use routes appropriate 
to  their  vehicle  types.  The  primary  aims of the routing  strategy  are  to  prohibit  all vehicles 
associated  with the development  from using unsuitable  roads and to retain all vehicles on the 
strategic highway network, (SRN/TLRN), for as long as practically possible. 

29. Waste Management 
 
All waste arising from the works will be separated into the necessary categories and placed into their 
respective skips for disposal to the necessary recycling centre. All skips will be signed showing their 
contents. A Site Waste Management Plan will be compiled at the start of the project and will be 
updated as each items of waste are removed. All duty of care documentation will be submitted to 
DeTrafford s representative. 
 
All waste arising from the works will be dealt with in accordance with the Environmental Protection 
Act 1990. Most waste from the works will be classified as Non-Hazardous although there will be 
numerous skips of asbestos waste. 
 
All skips will be checked that they are correctly locked and sheeted before leaving site. No materials 
must be hanging out of the skips or extending up past the top. 
 
The waste must leave in skips via main site entrance into Ellesmere Street. The vehicles 
must be pre- booked and must be scheduled to site within their agreed time slot. This is 
important to allow for smooth running of the site and to cause minimal disruption to 
neighbours. 
 
Asbestos waste will be collected by the asbestos removal contractor and disposed of at a 
licensed facility. All waste notes for this asbestos will be kept on site. 

30. Permit to Work 
 
A permit to work system will be employed throughout the duration of the works these will include 
the following operations. 
 
Permit to demolish (required due the use of scaffolding and because of the instability of the road and 
adjacent buildings). 
 

• Hot works 
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• Work at height 

• Permit to work (required for working in areas where live services are present) 

• Permit To Excavate 
 
Before any works commence within the above categories the area of works will be inspected 
to identify any known hazards and identify if it is safe for works to continue. After all controls, 
have been put into place and all staff are familiar with proposed scope of the works the 
relevant permit will be raised. It will be raised by the site management and will be signed on 
by the person supervising the works. At the end of the works or shift the permit will be 
signed off after a final inspection of the workplace has been inspected by the site 
management. 

31. Stability of Structures 
 
The structures on the site are to be demolished in a steady and controlled manner, ensuring 
that the stability of the structure is maintained throughout and at the end of each shift. No 
free-standing sections are to be left up or loose debris on high up edges at the end of any 
shift. 
 
Adequate exclusion zones are to be established around the areas being demolished so that 
in the unlikely event of collapse, no personnel will be in the area. With the demolition works 
being close to Ellesmere Road and Live residential additional buffer zone is to be established 
as the demolition progresses through the building. These buffer zones are to be 3m outside 
of the hoarding and are to be manned at all times by a Banksman. 
 
Rhodar will ensure that all demolition is done in accordance with the agreed demolition 
method which is outlined in the demolition method statement. This method must not be 
deviated from without the document being revised and approved by the project director. 

32. Working at Height 
 
When any working at height is undertaken areas will be delineated using barriers to eliminate the risk 
of falling objects. The barrier will be suitably signed. All of the floor openings within the site must be 
boarded over prior to the main demolition team coming to site. 
 
Before any works of this natures are carried out a toolbox talk will be held advising all staff of the areas 
of works and the type of works being carried out. 
 
Any access to high level ceilings within the building will be undertaken using MEWPs or mobile towers 
and podiums. MEWPs will only be operated by IPAF trained operatives and Towers will only be erected 
by PASMA trained operatives. 
 
All scaffolders on site must be working behind a handrail at all times. Harnesses must also be worn 
and secured to a secure anchorage at all times. 
 
Where working at height is required using a MEWP. The area above the work at height must 
be checked for overhead power cables or other obstructions. The operator of the MEWP 
must have a valid IPAF training cert for the machine. 

33. Control of Lifting operations 
 
Any lifting operations will only be conducted in accordance with an accepted lifting plan. This 
must be provided in adequate time for the document to be inspected before the works can 
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start. This includes the delivery of site cabins, moving attachments around site and unloading 
items from lorries using the arm of the machine. The cabin provider must provide a lift plan 
prior to the delivery of the cabins. This plan should outline the method for safely fixing the 
chains to the cabins without having to climb on then. 
 
All vehicles delivering cabins must be suitably positioned on firm level ground. All non-
essential personnel must be asked to clear the area whilst the lifting operations are being 
completed. 
 
All lifting operations will be conducted in accordance with the Lifting Operations and Lifting 
Equipment 
Regulations 1998 and Use of Work Equipment Regulations (PUWER) 1998 

34. Plant & Equipment 
 
All equipment will be suitable for the tasks being carried out and all test certificates will be 
available for inspection within the site office. Further copies will be kept within the file on 
each item of plant. 
 
All plant operators will be trained in accordance with the CPCS (Construction Plant 
Competency Scheme) or NPORS (National Plant Operators Scheme). All plant operatives 
will be in possession of their cards with copies within the file situated in the site office. Any 
new operatives joining the company will have their cards verified with their respective training 
organisations. 
 
All plant will be switched off when unattended with the keys removed. When machines are 
being operated the keys must be attached to a lanyard that is then attached to the operator s 
clothes. This will help to prevent keys being accidentally left in machines as the operator 
leaves. 
 
All plant will be stored in a central area at the end of each working period and immobilised by 
removing the isolator switch. 
 
All fuels will be kept in bunded tanks/bowsers which will be kept in a designated area where 
all refuelling will be undertaken. Spill kits will be available on site and all necessary fire fighting 
equipment will be sited adjacent to the refuelling areas and shown on the site fire plan. 
 
Any electrical equipment will be pat tested in accordance with the Electricity Regulations. All tools will 
be inspected daily by a competent person. 
 
All excavators are fitted with rear facing cameras and mirrors that allow the operator to see clearly 
around them. All drivers are trained not to reverse the machine without first slewing the cab around 
so they can clearly see where they are going. 
 
If reversing of plant is an essential, then a banksman must be there to accompany the reversing whilst 
always standing at a safe distance but within view of the operator so that signals can be clearly seen. 

35. Excavations 
 
Safe System of Work. 

 
There are in effect four basic features to consider, namely; 
1.  Planning the work 
2.  Availability of plans and consultations with others such as service suppliers 
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3.  Use of locating devices such as CATs and other on-site investigations to identify likely 
services       
4. Safe digging practices.  
 
On all sites a survey is required at the outset to identify existing live or potentially live 
services. Where Rhodar Industrial Services are working for a Principal Contractor or a 
Client, the confirmation of isolation should be obtained and a signed record entered on the 
Isolation Sheet forming part this method statement. When possible, isolation certificates 
should also be obtained. Any remaining live services on site must be clearly identified in 
writing. 
 
Having received the confirmation it is now the Rhodar Industrial Services policy that a 
trained person, essentially the Rhodar Industrial Services site manager, should review the 
likelihood of any remaining live services by use of a cable locating device and by 
observation. It must be remembered that hum detectors are designed to detect a magnetic 
field generated by a flowing current. They do not respond where there is little or no current 
flowing. 
  
Gas pipes in PE which do not contain a tracer wire are not detected by use of radio 
frequency detectors or transmitter/receiver devices and in these circumstances the use of 
plans and safe digging practices are particularly important. 
 
 A record of all in house surveys is required. 
 
A safe digging practice should then be utilised to expose the services. It is necessary to dig 
sufficient trial holes to confirm both the route and the depth of services. It also needs to be 
remembered that many services not only vary in depth but also are often not set out in 
straight lines. A typical example would be a heavy duty power cable turning into a 
substation. Some services also have valve gear or other parts of the plant such as joint 
boxes which stand proud of the service itself and therefore need to be considered. Where a 
service is found to be embedded in concrete for example detailed consideration of the break 
out procedure is required. 
 
Marking  
 
Having identified and exposed potentially live services, adequate precautions are then 
required to avoid damage to these services. Initially, spray paint on the surface of the site 
can be useful in identifying the route of the services but on demolition sites this is frequently 
insufficient. It is therefore the Rhodar Industrial Services policy to provide physical barriers in 
order to ensure that a safe clearance is maintained. The form of these barriers will vary 
dependent on site conditions but could take the form of wooden, marker spray paint to be 
conspicuous, crowd barriers or heras type fencing panels. Metal pins should not be used as 
markers due to the risk of penetrating a live service. 
  
Where a machine is working in close proximity to identified services the banksman must not 
only be in a safe position but continuously within the sight of the machine driver such that 
communications can be maintained.  
 
Permits 
 
Prior to any works below ground floor level a thorough CAT (Cable Avoidance Tool) scan of 
the area must take place, all services drawings provided must also be studied before an 
excavation permit is issued from De Trafford 
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When the permit is being issued to Rhodar Industrial Services all personnel involved in the 
below ground excavation works  i.e., Site supervisor, banks- men, and machine operator will 
attend the permit briefing to identifying the live cables, and will all sign the permit.    
 
All known services as detailed on DeTrafford issued drawings, and must be located by CAT 
scan and visually marked on site using wooden stakes, or heras type fencing. 
 
The excavator will then carefully begin to grub up footings and slabs using a toothed bucket 
attachment. 
 
If slab/footings prove to be more substantial than first thought, a hydraulic hammer will be 
attached to the excavator and will be used to break up and pre-weaken concrete. 
 
All materials arising will be loaded onto 8 wheel tipper wagons and sent for recycling/ to the 
crusher area. 
The area will be handed back to DeTrafford in a clean and tidy condition with no trip hazards 
present. 
 

When excavating the foundations great care must be taken to ensure that the excavations 
do not create necessary risk. Excavation works are to be scheduled so that no excavations 
are to remain open at the end of the shift. 
 

When leaving excavations open is unavoidable they must be surrounded with Herras fencing 
and have the edges battered so that should someone fall in it is not vertical drop. 

36. Confined Spaces 
 

It is not envisaged that any working by Rhodar in confined spaces will be required within this 
project. If any confined space becomes apparent or are uncovered during the works all 
required monitoring will be carried out and any operative entering the space will have 
confined space training and the necessary escape equipment where necessary. 
 
Before any confined space is entered until a detailed risk assessment and method statement 
have been compiled and approved. 
 
No operatives will enter a confined space until a permit to enter a confined space has been 
raised. Any personnel entering a confined space will be trained in accordance with the 
confined space regulations 1997. The training will include emergency evacuation 
procedures. 

37. Scaffolding and Temporary Access 
 
Scaffolding is required to the Ellesmere street elevation and rear site access. This 
scaffolding is required due to the proximity of the building to the site boundary. 
 
A full design for the scaffolding including the wind loadings for the Monarflex is to be issued 
and included within the TWD file for the project. This design is to be passed onto the TWC 
and TWS prior to the installation of any scaffolding. 

 
The scaffolding will extend the full height of the northern elevation with an 2m return onto the 
east and west elevations. This scaffolding will be fully boarded and be encapsulated with 
flame retardant Monarflex. The Monarflex is required to prevent small fragments and dust 
leaving the footprint of the building 
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The scaffolding must be inspected and tagged before the building can be demolished. The 
scaffolding must also be checked and tagged weekly, following any adaptions or following 
any adverse weather. 
 

 

38. PPE & Maintenance 
 
PPE is considered the last line of defence during demolition activities. However  

 

The PPE listed below is compulsory on Rhodar Industrial Services sites and must comply with 
the following British Standards: 
 

• Steel toe capped/mid soled boots - EN ISO 20345 

• Hard Hat – EN 397:1995 

• Hi Visibility Vest – EN471:2003 + A1 2007 

• Gloves – Standard/Soft Strip EN 388 2121. Hot Works EN388:2003 4244  
             Sharps EN388:2003 4544. Anti-Vibration EN388:2003. Working with glass and  

• Safety Eye Protection – standard CE EN 166 FT Certified. For Hot works EN175 F 
 
The following PPE is to be used as and when necessary: 
 

• Ear Protection Ear Plugs CEN352-2 and Hearing Protectors EN352-1:2002 

• PPE associated with hot works and described in the “Hot Works” section of this Method 
statement – Gloves EN388:2003 4244 -  Fire retardant hi vis overalls EN ISO 
11611:2007 A1, EN ISO 11612:2008 A1, B1 C1, GO/RT EN 3279, ISSUE 6, 2008  and 
Goggles EN175 F  

• Overalls for soft stripping – Blue paper overalls,  E14325:2004 
 
The following RPE is to be used as and when necessary: 
 

• RPE (respiratory protective equipment) – Half face Sundstrom SR100 EN 140:1998 

• RPE (for soft strip or activities generating dust) - P3 Filter Masks EN149:2001 
 
 

Gloves    Eye Protection   

Standard/Soft 
Strip 

EN 388 2121  Standard  CE EN 166 FT   

Hot Works EN388:2003 4244  Hot works 
Goggles 

EN175 F  

Sharps EN388:2003 4544  Ear Protection    

Glass EN388:2003 4543  Ear Plugs CEN352-2  

Anti-Vibration EN388:2003  Hearing 
Protectors 

EN352-1:2002  

Kevlar Sleeves EN388: 134xc 
EN407 x1 

    

Overalls   Masks   

Fire retardant hi 
vis overalls 

EN ISO 11611:2007 
A1 

 P3 Filter Masks EN149:2001  

Blue/white paper 
overalls 

E14325:2004  Half face masks SR100 EN 
140:1998 
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Any operative found not to be complying with the company requirements or any applicable 
legislation will be dealt with in accordance with our disciplinary procedures as listed within 
our company health 
& safety policy. 
 
When any breach of PPE regulations occurs a toolbox, talk will be held containing detailed 
requirements of PPE for the particular tasks being undertaken. The person/s involved in the 
breach of regulations will be dealt with as appropriate. 
 
All equipment required to safely complete the works will be issued free of charge. 

39. Asbestos 
 
All identified asbestos containing materials will be removed from the site prior to the demolition 
works commencing. The ACM identified in the surveys are of the licensed and non-licensed 
category. They will be completely removed prior to the start of any intrusive or structural 
demolition works. 
 
All clearance certs and hazardous waste notes will be contained within the site file and 
issue to DeTrafford at the end of the project. 
 
All Rhodar operatives have received training to recognise ACM s, should any additional 
ACM s be located within the buildings during demolition, work will cease, and the Site 
Manager notified, an asbestos surveyor will be called to site, and a sample taken for testing 
to confirm, prior to works in that area continuing. 
 
Should anyone become accidentally exposed to asbestos fibres the following procedure 
must be adopted. 
 

• Stop work move away from the immediate area but do not go to the welfare or other 
areas where other people are. 

• Phone or call for assistance. 

• The area must be cordoned off and warning signage displayed. 

• Instruct the people what has happened and not to approach you (this is key to reduce 
the likelihood of exposing others) 

• Ask the help to bring some disposable overalls, an FFP3 disposable mask and some 
asbestos waste bags. 

• The exposed person must remove all clothing and place it inside the asbestos waste 
bag.  

• The person assisting must call for asbestos analyst and for a decontamination unit to 
be delivered to site. 

• The asbestos analyst must monitor the area to identify the type of asbestos present 
and conduct background air monitoring. 

• The exposed operative must clean themselves thoroughly inside the decontamination 
unit. 

• The exposed person must then seek medical advice. 

• If the analyst confirms that it was asbestos that was disturbed, the incident must be 
reported to the Reporting of Injuries, Diseases and Dangerous Occurrences 
(RIDDOR) Regulations. 

40. Manual Handling 
 

The Company Standard Procedure for all manual handling activities ensures that:  
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All activities will be assessed in relation to risks from manual handling and where possible 
automated processes will be used as an avoidance technique. 
 
All employees have received training in kinetic lifting, our company policy is to ensure all 
employees are fit for work, that materials and waste removal devices (skips, vans etc.) are 
positioned as close to works areas as possible. We shall use a variety of equipment such as 
wheelie bins and turn table trucks/trolleys to reduce the risks from manual handling. 
 
Where it has been assessed that there is a risk of injury from manual handling, the first 
consideration must be whether the loads needs to be handled at all, or whether handling can 
be minimized. The potential for eliminating the handling of loads on sites is limited but the 
positioning of storage, delivery and waste handling skips or vehicles can reduce the need for 
extensive handling. 
 
Where there is no alternative, the use of mechanical handling should be given consideration 
– this should be done by the Contract or Project Manager at the planning stage. 
 
You should always follow instructions given on how to carry out a manual handling task in 
accordance with its risk assessment 
 
Project Specific Manual Handling  
 

Where lifting in excess of 20kg cannot be avoided specific risk, assessments will be compiled. All staff 
will be trained in manual handling. 
 

41. Noise 
 

 
Rhodar demolition will minimise noise as far as possible by using plant which is well 
maintained with silencers which give the best noise reduction. When plant is idle, it will be 
switched off. All generators will be of the silenced type. 
 

No construction vehicles will be permitted to wait outside the site with their engines running, 
with exception to those vehicles waiting for the Traffic Marshal to open/close the entrance 
gate. If there is a delay to access/egress the site entrance the driver will be told and will then 
switch off the engine. 
 

When loading bins, material must be lowered in at the start to ensure that there is a layer of 
material at the bottom to reduce the noise from dropping subsequent layers on top. As the 
layers of material are placed in the bin they may need to be compacted. This must only be 
done by gradually lowering the arm of the excavator into the bin and pressing down. The 
operator must not bang down on the bin from a great height. 
 

To help reduce the noise when using breakers to breakers the foundations in the ground 
noise barrier enclosures will be erected using Herras fence panels covered in noise 
reduction quilts. These barriers will help to ensure noise is reduced in areas close to 
boundaries with residential properties. 
 

Excessive noise signs will be posted warning of the activity and the requirement of mandatory 
hearing protection. 
 

Strategically placed dust monitoring devices will be placed within the site boundary as set 
out in the DeTrafford presentation. The equipment will monitor noise levels and notify the 
project team and other key personnel who require the readings, should levels exceed those 
set by the local authority/EA suggested levels. If levels exceed then the current work 
activities will cease, and the incident will be investigated? Work methods and protection 



 

Ref: Phoenix House  31 

 

measures can then be adapted to try and ensure that an exceeded level does not happen 
again. 
 

42. Dust 
 

Excessive dust can create a nuisance and health hazard to users of the site and local 
environment. 
 
Rhodar adopt a suitable dust suppressive method of demolition on every project we 
undertake. 
 
The main objectives are to both minimise the production of dust by controlled methods and 
suppress any dust that is generated at source. All these points will be considered during site 
evaluation and regular appraisals thereafter, with implementation of counter measures, 
where applicable. 
 
To enable demolition and processing of material upon site to be effectively undertaken with 
minimal dust release, we will source an above ground water supply, with regular drain off 
points to allow sufficient dust suppression to be completed in the vicinity of the task; 
 
By using jets of water sprayed onto the demolition face to suppress dust release similar to 
the Motofog and Dustboss which sprays fine droplets of water on a 30m radius to capture 
the dust in mid-air. 
 
By using jets of water sprayed onto all materials being handled by mechanical plant. 
By using jets of water (spray bars) on the demolition plant. 
 
For larger scale demolition jobs producing more dust, we will adopt enhanced protection 
measures, such as the 'Dustboss' water spray mist (or equivalent) which delivers a greater 
distribution area than the jet system. 
 
Operatives on site will wear dust masks suitable for the activity being undertaken at all times. 
Any issues of public concern raised will be managed by the nominated site supervisor. 
 
Stone, brick, tile and concrete contain silica and produce silica dust known as RCS. Many 
activities undertaken during the demolition works process produce silica dust into the 
atmosphere, these activities are listed within our risk assessment. 
 
Inhaling silica dust can lead to silicosis, a serious and irreversible lung disease that causes 
permanent disablement and early death. The dust is invisibly fine and gets deep into the 
lungs. 
 
Where stockpiles of material are being left on site, they must be kept dampened to prevent the wind 
from blowing off the stockpile. 
 
Strategically placed dust monitoring devices will be placed within the site boundary as required. The 
equipment will monitor dust levels and notify the project team and other key personnel who require 
the readings, should levels exceed those set by the local authority/EA suggested levels.  
 
If levels exceed then the current work activities will cease, and the incident will be investigated? 
Work methods and protection measures can then be adapted to try and ensure that an exceeded 
level does not happen again. 
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43. Vibration 
 

 
Excessive vibration is unlikely to be a factor for this project. To help minimise the vibration 
passed through an element of hand separation is to be completed. 
 

When loading materials into bins/lorries the material must be gradually lowered in and not 
dropped from height. Once a layer of material is in the bottom of the bin this will act as a 
cushion for the remaining material to be loaded in. 
 

As bins get full, they may need to be compacted down using the attachment of the 
excavator. This is to be done carefully by pressing down on the contents of the bin and not 
hitting it from height. 
 

Excessive plant movements must be avoided when working close to the boundary lines with 
neighbouring properties. To help reduce the impact of vibrations travelling through the ground 
where possible machines are to sit on a bed or demolition debris to act a s a cushion. 
 

(Control of Vibration at Work Regulations 2005. The exposure limit value ELV is a daily 
exposure of 
5m/s2 A(8).) An operative rotation system will also be employed. 
 

Strategically placed dust monitoring devices will be placed within the site boundary as set 
out in the DeTrafford presentation. The equipment will monitor noise levels and notify the 
project team and other key personnel who require the readings, should levels exceed those 
set by the local authority/EA suggested levels. If levels exceed then the current work 
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activities will cease, and the incident will be investigated? Work methods and protection 
measures can then be adapted to try and ensure that an exceeded level does not happen 
again. 
 

44. Hot Works 
 
Hot Work, Oxygen Propane Cutting Equipment 
 
Description of hazard: 
 
Oxygen propane cutting equipment uses highly flammable compressed gases 
Combined they burn at a temperature in excess of 2500°C  
There is a high risk of fire, explosion, also potential personal injury to eyes, skin etc. 
 
Safety measures to be taken: 
 
Hot cutting should only be carried out by trained and competent operatives who have 
undertaken An Oxy\Fuel course, or by trainees under Topman Supervision. 
 
Ensure a clean sweep of the entire working area for flammable and potentially explosive 
materials such as aerosol canisters.  
 
Check within pipework/ductwork and any area in which flammable substances may be 
concealed. 
 
Removal all flammable and potentially dangerous items immediately. 
 
Ensure cylinders are kept where possible outside the building, and that they are securely 
fastened, propane in particular to be kept upright. 
 
Regulators for the Oxygen and Propane are to be fitted with flashback arresters, additionally 
hose connections are to be crimped, and jubilee clips should never be used 
 
Cutting equipment to be checked each morning prior to commencing, tubes to be checked 
for bulging or leaks and repaired immediately. 
 
Operatives are to wear PPE in the form of eye protection suitable for the task, Propane 
flame retardant overalls and flame retardant gauntlets. 
Suitable RPE to be worn when cutting lead based products, galvanised steel products or any 
coated steel which could give rise to harmful fume vapours. 
 
Gas bottles to be physically turned off at the end of each session and gauges disconnected 
and removed at the end of each shift. 
 
Fire-fighting equipment in the form of hoses and extinguishers are to be on hand in the 
unlikely event of any localised fires developing. 

45. Control of Substances Hazardous to Health 
 

 
A full and comprehensive COSHH assessment will be included within the RAMS document for the 
project. This will detail the COSHH items identified on the site, how you can protect yourself from 
them and how they are to be safely handled and stored. 
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Upon taking possession of the site, Rhodar operatives will collect any drums or containers of 
chemicals and place them in a secure storage area to be agreed by the Demolition Supervisor. All 
containers will be placed on a drip tray suitable to carry 110% of the estimated volumes.  This area 
will be suitably signed with current legislative compliant warning signs with spill kits and suitable 
means of firefighting equipment local to the store in the way of a Fire point. This fire point will contain 
a means of raising the alarm and suitable extinguishing aids. 
 

Once collected into the compound an external licenced removal company will attend site to ascertain 
the volumes and contents of the containers for which COSHH assessments can then be compiled and 
all items can then be removed to a licensed disposal facility 
 

For the demolition works in general, COSHH assessments will be complied before any of the works 
commence. The materials that will be brought to site are limited ranging from fuels, oils, oxygen, and 
propane. For all materials on site there will be a technical data sheet present within the site office. 
 

Where possible non-toxic agents will be used in the welfare so to reduce the exposure to operatives 
during the contract. 
 

All bowsers containing fuel will be of the double bunded type with locking nozzles. A 
Dedicated refuelling area will be set up in the appropriate work sites. All refuelling areas will 
be fenced off. Spill kits will be present in all areas. 
 

Hot cutting is unlikely to be required with most works being undertaken by mechanical 
means, any gas bottles will be stored in a designated are delineated using Heras fencing. 
Oxygen and propane will be store separately. There will be a requirement of Propane to 
fuel the heating systems within the welfare units and the hot water within the 
decontamination units. 
 

All gas bottles will be stored in an upright position and all storage areas will be adequately 
signed. 
 

46. UV Rays 
 
Depending on the time of year that the works start will depend on what precautions have to 
be taken in regard to UV rays.  Excessive exposure to the sun s rays during the workday can 
go unnoticed and the people on site must be encouraged to wearing sunscreen. Excessive 
rays could be expected from the sun during this period, sun blocks will be available and 
should be applied if working outside in the sun for long periods. 
 
Operatives should be discouraged from wearing short sleeves and from working outside for 
long periods of time. 

47. Contaminated Land 
 

 
At present no contaminated land has been identified. There are ground investigations to be 
completed. Once the results of these investigations have been issued, we will update this section if 
required to. 
 

Should any hazardous materials be found during the excavation works the following procedures shall 
be followed: 
 

• Works should stop; 

• The area made safe and all personnel cleared from the area; 

• Signage erected to the effect of ͚Do Not Enter Hazardous Substances; 



 

Ref: Phoenix House  35 

 

• The Site Supervisor notified immediately, followed by other site workers and DeTrafford 

• Should the contamination give rise to an immediate or significant risk of harm to the 
environment or human health, mitigation measures shall be implemented. This shall only be 
done if it is safe to do so and there is no risk to staff or public safety. 

 

The following may be undertaken: 
 

• Protection of surface water course ‐ through spill kits, bunding or the creation of a sump; 

• Everyone on site will be required to wear disposable overalls, steel toed wellington boots (If 
asbestos, FFP3 masks also) 

• Damping down and/or sheeting to reduce wind-blown dust; 

• Covering with soils (or suitable medium) to reduce volatilisation of contaminants. Following 
identification and instruction we will implement the following: 

• Methodology developed for sampling of the material; 

• Action plan prepared on dealing/handling the impacted soil/water; 

• Development of strategy for removal and consideration of either treatment or direct 
removal from site; 

• Material being removed from the site shall be assessed and classified as either hazardous, 
non- hazardous or inert based on agreed plan. 

 

 

48. Design, Work Methods & Sequence 
 
The demolition method is to be checked weekly by the Demolition Supervisor so that it remains an 
accurate account of the works on site. If the work method or sequence is required to be altered to 
suit the site conditions, then the demolition method statement must be revised. 
 

The new revision must then be issued to the site team where everyone completing the works can be 
inducted. 
 

All changes must be trackable and clearly visible in the new revision. The author must also sign their 
name on the revision and get the changes approved by a Rhodar Director. 
 

49. Trees 
 
Insert any information relating to trees and or surveys. 

50. Unexploded Ordnance (UXO) 
 

DeTrafford believes that there is a Low Risk from UXO across the majority of the site. 
However, one area is considered to have an elevated Medium level of risk (see Risk Map, 
Annex P). This is due to damage during WWII, reducing frequency of access and which 
therefore may have made it 
unlikely that a UXO would have been noticed. No significant structure has since been 
constructed on 
this portion of land, which might have further mitigated with risk of UXO. This area is 
therefore considered to be of Medium Risk. 
 

The following risk mitigation measures are recommended to support the proposed works at 
the 
Maitland Park site: 
 

All works – Low and Medium Risk areas 



 

Ref: Phoenix House  36 

 

 

Site Specific Unexploded Ordnance Awareness Briefings to all personnel conducting 
intrusive works 
 

Shallow intrusive works in Medium Risk area (trial pits, open excavations, shallow 
foundations etc.) 
 

Unexploded Ordnance (UXO) Specialist Presence on Site to support shallow intrusive works 

51. Ecology 
 
There is no ecology works being completed on the site. Workers are asked to be vigilante 
when working on the site. Should any species of animals be found to be nesting on site, 
works should stop and the Site Supervisor 
 
To be discussed and provided prior to demolition 

52. Resident Liaison 
 
As we are PC on site, we will be handling all aspects of the community liaison. We will 
adopt the following practices to ensure that the impression of the site is a positive one 
and that our works affect the surrounding neighbours as least as possible. 
 

Rhodar are aware that issues regarding pollution and dust migration. The requirement in 
reducing the noises omitted during the works was a great factor in deciding the demolition 
methods to use. 
 

We will issue the programme of works to all properties on the boundary of the site that 
are affected by the works. 
 

Prior to the start of the demolition works a resident's letter will be drafted. Checked off by 
DeTrafford before being letter dropped to a selected area around the site 
 

Rhodar will maintain on site, a system for recording any incidents and any improvement 
action taken. 
 
Vehicles leaving the site will be checked for loose debris and have their wheels cleaned if 
excessively dirty. The roads surrounding the site will be regularly checked for debris and 
dirt. If identified this will be cleaned at the earliest convenience.  
Run-off water is to be allowed to disperse down the surface water drainage that has had 
a filter cover placed over it to prevent soil/dirt from entering the drain. 
 

No vehicles will be permitted to idle outside the site during the early hours of the morning. 
Drivers will be instructed to come to site within the below working hours. Any drivers that 
come to site must not be allowed to block access to neighbouring properties. 
 

During breaks the workers will not be permitted to congregate outside the neighbouring 
properties. Shouting, swearing and other nuisance behaviour will not be tolerated by our 
staff. 
 

The working hours on site will be 08:00 - 18:00 Monday-Friday and Saturday 08:00 - 
13:00. 
 

In the event of a complaint from a neighbour or a member of the public in relation to any 
site activity, they will be given the Site Managers details. 
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Should complaints about odour, noise, dust or vibration be received, they will be 
addressed directly by Rhodar to enable results at the time of the complaint to be 
reviewed, and where appropriate immediate actions employed to rectify the problem. 
 

Records will be kept of all complaints, including details of any actions taken. 

53. Rodent Control 
 
Prior to the start of the project the area will be assessed to check for evidence of rodents. 
If the area is deemed to have a rodent issue This could affect the surrounding residents 
once the 
building is being demolished as the rodents  will be forced to flee to the surrounding areas. 
 

A specialist contractor will be approached to lay strategically placed traps around the 
perimeter of the site. These traps will be monitored and emptied as required. 
 

The presence of rodents can cause a health hazard to workers. Leptospirosis is a 
disease that is closely linked to rats. Gloves are to be worn at all times whilst on site. Strict 
hygiene must be adopted by everyone on site with hands being thoroughly washed prior 
to eating, drinking and smoking. 
 

If you feel yourself becoming ill with flu like symptoms it is extremely important that you go 
to the doctors and mention you may have been in contact with rodent waste. 
 

54. Sharps & Drug Paraphernalia 
 
Operatives are to be extremely vigilant during the course of the works as there is evidence 
that the properties have been used for squatting etc. There may be the possibility that drug 
paraphernalia in the form of used Needles and Syringes have been left in the property. 
 
Needles can be found in numerous places and occasionally they are left in locations in which 
harm could be inflicted on unsuspecting persons. These places include handrails to 
staircases and on door handles. 
 
A sharps sweep will be carried out on the properties where possible by an external 
consultant prior to commencement of the works. 

55. Reduced Level Dig 
 
Prior to installing the pile mat a large area is to have a reduced level dig completed. All of 
the muck that is dug up is to be removed from site. Prior to removing this waste from site, 
the material must have had a full WAC analysis completed to determine the category for 
the material. 
 

Once determined the area is to be marked out by an engineer with an engineer being on 
site to check the depths as the material is removed. 
  

The waste is to be dug up and loaded directly into the 20yd tippers and removed from 
site. Adequate wheel washing facilities must be on site as this time which will wash the 
lorries wheels and collect the wastewater so that local drainage does not become 
blocked. 
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56. Concrete Brick and Rubble Crushing 
 
All of the concrete and masonry created during the demolition is to remain on site. Prior to 
the crusher coming to site the local authority must be informed of the intention of crushing on 
site. 
 
The crusher is to be position as centrally to the site as possible and away from any 
residential boundaries. 
 
It is firstly to be sorted and cleaned so that no other waste arisings are present this will help 
to ensure that the crushed material is as clean as possible. 
 
An adequate water supply needs to be available in advance of the start of the crushing. It 
must be adequate enough to be fed into the crusher and to dampen both the stockpile of 
material and the finished aggregate as it is being moved about. An excavator with bucket 
attachment is to position itself on the stockpile of broken concrete. This machine will 
gradually load the hopper of the crusher in a slow and controlled manner making sure that 
no other waste streams go into the hopper which could cause it to jam. 
 
An exclusion zone is to be established around the crushing works. This exclusion zone is to 
be established out of Herras fencing and must prevent site personnel from being able to get 
too close to the crushing operations. The fencing is to start at the hopper and go around the 
crusher and the side belts where metal and other materials are separated. The fencing must 
be far enough away from the side of the crusher that it contains any materials removed via 
the side belts. 
 
Even with the water being used to suppress the dust the area may still be dusty. The crusher 
operator and anyone else in the area must wear a minimum of an FFP3 face mask {with face 
fit test) All workers in the area must wear hearing protection at all times during the crushing 
works. This includes the plant operators. 
 
All of the crushed 6F2 aggregate is to be stockpiled within the site grounds. 
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57. DMP Briefing Record 
 
Project Name & Number  

Project Start Date  

RAMS Inducted by  

Document Name & Revision  

 
By signing below, I confirm that I have been given the required information to complete the works on 
site in a safe manner and am aware of all the requirements on site to protect mine and everyone else 
on sites safety and that of the general public and visitors. 
 

First Name Last Name Signature Date 
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