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75 x 50mm black painted Oak batten
plugged and screwed to brick wall.

Existing buttress to
be retained

Slab edge set 50mm from existing building.
Neatly fill gap with fire rated expansion
joint (visible face black)

Position the expansion joint by the slab
(100mm below FFL) to avoid clash with
existing stone banding

SHS column to SE details

Curtain Walling
28|
(210 back box)

Additional sections of Oak to be scribed
and fixed around projecting string courses
to form continuous 10mm shadow gap
between the face of the wall and the edge
of the Trespa panel

I3mm Trespa Meteon panel carefully
scribed to follow the profile of the stone
cills and string courses clamped behind
curtain wall pressure plate and fixed to 50
x 50mm galvanised steel angle from the
inside using Ejot PTs threadcutting screws
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GL E to face of CW capping

Curtain walling HI 1/1

Glazed double fire escape door
integrated into curtain walling
L20/480A to achieve min 1780mm

ACO Multidrain M100 PPD shallow
constant depth 075 channel with
perforated galvanised steel grating
NBS reference Q10 / 180A

L
clear opening
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W.04

Curtain walling HI 1/1 10A

3mm polyester powder coated aluminum
angle flashing riveted to horizontal cladding
rail and clamped behind curtain wall
pressure plate

Reinforced stone cladding.
NBS reference H92/1 10A.

150mm Rockwool
rainscreen duo slab.
NBS reference P10/250B.

Cladding support for stone cladding,

NBS reference H92/1 10A
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™TAir tightness — D[ Air tightness
&
Air and vapour barrier to continue % Air and vapour barrier stapled to
internally along GL | to maintain € plywood with junctions overlapped
air tightness in the gallery space by min 100mm and sealed with
NBS reference P10/310A double sided tape. Joints and fixings
- sealed with Butyl tape.
NBS reference P10/310A.
\ \ \
\ \; SFS framing to specialist design
Terrain Fuse HDPE 110mm diameter 140mm Rockwool Flexi tightly packed between SFS studs.
rainwater pipe, wrapped with 40mm NBS reference P10/250B.
Rockwool Techwrap 2 and Techtube
reinforced aluminium foil covered mineral |2Zmm plywood.
wool insulation. R10/450 & P10/2508. NBS reference K1 1/415.
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