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Below ground service routes 
taken from record drawings. 
Accurate locations to be 
confirmed on site before 
commencement of any 
excavation works.

PLAN ON EXISTING SUBSTATION 1 AND PROPOSED FOUNDATIONS
SCALE 1:50
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Boundary 
line.

Approx. extent of 
existing substation 
slab and foundations. 
T.B.C on site.

Existing access 
points T.B.C.

Existing service routes taken 
from record drawings. Actual 
locations to be confirmed on site 
before commencement of any 
works.
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Details to existing substation T.B.C. 
Slab levels, roof levels and detailed 
plan setting out.Below ground service routes taken 

from record drawings. Accurate 
locations to be confirmed on site 
before commencement of any 
excavation works.

Weathproof infill 
detail T.B.C.

60min fire rated wall to 
encapsulate existing 
substation. Head 
restraint and windpost 
details T.B.C.

Allowance for underpinning 
to existing substation local 
to new foundations.

250 thick Precast floor 
units. Slab and steel 
level to suit existing 
substation levels.
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Purpose of Issue

NOTES
This drawing is copyright and owned by Marston and Grundy LLP, 
and is for use on this site only unless contractually stated 
otherwise.

DO NOT SCALE this drawing (printed or electronic versions). 
Contractors must check all dimensions from site.

All other design team elements, where indicated, have been 
imported from the consultant's drawings and reference should be 
made to the individual consultant's drawings for exact setting out, 
size and type of component.

Discrepancies and / or ambiguities within this drawing, between it 
and information given elsewhere, must be reported immediately 
to the architect for clarification before proceeding.

All works are to be carried out in accordance with the latest British 
Standards and Codes of Practice unless specifically directed 
otherwise in the specification.

Responsibility for the reproduction of this drawing in paper form, 
or if issued in electronic format, lies with the recipient to check 
that all information has been replicated in full and is correct when 
compared to the original paper or electronic image. Graphical 
representations of equipment on this drawing have been co-
ordinated, but are approximations only. Please refer to the 
Specifications and / or Details for actual sizes and / or specific 
contractor construction information.

This original document is issued for the purpose indicated below 
and contains information of confidential nature. Further copies 
and circulation will be strictly in accordance with the confidentiality 
agreement under the contract. This original must be destroyed or 
returned to the contractor. 
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