LAYSTALL ST @ REMOVE INFILL BRICKWORK - SEE ELEVATION FOR DETAILS

(2) REMOVE EXISTING SERVICES
— (3) REMOVE MEZZANINE

REMOVE CORRUGATED CLADDING AND CAREFULLY
REMOVE RENDER

ORIGINAL HISTORIC FIRE PLACE TO BE
RETAINED AND CAST IRON GRILL/ INSERT TO
BE RESTORED AND PAINTED

OUTRIGGER DEMOLISHED TO LINE OF REAR OF
SHOWROOM BUILDING

1950'S ADDITION DEMOLISHED TO LINE OF REAR OF
SHOWROOM BUILDING
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REMOVE TIMBER PANELLING

©

STRIP BACK PAINT AND PLASTER TO EXPOSE BRICKWORK

C.20 STAIRTO BE REMOVED

@ OPENING TO BE FORMED FOR ACCESS INTO NEW
CORNER EXTENSION
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TIMBER FLOORBOARDS

]
E‘ ? ‘ : @ ASPHALT SCREED TO BE CAREFULLY REMOVED FROM
@ CONCRETE FLOORING

CARPET TO BE REMOVED FROM TIMBER FLOORING

R

TERRACOTTA BLOCKS AT BACK OF YARD TO BE CAREFULLY -
REMOVED AND SET ASIDE FOR USE IN PROPOSAL. SEE Lo
PHOTOGRAPHIC SURVEY. e DEMOLITION
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