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! CDM NOTE:
CONTRACTOR TONOTE PROXIMITY ANDPOOR 
STRUCTURAL CONDITION OF SUBSTATIONS.

EXISTING SERVICE ROUTES TAKEN FROM RECORD 
DRAWINGS. CONTRACTOR TO ENSURE SAFE METHOD 
OF WORKS TO ENSURE INTEGRITY OF EXISTING 
BUILDING AND THE SERVICE LINES AND ENSURE ANY 
NECESSARY BUILD OVER OR ANY OTHER NECESSARY 
STATUTORY AGREEMENTS ARE IN PLACE BEFORE 
COMMENCING WORKS.

DESIGN STATEMENT
THIS DESIGN DOES NOT TAKE INTO 
ACCOUNT FIRE BOUNDARY CONDITION 
WHICH IS TO BE DEALT WITH ABOVE 
GROUND VIA FIRE PROTECTION TO THE 
STEEL FRAME.

FOUNDATION SIZES
Ref. Size Rebar

A

B

C

2750x1500x500 dp

1500x1500x500 dp

1000x1000x500 dp

B16's T+B @ 200 ctrs EW

Rebar cage formed with A393 Mesh T+B 
and B10 Ubars to perimeter at 200 ctrs.

Rebar cage formed with A393 Mesh T+B 
and B10 Ubars to perimeter at 200 ctrs.
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NOTES
This drawing is copyright and owned by Marston and Grundy LLP, 
and is for use on this site only unless contractually stated 
otherwise.

DO NOT SCALE this drawing (printed or electronic versions). 
Contractors must check all dimensions from site.

All other design team elements, where indicated, have been 
imported from the consultant's drawings and reference should be 
made to the individual consultant's drawings for exact setting out, 
size and type of component.

Discrepancies and / or ambiguities within this drawing, between it 
and information given elsewhere, must be reported immediately 
to the architect for clarification before proceeding.

All works are to be carried out in accordance with the latest British 
Standards and Codes of Practice unless specifically directed 
otherwise in the specification.

Responsibility for the reproduction of this drawing in paper form, 
or if issued in electronic format, lies with the recipient to check 
that all information has been replicated in full and is correct when 
compared to the original paper or electronic image. Graphical 
representations of equipment on this drawing have been co-
ordinated, but are approximations only. Please refer to the 
Specifications and / or Details for actual sizes and / or specific 
contractor construction information.

This original document is issued for the purpose indicated below 
and contains information of confidential nature. Further copies 
and circulation will be strictly in accordance with the confidentiality 
agreement under the contract. This original must be destroyed or 
returned to the contractor. 
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P2 ISSUED FOR CO-ORDINATION AMT 12.01.21 MD

IT IS ASSUMED THAT ALL WORKS WILL BE CARRIED OUT BY A 
COMPETENT CONTRACTOR WORKING, WHERE APPROPRIATE, TO 

AN APPROVED METHOD STATEMENT

DECOMMISSIONING / DEMOLITION

MAINTENANCE / CLEANING

IN ADDITION TO THE HAZARDS/RISKS NORMALLY 
ASSOCIATED WITHTHE TYPES OF WORK DETAILED ON 

THIS DRAWING, NOTE THE FOLLOWING

SAFETY, HEALTH AND
ENVIRONMENTAL INFORMATION

CONSTRUCTION
Existing live sewers.
Existing live services.
Existing live substations.

Nothing significant to note.

Nothing significant to note.
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