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Hyde Road, Manchester 
2020/0754/CIS/01 
 
EXECUTIVE SUMMARY 
 

Points for Further Consideration 
This development has been assessed against the principles of ‘Crime Prevention Through 
Environmental Design’ (CPTED - http://designforsecurity.org/about/crime-previention-through-
environmental-design/), in order to reduce the opportunities for crime and the fear of crime. The 
proposed industrial development is suitable for this area, has a number of similar developments in the 
local area. Further consideration should be given to the following points: 

• Boundary treatments 

• Lighting & CCTV coverage 

• Physical security & access control 

Additionally, there are a number of recommendations made in section 3.3 of this report which would 
enhance the security of the development and it is highly recommended that these are considered for the 
proposed units and the wider outline proposals.  

 

 
 
Patrick Babb 
Consultant 

e: patrick.babb@designforsecurity.org 

 

 
 
 
 
 
 
 

mailto:patrick.babb@designforsecurity.org
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1 Visual Audit 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 The proposed development site can 
be seen on the adjacent map, edged 
in red. The site is located in the Belle 
Vue area of Manchester, which lies to 
the East of the city centre. 

 The development site is the fomer 
Showcase Cinema. The site is large 
and not uniform but generally it is 
bound by Hyde Road to the North, to 
the East of the site is a bingo hall 
(Buzz Bingo and The Slots Room), to 
the South of the site is Kirkmanshulme 
Lane, and to the West of the site are a 
number of rear properties of 
residential developments. 

 The site is cinema building and 
associated car parking areas remain 
on site with some glazed elements of 
the building boarded up.  

 The local area is a mix of residential 
and commercial developments. 
Opposite the site on Hyde Road is 
Gorton Park and to the South of the 
site are Belle Vue Greyhound Stadium 
(now vacant) and Belle Vue National 
Speedway Stadium and Belle Vue 
Sports Centre. 
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2 Crime Statistics & Analysis 
All data below is based on crimes recorded between 2018 and 2019. 

2.1 Crime Summary 
Figure 1: Recorded Crime within 500m of Site 
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2.1.1 The overall crime rate in the local area is above average for the Manchester district, with less serious 
woundings, domestic burglary and vehicle crime being the highest recorded offences.  The analysed 
area around the proposed site includes large areas of car parking, transport corridoes and amenity 
space where criminal and anti-social activity is less likely to be witnessed or reported. 

2.1.2 Crimes have taken place throughout the analysed area, with hotspots occurring around Scarcroft Road 
to the west and Crossley Street to the north east, these areas are largely residential and have a greater 
density of population, resulting in the higher number of offences. 

2.2 Common Use-Specific M.O.s (Modus Operandi) 
2.2.1 Opening secure doors and windows using bodily pressure and implements in order to gain entry to the 

premises. 

Possible Solution – All external doors and windows should be certified to recognised security standards 
(see Section 4.1), which are independently proven to reduce the risk of forced entry and thus increase 
the chances of detection.  Security-certified doors are the best long-term measure to address this risk 
and can be obtained to suit virtually all operational requirements.  Good use of perimeter boundaries, 
lighting and CCTV (see Sections 3.3, 4.6 and 47) can also deter criminals by preventing access to 
vulnerable areas and increasing the chances of them being seen by staff, users or passersby. 

2.2.2 Broken glazing in windows and doors using implements. 

Possible Solution - An appropriate glazing specification should be used to adequately secure the 
buildings (see Section 4.3).  All ground floor/accessible glazing should also include a laminated pane, 
which forms a much more robust barrier against shattering and penetration.  Where possible, the size of 
any glazed elements within/directly adjacent to doors should be reduced and set well away from locking 
points.  In vulnerable locations, shutters, external bars or perforated protective panels may be 
necessary to provide extra protection. 

2.2.3 Theft of insecure property belonging to staff, pupils and the school. 

Possible Solution – There should be robust access control systems in place to ensure that visitors to the 
buildings are vetted and/or met and escorted before being allowed access to all areas.  All visitors 
should report to reception for vetting before gaining further access into the school.  Reception staff 
should be given flexibility over permitting access into the building at different times of the day.  Effective 
access controls within the buildings should assist in restricting entry to vulnerable areas.  All individual 
rooms should be capable of being secured when unoccupied and there should be secure areas for staff 
to store their belongings while at work.  Students should also be encouraged to keep items of value with 
them or store them securely. 

2.3 Risk Factors - Education 
The typical security risks for a development of this nature are: 

 Burglary 

 Criminal damage to property 

 Unauthorised access to buildings and private spaces 

 Antisocial behaviour 
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 Loitering groups 

 Internal theft 

 Theft of staff / pupil belongings 

 Staff, pupil and parent safety 

 Acts of criminal damage during the construction period 

2.4 Non-Domestic Burglary Educational Facility: Risk Analysis 
The data below relates to non-domestic burglary offences within / against educational facilities, 
recorded in the Manchester area. 
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2.4.1 Day / Time Range: The risk of burglary at education facilities in the local area peaks on a Thursday, 
Friday and a Sunday.  The risk is relatively high throughout the day, peaking in the late evening and 
early hours of the morning (9pm – 5am).  Offenders target educational facilities during the evening when 
it is dark, streets are quieter as the risk of being caught / identified lessens. 

2.4.2 Point of Entry: In the local area the following entry points and MO’s have been utilised most frequently: 

 Opening secure doors using bodily pressure and implements to gain access to the premises. 

 Exploitation of insecure doors and windows to gain entry to the property. 

 Climbing perimeter fencing to gain access to the grounds and approaching secure sheds use 
implements and bodily pressure to gain access. 
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 Climb onto roofing and remove tiles to gain entry to the premises. 

 Force open shutters using bodily pressure and implements to gain access. 

 Smashed glazing in windows and doors to gain entry to the property. 

 In cases where the point of entry in unknown, offenders have often posed as legitimate students/ 
visitors and entered restricted areas by means of insecure doors. 

2.5 Theft Educational Facility: Risk Analysis 
The data below relates to thefts within / against educational facilities, recorded in the Manchester area. 
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2.5.1 Day / Time Range: The risk of theft at educational facilities peaks on a Tuesday during the morning and 
into the afternoon (8am – 4pm.)  The thefts carried out involve thefts of personal items, mostly mobile 
phones and bags, as well as equipment owned by the facility, mostly laptops and computing equipment. 

2.6 Vehicle Crime: Risk Analysis 
The data below relates to vehicle crime committed within 500m of the site. 
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2.6.1 Day/Time Range: The risk of vehicle crime peaks on a Monday and Saturday during the afternoon 

(12:30pm - 3pm) and into the evening (6pm - 11:59pm).  Offenders often target vehicles during the day 
as they are likely to be left unattended for long periods of time, whilst owners are working, thus creating 
a low risk opportunity for the offender. 
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3 Layout Appraisal 
3.1 Proposed development 
3.1.1 The proposed development is a new build secondary school. The school building will be three storeys in 

height with a total gross internal floor area of 8,610sq m. The proposed school will accommodate 1,200 
pupils at full capacity, for pupils aged 11 to 16. There will be staff parking to the East of the school 
building and sports pitches to the South. The main access into the school site will be taken from Hyde 
Road with secondary access from Kirkmanshulme Lane.  

3.2 Positive Aspects of the Proposal 
The following proposed features would make a positive contribution to the prevention of crime and fear 
of crime. 

3.2.1 The staff car parking area will be positioned behind the secure boundary line and can be secured when 
necessary.  There will be a large number of parking spaces for staff and visitors. Drop off and picking up 
can take place within the school site reducing the demand for on-street parking. 

3.2.2 There will be no single storey elements of the school building which will make climbing on to the roof 
difficult. 

3.2.3 There are no public rights of way through the site that need to be maintained. Public rights of way that 
run through school sites often leave those schools vulnerable to crime.  

3.3 Changes Needed and Recommendations 
The following points have been identified for further consideration and would need to be addressed for 
Design for Security to support the proposed scheme. 

3.3.1 The proposals at present do not include a secure front site boundary with Hyde Road and this will 
potentially leave the front elevation of the school building vulnerable to those antisocially or criminally 
minded individuals/groups. The proposed open frontage will also allow offenders to access the rear 
boundaries of properties on Bracewell Close - potentially leaving these properties vulnerable to 
antisocial behaviour or crime and could leave areas of the schools grounds accessible but unseen from 
the public highway. 

3.3.2 It is highly recommended that the front boundary of the school is defined with a 2100-2400mm secure 
boundary to restrict access into the school site when the school is closed, to reduce the potential for 
misuse of the school site. If an open frontage must be achieved then it should be considered that a 
secure front boundary restricts access to some of the schools grounds to reduce the potential for 
misuse. Recommendation A below shows where the preferred boundary treatment would sit if the whole 
frontage of the site was enclosed; whereas, recommendation B shows how the site could be partially 
enclosed but with a degree of active frontage. 
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3.3.3 The site boundary should be a 2400mm high paladin fence. The fence should have a close knit weld-
mesh system such as a 358 panel to make climbing difficult. Any existing site boundaries to be retained 
should be inspected for damaged and repaired/replaced where necessary.  

3.3.4 The reception should be staffed at all times when the building is operational.  The external entrance 
doors should be capable of being secured and controlled remotely by reception staff if required (e.g. if 
the building is open late), to prevent unauthorised access or nuisance/antisocial behaviour in/around the 
entrance lobby.  

3.3.5 If the school is to be used for out of hour events, community use, or private use of the sports facilities 
then the building should capable being zoned, so that people are guided appropriately to where they 
need to go, and prevented from accessing other areas. There should be a robust access control system 
in place to prevent unauthorised access and the alarm system should be zoned so that during any out-
of-hour/community use the unused areas of the school building can still be secured and alarmed. 

3.3.6 Outside of main arriving/departing times for pupils and staff, unauthorised access into the school 
grounds should be prevented (i.e. access to the staff car parking area and beyond). 

3.3.7 All car parking areas and the pupil drop off zone should be clearly sign posted to avoid any confusion or 
conflict between users. Directional arrows and bays should be clearly demarcated to assist vehicular 
floor. Any designated pedestrian crossings should be clearly signed and marked. 

3.3.8 The car parking areas and main pedestrian routes should be illuminated to BS 5489. 

3.3.9 Dusk ‘til dawn lights, operated by photoelectric cell/daylight sensor, should be installed to all external 
doors. 

3.3.10 Bicycle stands should be Sheffield style or similar, allowing both wheels and the frame of the bicycle to 
be secured. Any bicycle stands should be robust and weatherproof to encourage use. The cycle stand 
at the front of the school building should be capable of being overlooked from the school building. 

3.3.11 The design of any vehicular/pedestrian gates should not feature any climbing aids such as horizontal 
bars or exposed hinges. The distance between the gate and the road should be minimal to prevent an 
offender crawling under.  

3.3.12 Staff should be provided with a secure area to store personal belongings (i.e. lockers) within a secure 
area of the school building which is restricted to staff, such as the staff room. 

3.3.13 A monitored alarm system should be installed to cover the entire building, linked to contacts on all 
external doors and PIR detectors covering all ground floor areas with windows. 

4 Physical Security 
The following checklist forms the physical security requirements for this scheme to achieve Secured by 
Design accreditation. 

4.1 Doors 

 External doors must be compliant with and certified to BS PAS 24, STS02, or LPS 1175 SR2. 

 External escape-only doors (as with external doors in general) should be certified to BS PAS 24, or LPS 
1175 SR2. It is crucial that the door ironmongery is permitted for use on these doors under the security 
certification of the product.  

4.2 Windows and Shutters 

 Windows must be compliant with and certified to BS PAS 24 or BS 7950. 

 Ground floor and easily accessible opening lights (escape requirements permitting) must be key-
lockable, and have fixed/lockable opening restrictors (not releasable from the outside) limited to 100mm. 

 Shutters must be tested and certified to LPS 1175 SR2 (or SR1 if perforated laths are required), and 
installed in accordance with manufacturer’s instructions. 
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4.3 Glazing & Building Fabric 

 Glazing to a height of 2400mm (or if otherwise accessible) must incorporate at least one pane of glass 
with a 1.5mm PVB interlayer (e.g. 7.5mm laminated glass), or a glass rated as P4A under EN 356. The 
remaining pane in a double glazed unit may be toughened glass. 

 Any curtain walling panels should include laminated glazing and should be securely fixed directly to the 
floor slabs where possible, rather than to perimeter columns. 

4.4 Alarms 

 A monitored alarm system should be installed to cover the entire building, linked to contacts on all 
external doors and PIR detectors covering all ground floor areas with windows, with a signal terminating 
at a recognized Alarm Receiving Centre (ARC) or security control room. 

4.5 Access Control 

 Access control systems should be operable by swipe card or fob, and not numeric key pads. The 
following areas/doors should operate on access control: 

 The internal doors taken off the main entrance lobby 

 Doors needed to provide internal zoning and restrict access to parts of the building not in use (e.g. 
during evenings/weekends or community use) 

 Doors to staff only areas 

 Rooms containing IT equipment 

 Server room 

 All internal doors/frames to classrooms, offices and stores should be solid core (minimum 44mm thick), 
with 3 hinges and a deadlock, so that the rooms can be secured when unoccupied. 

4.6 Boundary treatments 

 The site boundary should be a 2400mm high paladin fence. The fence should have a close knit weld-
mesh system such as a 358 panel to make climbing difficult. 

 Care should be taken to ensure that any new panels are fixed securely 
to the posts (preventing tampering/removal) and that any level changes 
do not inadvertently facilitate climbing or leave large gaps underneath 
the panels/gates.  There should be no centrally located horizontal bars 
to aid climbing and any gates should be located away from other 
climbing aids, such as low walls, lighting columns, trees etc.  Exposed 
hinges and large sliding bolt apertures/locking points should be avoided, 
or fitted with shrouding/protective plates (see opposite) to avoid the 
creation of footholds.  The gap at the bottom of any gates should be 
small enough to stop anyone crawling through. 

 The design of any vehicular/pedestrian gates should not feature any climbing aids such as horizontal 
bars or exposed hinges. The distance between the gate and the road should be minimal to prevent an 
offender crawling under.  

 Any existing site boundaries to be retained should be inspected for damaged and repaired/replaced 
where necessary.  

4.7 Landscaping 

 In vulnerable locations such as entrances, parking areas and footpaths, low planting should not exceed 
1000mm in height, and tree canopies should fall no lower than 2m from the ground. This is in order to 
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allow people to see their surroundings better, make a rational choice of routes and eliminate hiding 
places. A maintenance agreement should stipulate that these planting dimensions would be adhered to. 

 Loose surface materials in the publicly accessible areas of the scheme should be avoided. Small 
fragments of ground covering can be used as missiles against people and premises (both to gain entry 
and to commit criminal damage). 

 Planting must be avoided that will aid climbing over boundary treatments. The security of fences can be 
compromised if trees or street furniture are placed close by. 

4.8 Lighting 

 External lighting must be provided to pedestrian routes and car parking areas in accordance with BS 
5489. 

 Fittings should produce ‘white’ light, as opposed to yellow/orange light. Metal halide (or bulbs with a 
comparable output) should be used, as these offer superior colour rendition over alternatives such as 
high and low pressure sodium bulbs. 

 Dusk ‘til dawn lights, operated by photoelectric cell/daylight sensor, should be installed to all external 
doors. 

4.9 CCTV 

 Any CCTV system that may be used within this proposal will require certain specifications and intelligent 
placement of cameras to compliment the design of the development. Designers should consider the 
following points when planning a CCTV strategy: 

 CCTV systems (and lighting that support them) require regular cleaning and maintenance to remain 
effective. 

 Where necessary cameras that are vulnerable to damage should be protected from attack either by 
relocation to a higher level and using a bigger lens to achieve the view required or through the fitting of 
a vandal resistant housing. 

 With regards to the retention of footage, the police prefer quality over quantity. The overall retention 
period should be dictated by what the system is designed to achieve, though it would be better to have 
good quality images over a 14-day period than poor ones over a 30-day period.  

 Procedures for recovery of recordings are recommended to be established (e.g. trained staff / the CCTV 
system instruction manual to be readily available). This is to ensure that the images produced will be of 
an acceptable standard that will allow for identification of an individual which will stand up to scrutiny in 
court. 

 Acceptable Standard - this generally requires a resolution of 720x576 pixels at a real time frame rate 
of 25 frames per second. (N.B. Both the camera and DVR must be capable of this – if the camera will 
only send low resolution images then it does not matter how high the resolution of the recording unit is). 

 Identification – One of three levels of field of view. To identify an individual, the image must capture no 
less than 120% of the field of view (at least from the top of the individuals head to their knees). The 
remaining two levels of field of view are ‘Overview’ and ‘Recognition’, which whilst effective for 
observational purposes, are less likely to result in the identification of a person/offender.  

 The intelligent placement of cameras helps to provide clear facial identification of individuals.  

4.10 Car Parking/Drop off 

 Bays and directional markings should be clearly demarcated, with pedestrian routes/directions clearly 
defined and signed. Where feasible, a one-way system should be implemented to reduce the likelihood 
of collisions and conflict within the parking areas and drop off area. 
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4.11 Other 

 There must be no features of the building envelope which create sheltered/hiding places or ledges, 
which could endanger passers-by or encourage loitering. 

 Any rainwater pipes should be square in profile and fixed back to the building fabric to prevent climbing 
to upper floor windows. 

5 Management & Maintenance  
5.1.1 A comprehensive security regime for the management of the development must be prepared and 

remain in place for the day-to-day running of the site.  There should be regular reviews/exercises to 
ensure that it remains accurate, workable and up-to-date.  All staff and residents should understand and 
accept the need for security measures and it should be made easy for people to raise concerns or 
report observations. 

5.1.2 The upkeep of a development over its lifetime can be crucial to the level of security and safety within. 
Aspects of a development, which are left to deteriorate, have the potential to attract further crime. A 
maintenance plan should be drawn up to address issues such as: 

 Litter and graffiti removal to ensure that the site remains in good repair. 

 Regular inspection, service and repair to security features (lighting, signage, access controls, 
CCTV, alarms, fencing & gates) 

 Trimming and pruning to shrubs and trees to ensure that sight lines are maintained and coverage 
of lighting and CCTV is not impaired. 

 Ensure that the site management is for which the building / site was designed able to cope with the 
remains in place, such as 24 hour concierge / security patrols.  

 Information regarding security features (such as specifications of windows / doors and systems 
performance) should be conveyed to the ultimate owners or managers of the site to ensure that 
any future replacements continue to provide the same level of security and maintain any security 
accreditation for the development. 

6 Construction 
6.1.1 Untidy sites and their surroundings can be littered with debris accessible to vandals who often use loose 

materials as missiles to commit crime.  The client should take measures appropriate to secure their site 
during construction, and control pedestrian and vehicular access in to and out of the site curtilage. It is 
also recommended that the contractor on this scheme is a member of the ‘Considerate Constructors 
Scheme’, who has committed to be a considerate and good neighbour, as well as clean, respectful, 
safe, environmentally conscious, responsible and accountable. 

6.1.2 Site security contractors should be SIA (Security Industry Authority) approved to ensure professional 
standards are adhered to (please see http://www.sia.homeoffice.gov.uk/pages/acs-intro.aspx for more 
details). 

7 Useful References 
7.1 Secured by Design (SBD) 
7.1.1 Secured by Design focuses on crime prevention at the design, layout and construction stages of homes 

and commercial premises and promotes the use of security standards for a wide range of applications 
and products. To apply for Secured by Design certification for your development, visit our online 
application form at: http://www.designforsecurity.org/secured-by-design/sbd-accreditation/  

http://www.sia.homeoffice.gov.uk/pages/acs-intro.aspx
http://www.designforsecurity.org/secured-by-design/sbd-accreditation/
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A Contact register 
Date  Contact With Summary of Contact 
07/12/2020 Peter Campbell CIS instruction received  
07/01/2021 Peter Campbell Progress update 
   
   
   
   
   

B Associated Documents 
This report is based on the following drawings and supplementary information submitted by the 
applicant. 

Drawing No. Drawing Title Date Rev 
08191-SPACE-02-DR Site Area Plan Consultation   
 Consultation Plans   
041220 Site Option A Landscape Revised Car Park Option   
08191-SPACE-02-DR Level 00  P01 
08191-SPACE-02-DR Level 01  P01 
XX-DR-L-91-0004 Fencing and Security Plan  P01 
02-DR-A-01-0002 Level 02  P01 
    
    
    
    
    
    
    
    
    
    
    
    
    
    

PLEASE NOTE - In the event of any subsequent material changes to the scheme, it will be necessary for Design for 
Security to reassess the comments made within this report. 
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