THE EXISTING FOUNDATIONS
AT THIS LOCATION ARE TO
BE EXPOSED AND CHECKED

GENERAL FOUNDATION NOTES:
ALLOW FOR ALL NECESSARY PLANKING,
SHUTTERING AND SHORING TO THE SIDES OF

NEW WALL CONSTRUCTION TO BE:

THE EXISTING STRUCTURE (ABOVE D.P.C).

102mm SUITABLE STRENGTH FACING BRICK TO MATCH

NEW WALL TIES:
ALLOW FOR 2.5 WALL TIES PER m2 OF
MASONRY.

FOR CONDITION” AND = = S| EXCAVATIONS FOR THE DURATION OF THE WORKS. 100mm CAVITY FILLED WITH BLOWN GLASSWOOL 3 MAX HORIZONTAL SPACING 900mm
ADEQUACY, THE SUBSTRATUM il CAVITY WALL INSULATION BY 'ROCKWOOL' = MAX VERTICAL SPACING IS 450mm.
T0 ENSURE THAT THE l PROPOSED FOUNDATIONS DO NOT UNDERMINE LEAF WITH A 12mm PLASTER FINISH = EACH WALL TIE TO BE SET A MINIMUM OF
EXISTING FOOTINGS ARE NA THE EXISTING FOUNDATIONS AT ANY LOCATION — 50mm INTO BOTH MASONRY LEAVES.
CAPABLE OF SUPPORTING - (INCLUDING THAT OF ANY NEIGHBOURING NOTE: NEW EXTERNAL WALLS SHOULD ACHIEVE A =
THE LOAD FROM THE NEW ;\ ] BUILDINGS IN CLOSE PROXIMITY). NEW U—VALUE NO GREATER THAN 0.28W/m2K =5 WALL TIES TO LAY TO A SLIGHT ‘OUTWARD’
FIRST FLOOR EXTENSION, /7~ Il FOUNDATIONS ARE TO BE STEPPED WHERE = FALL TO PREVENT WATER PASSING TO THE
‘ | — NECESSARY (ALL STEPS ARE TO BE APPROVED NOTE: = INNER LEAF.
= BY THE LOCAL AUTHORITY BUILDING INSPECTOR). WEAK MIX CONCRETE FILL TO BE A =
' MINIMUM OF 225mm BELOW THE DPC. - ALL INSULATION RETAINING CLIPS MUST BE
j CONCRETE TO BE GRADE RC30 T0 B.S EN DP.C 150mm /= COMPATIBLE WITH CHOSEN  TIE.
PR 206:2013 — CONCRETE SPECIFICATION, MINIMUM —
Y . 1 PERFORMANCE, PRODUCTION AND CONFORMITY: EXTERNAL i — WALL TIE PATTERN TO BE ALTERED
! I . il BS 8500-1:2015 & BS 8500-2:2015. CROUND LEVEL B — 9Q AROUND OPENINGS SUCH AS WINDOWS,
X , 3 | N A A == N DOORS, ROOF VERGES AND MOVEMENT
R - USE ENGINEERING BRICKWORK BELOW D.P.C /\\//\//\\\///\\\///\\\///\\\//{\\//‘ S JOINTS. VERTICAL SPACING IS REDUCED TO
M| S| LEVEL (BOTH LEAFS) DURABILITY CLASS F.L. TO R —Cddrd A MAGMUM S00mm AND SHOULD Bt
1 B.S 3291 WATER ABSORPTION TO BE LESS THAN TR FIPLE Fﬁ;ﬁggo)zﬁf%oj VTVZZ OﬁENg\V/gky
ﬂA /\ , 7% (ENG, CLASS B OR S/M/LAR) S A qa o ~: <, COURSE OF BLOCKS WITHIN 225mm OF
] == e = R = T ST FINAL DEPTH AND WIDTH OF NEW FOUNDATIONS s R S THE OPENING).
PV IS TO BE DETERMINED ON SITE BY THE SECTION A=A (120 S o
<A APPOINTED CONTRACTOR / BUILDER AND AGREED OCIC L RNV NIRIR |  CAVITY WALL TIES MUST BE STANLESS
200 200 WITH THE LOCAL AUTHORITY BUILDING CONTROL (WALL /' FOUNDATION DETAIL FOR L, A STEEL
OFFICER, BEARING STRATUM IS TO BE INSPECTED PROPOSED EXTERNAL WALLS) T ST
AND APPROVED BY THE BC OFFICER. (MA/N HOUSE AND GARAGE) \ B A b “ “a
PROPOSED FOUND AT/ON PLAN (1:100) FOUNDATIONS MUST NOT BE POURED WITHOUT - 600-900 |

NEW FLOOR SLAB TO EXTENSION TO BE:

150mm THK RC35 SLAB REINFORCED WITH 1 LAYER OF A192

MESH TOP (25mm COVER) ON:
1 LAYER OF 1200g 'VISQUEEN" DPM ON:

100mm KINGSPAN KOOLTHERM K3 INSULATION ON:

1 LAYER OF 1200g 'VISQUEEN" DPM ON:
30mm SAND BLINDING ON:

150 CLEAN STONE HARDCORE (SULPHATE FREE), WELL
COMPACTED (NO RECLAIMED DEMOLISHED MATERIAL PERMITTED)
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(MAIN HOUSE AND GARAGE)

FOUNDATIONS (AND EXCAVATIONS FOR
FOUNDATIONS) MUST NOT BE PROVIDED ON ANY
PART OF A NEIGHBOURING PROPERTY OR
NEIGHBOURING LAND WITHOUT FULL APPROVALS
FROM THE OWNER OF THE LAND AND PROPERTY.
ALL WORKS MUST BE CARRIED OUT IN
ACCORDANCE WITH THE PARTY WALL ACT.

GENERAL FLOOR SLAB NOTES:

IF THE EXISTING FLOOR IS
VENTILATED VIA AIRBRICKS
PROVIDE SUITABLE CHANNELS
FROM THE AIRBRICKS
THROUGH THE NEW SLAB TO
VENTS IN NEW EXTERNAL
WALLS (TO THE SATISFACTION
OF THE BUILDING CONTROL

OFFICER).

ALLOW FOR 25mm MINIMUM
PERIMETER INSULATION TO
FLOOR SLAB USING
'KINGSPAN" KOOLTHERM K3
INSULATION.

NEW FLOOR SLAB DETAIL (120

THE APPROVAL OF THE BC OFFICER.

NEW STAINLESS STEEL
WALL STARTERS, FIXED
FOR THE FULL HEIGHT
OF THE WALL

TO THE MANUFACTURERZ
INSTRUCTIONS

A >FRTICAL D.P.C IS TO BE PROVIDED

BI:TWEEN THE 12mm COMPRESSIBLE

POLYETHYLENE FILLER AND EXISTING WALL.
NEW

WALL

TYPICAL MOVEMENT JOINT DETAIL

(JUNCTION OF NEW WALLS AND EXISTING WALLS)

ALL CAVITI
WALLS ARE TO BE CONTINUOUS

2—PART 12mm WIDEx20mm WALL
DEEP POLYSULPHIDE SEALANT

BETWEEN NEW AND EXISTING

1:10 )

AMENDMENT 'A" — OCT 2020 — REAR EXTENSION REDUCED IN PROJECTION
FROM 4m T0 3m PLUS SIDE WINDOWS REMOVED AT FIRST FLOOR

MAY 20 —DRAWINGS FOR LOCAL AUTHORITY APPROVAL |TO BE PRINTED AT A3

LOCATION ADDRESS:
42 SPRINGDALE
GARDENS,
DIDSBURY M20

REVISED DRAWINGS
FOR LA APPROVAL
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NEW WALL CONSTRUCTION TO BE: 102mm SUITABLE STRENGTH FACING BRICK TO MATCH THE EXISTING STRUCTURE (ABOVE D.P.C).  100mm CAVITY FILLED WITH BLOWN GLASSWOOL CAVITY WALL INSULATION BY 'ROCKWOOL' 100mm SUITABLE STRENGTH APPROVED BLOCK INNER LEAF WITH A 12mm PLASTER FINISH NOTE: NEW EXTERNAL WALLS SHOULD ACHIEVE A U-VALUE NO GREATER THAN 0.28W/m2K  NOTE: WEAK MIX CONCRETE FILL TO BE A  MINIMUM OF 225mm BELOW THE DPC.
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NEW WALL TIES: ALLOW FOR 2.5 WALL TIES PER m2 OF MASONRY. MAX HORIZONTAL SPACING 900mm  MAX VERTICAL SPACING IS 450mm.  EACH WALL TIE TO BE SET A MINIMUM OF 50mm INTO BOTH MASONRY LEAVES. WALL TIES TO LAY TO A SLIGHT ‘OUTWARD’ OUTWARD’ FALL TO PREVENT WATER PASSING TO THE INNER LEAF. ALL INSULATION RETAINING CLIPS MUST BE COMPATIBLE WITH CHOSEN TIE. WALL TIE PATTERN TO BE ALTERED AROUND OPENINGS SUCH AS WINDOWS, DOORS, ROOF VERGES AND MOVEMENT JOINTS. VERTICAL SPACING IS REDUCED TO A MAXIMUM 300mm AND SHOULD BE WITHIN 225mm OF THE OPENING.  (APPROXIMATELY A WALL TIE EVERY COURSE OF BLOCKS WITHIN 225mm OF THE OPENING). CAVITY WALL TIES MUST BE STAINLESS STEEL
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ALLOW FOR 25mm MINIMUM PERIMETER INSULATION TO FLOOR SLAB USING 'KINGSPAN' KOOLTHERM K3 INSULATION.
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GENERAL FLOOR SLAB NOTES: IF THE EXISTING FLOOR IS VENTILATED VIA AIRBRICKS PROVIDE SUITABLE CHANNELS FROM THE AIRBRICKS THROUGH THE NEW SLAB TO VENTS IN NEW EXTERNAL WALLS (TO THE SATISFACTION OF THE BUILDING CONTROL OFFICER).
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AutoCAD SHX Text
EXISTING WALL

AutoCAD SHX Text
NEW WALL

AutoCAD SHX Text
TYPICAL MOVEMENT JOINT DETAIL ( 1:10 )  ( 1:10 )  (JUNCTION OF NEW WALLS AND EXISTING WALLS)

AutoCAD SHX Text
ALL CAVITIES BETWEEN NEW AND EXISTING WALLS ARE TO BE CONTINUOUS

AutoCAD SHX Text
STRUCTURAL DETAILS No1

AutoCAD SHX Text
PROJECT DESCRIPTION: PROPOSED 2 STOREY SIDE & PART REAR EXTENSION PLUS DEMOLITION OF GARAGE & ITS REPLACEMENT WITH A HABITABLE STRUCTURE.

AutoCAD SHX Text
DRAWING TITLE:

AutoCAD SHX Text
DRAWING NUMBER:

AutoCAD SHX Text
DATE:

AutoCAD SHX Text
MAY 20

AutoCAD SHX Text
SHEET No:

AutoCAD SHX Text
12 OF 17

AutoCAD SHX Text
LOCATION ADDRESS:

AutoCAD SHX Text
42 SPRINGDALE GARDENS,  DIDSBURY M20

AutoCAD SHX Text
TO BE PRINTED AT A3

AutoCAD SHX Text
MAY 20 -DRAWINGS FOR LOCAL AUTHORITY APPROVAL

AutoCAD SHX Text
AMENDMENT 'A' - OCT 2020 - REAR EXTENSION REDUCED IN PROJECTION FROM 4m TO 3m PLUS SIDE WINDOWS REMOVED AT FIRST FLOOR


	Sheets and Views
	Drg No10.


