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Stage 5

THRESHOLD NOTES

10 Corten Planter to perimeter wall 

9 Corten edging to planter

8 Corten nosing to steps

Lime mortar to match 
Reclaimed bricks to match existing Synagogue construction 
7 New brick wall to garden 

6 Wall to street corten over cast concrete

5 Bespoke pre cast base to new corten planter

corten strip nosings to steps, tactile detail to landings
Self-compacting concrete 40mm tile mortar bedded Cast detail 

to landings and steps Pre-sealed pre-cast concrete tile  4 

compacted fill sub-base 
reinforcement on 1000 mu slip membrane.  100mm Slab or 
100mm in-situ Cementitious Concrete Screed with A252 mesh 
3 Concrete to ramps 

DPM under where no planting
possible
New pea gravel to match existing, retain existing as much as 
2 Gravel 

Silica sand bedding course 
Koln Red Multi by Wienerberger
1 Clay Pavers 

match concrete
joint, 25mm deep. Filled with mastic, colour to best 
Movement joint between screeds - 3mm saw cut 

Raised Edge - Schluter - RENO U

T-shaped profile Threshold - Schluter -RENO T

Parquet edge trim - Schluter -SCHIENE-V

Timber edge Thresshold - Schluter-SCHIENE-M

Schluter-SCHIENE-BASIC
L-shaped profile Thresshold Strip - 

Coir Matting edge strip - Schluter-WINKLE

LANDSCAPE KEY

L30 553

Q50 210

Q40 340

Q40 570

F10 230

Planting specialist to be appointed. To be read in 

conjunction with civils and structural pack.

 
steps in blue)
edge of step in contrasting brown (bulk of 
20 Ketley brick step stretcher PST.3.0 on 

details.
haunching. Retain existing if possible to SE 
19  Edge resistant concrete kerb and 

down and relocated to front wall
18 Railings and gate from rear fence cut 

Planting spec by others
barrier - 1200W x 300D x 800H mm . 
17 Corten planter - "Buy Metals Online" Hones 

spec by others
tapered cylinder - 1000 dia x 1000H. Planting 
16 Corten planter - "Buy Metals Online" Conc 

avoid bimetal corrosion with corten. 
need a plastic / rubber separating washer to 
marking from tactilepaving.co.uk. Fixings will 

Visual edge 15 Surface tactile mounted studs 

14 Corten Aco drain cover 
 
suit
Gravel and Paving Edging Black or similar to 
planted beds and gravel - "Wickes" Universal 
13 Gravel edging between pavers and gravel or 

12 Existing fence and gate refurbished

handrails and flat uprights. Colour TBC.
11 Handrails - Powder-coated steel 40mm round diameter 

1m length 
10 Boulder seat - "Mid Wales Stone"  approx 1.5 m length or 

9 Corten edging to gravel planted area and step risers

8 Corten Bike racks 

Lime mortar to match Synagogue construction
from boundary wall OR if insufficient quantity soldier course.  
bricks (same as used on existing facade). Coping stones reused 
7 New brick wall to garden - 950mm high using. Reclaimed 

ral 8004. Buttressing and stability to be advised by SE. 
render applied with corner trims and water drips where needed - 
Coping stones removed and retained. Wall packed out and new 
6 Existing brick wall rebuilt and made good where required. 

. Flexible Butt Jointed (3mm Joint)215mm x 102.5 x 65mm
5 Plain Staffordshire Blue, Ketley Brick. Dragfaced Square edged, 

. Flexible Butt Jointed (3mm Joint)65mm
215mm x 102.5 x to match floor). Dragfaced Square edged, 

4 Tactile ribbed / corduroy special pavers, Ketley Brick (colour 

3 Red Ketley brick pavers to edge

specialist) 
possible. DPM under where no planting (TBC by landscape 
2 New pea gravel to match existing, retain existing as much as 

Colour Traditional. Sub base as per installers recommendations.
1  Permeable paving. TEGULA PERMEABLE PAVING by Marshalls. 

EXTERNAL LIGHTING

location 

rebuilt in this 

dismantled and 

Existing brick pier 

Existing lamp restored

to brickwork

coping stone and clipped 

Concealed wire through 

 existing brick piers

New Historic lighting on

needed

section of wall where 

and use coping from this 

New coping or make good 

 facade back lit

Lettering cut in corten

necessary 

and repaired where 

Existing brick wall retained 

X1 X1

X7

3013 TBC

Repaint pier tops RAL 

Rendered wall

 designer

Wall sign by Graphic

 by Graphic Designer

Totem by others -

X1. External Gate Post

X2. Brick Lights

X3. External Downlights

X4. Bollard

X5. Facade Uplights (Flood 
Lights)

X6. Security Floodlight

X7. Porch Light

X8. Facade Lighting 
(Corten LED)

X9. Facade Lighting 
(Corten LED)

X10. Balustrade Lighting

X11. Wall Mounted Light

X12. Lighting totem

X13. Low level light

/E Emergency 


