
EAST ELEVATION 1 

36.35 - Typical Basement Floor

39.50 - Typical Ground Floor Cedars

43.57 - Typical First Floor Cedars

46.52 - Typical Second Floor Cedars

Existing signage to be

removed & render made

good as necessary

Existing modern lighting

to be removed & render

made good as necessary

Existing modern extension

shown hatched is to be

demolished

NOTE:

All existing exterior facades are to be

made good as necessary and re-painted

with the following coloured paint:

RAL9010 Pure White

RAL9005 Pure Black

WEST ELEVATION 1

36.35 - Typical Basement Floor

39.50 - Typical Ground Floor Cedars

43.57 - Typical First Floor Cedars

46.52 - Typical Second Floor Cedars

Existing cables are to

be removed, render to

be made good as

necessary

Existing cables are to

be removed, render to

be made good as

necessary

Existing electrical

control box removed

& render to be made

good as necessary

Existing modern link

extension shown

hatched is to be

demolished

NOTE:

All existing exterior facades are to be

made good as necessary and re-painted

with the following coloured paint:

RAL9010 Pure White

RAL9005 Pure Black

WEST ELEVATION 2

36.35 - Typical Basement Floor

39.50 - Typical Ground Floor Cedars

43.57 - Typical First Floor Cedars

46.52 - Typical Second Floor Cedars

Existing extension

shown hatched is to

be demolished

Existing waste drainage

pipes shown dotted to

be removed

Existing modern light

fitting to be removed &

existing render made

good

Existing modern light

fitting to be removed &

existing render made

good

Existing modern light

fitting to be removed &

existing render made good

Existing stainless steel vent

to be removed & opening

blocked up and finished with

lime render with breathable

paint finish to match existing

NOTE:

All existing exterior facades are to be

made good as necessary and re-painted

with the following coloured paint:

RAL9010 Pure White

RAL9005 Pure Black
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