
LLOYD STREET ENTRANCE -

REFER TO DRAWING S-4050 

FOR DETAILS 

GREAT HALL - REFER TO S-4090

FOR DETAILS 

GOODS LIFT - REFER TO 

DRAWING S-4030 FOR 

DETAILS 

COOPER ST - REFER TO 

DRAWING S-4041 FOR 
DETAILS 

VISITORS STAIRCASE -

REFER TO DRAWING 

S-4000 FOR DETAILS 

PRINCESS ST LIFT - REFER 

TO DRAWING S-4010 FOR 

DETAILS 

NEW PAD FOUNDATION REQUIRED 

BELOW COLUMN S-5001 FOR 

TYPICAL DETAIL

PERIMETER SERVICE DUCTS. FOR LAYOUT 

AND BUILDERSWORK OPENINGS/LOCATIONS, 

SEE M+E ENGINEERS DRAWINGS FOR 

SUPPORT OVER OPENING SEE TYPICAL 

DETAILS

ALL CONCRETE SLABS THAT ARE TO 

REMAIN ARE TO ADOPT A NEW 

PERIMETER DETAIL AT EXISTING 

WALL INTERFACE. SEE TYPICAL 

DETAIL ON DRAWING S-5100

NEW TRENCH IN EXERNAL 

COBBLES
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FOR HIGH LEVEL SERVICES TO UNDERSIDE 

OF ARCH REMOVE HIGH LEVEL MASONRY 

TO U/S AND ENSURE SURROUNDING IS 

PACKED TIGHTLY.
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GENERAL ALTERATIONS -

REFER TO DRAWING 

S-1501 FOR DETAILS 

GENERAL ALTERATIONS -

REFER TO DRAWING 

S-1501 FOR DETAILS 

TO BE REVIEWED WITH 

LG-C02a-BW01

TO BE REVIEWED WITH 

LG-C01-BW01

REFER TO TYPE 8 DETAIL ON 

DRAWING S-5005

P2

P2

PFC REQUIRED FOR SUPPORTING 

SLAB EDGE REFER TO S-5000

THE PURPOSE OF THIS DRAWING IS TO SHOW MAIN ALTERATION PACKAGE REFERENCES AND 

LOCATIONS OF NEW LINTELS/RISERS

FOR LOWER GROUND FLOOR DRAWINGS/DETAILS SEE DRAWINGS:

OTH-RAM-TH-LG-DWG-S-1100 TO 1103 FOR GENERAL ARRANGEMENT

OTH-RAM-TH-LG-DWG-S-4700 FOR SERVICE SUPPORT STEELWORK

OTH-RAM-TH-LG-DWG-S-4710 FOR TRENCHES

OTH-RAM-TH-LG-DWG-S-4711 FOR TRENCH DETAILS

OTH-RAM-TH-LG-DWG-S-4715 FOR ENWL SLAB AND TRENCH DETAILS

OTH-RAM-TH-XX-DWG-S-5100 AND 5101 FOR LOWER GROUND FLOOR DETAILS

2NO. LINTELS TO BE PROVIDED, 

REFER TO S-5000 TYPE 4 FOR 

DETAILS

8NO. LINTELS TO BE PROVIDED, 

REFER TO S-5000 TYPE 4 FOR 

DETAILS

2NO. UB 356X171X45 HERE SPACED APART TO SUIT WIDTH 

OF WALL WITH 10MM SPREADER PLATE JOINING THEM 

TOGETHER AT THE TOP. TOS TBC BY PURCELL.

4NO. LINTELS TO BE PROVIDED, REFER 

TO S-5000 TYPE 4 FOR DETAILS

2NO. LINTELS TO BE 

PROVIDED, REFER TO 

S-5000 TYPE 4 FOR DETAILS

7NO. LINTELS TO BE PROVIDED, REFER 

TO S-5000 TYPE 4 FOR DETAILS

2NO. LINTELS TO BE PROVIDED, REFER 

TO S-5000 TYPE 4 FOR DETAILS

4NO. LINTELS TO BE 

PROVIDED, REFER TO 

S-5000 TYPE 4 FOR 

DETAILS
3NO. LINTELS TO BE 

PROVIDED, REFER TO S-5000 

TYPE 4 FOR DETAILS

6NO. LINTELS TO BE 

PROVIDED, REFER TO S-5000 

TYPE 4 FOR DETAILS

12NO. LINTELS TO BE 

PROVIDED, REFER TO S-5000 

TYPE 4 FOR DETAILS

5NO. LINTELS TO BE PROVIDED, 

REFER TO S-5000 TYPE 4 FOR 

DETAILS

3NO. LINTELS TO BE 

PROVIDED, REFER TO S-5000 

TYPE 4 FOR DETAILS

6NO. LINTELS TO BE 

PROVIDED, REFER TO S-5000 

TYPE 4 FOR DETAILS

ALBERT SQUARE ENTRANCE -

REFER TO  S-4070 FOR DETAILS 

4NO. LINTELS TO BE PROVIDED, 

REFER TO S-5000 TYPE 4 FOR 

DETAILS

2NO. LINTELS TO BE PROVIDED, 

REFER TO S-5000 TYPE 4 FOR 

DETAILS

9NO. LINTELS TO BE PROVIDED, 

REFER TO S-5000 TYPE 4 FOR 

DETAILS

3NO. LINTELS TO BE PROVIDED, 

REFER TO S-5000 TYPE 4 FOR 

DETAILS

2NO. LINTELS TO BE 

PROVIDED, REFER TO S-5000 

TYPE 4 FOR DETAILS

3NO. LINTELS TO BE 

PROVIDED, REFER TO S-5000 

TYPE 4 FOR DETAILS

4NO. LINTELS TO BE 

PROVIDED, REFER TO S-5000 

TYPE 4 FOR DETAILS

ALBERT SQUARE ENTRANCE 

SPREADER BEAM - REFER TO  

S-4072 FOR DETAILS 

*

*
*

INDICATES BEAMS REQUIRED TO SUPPORT WALLS 

ABOVE (IN LIEU OF WALL REMOVAL)

INDICATES BEAMS REQUIRED TO SUPPORT NEW SLABS 

OR CUT BACK EXISTING SLAB EDGES AT THIS LEVEL

INDICATES NEW STEEL COLUMN (TIED INTO EXISTING 

WALLS WHERE ABUTTING RETURN WALL/PEIR)

INDICATES NEW LINTEL/SUPPORT OVER OPENING 

INDICATES LOCATIONS WHERE A NEW PLANT PLINTH 

IS REQUIRED, SIZE/EXTENT & LOCATION BY M&E 

ENGINEER

KEY

INDICATES EXTENT OF NEW 150MM THICK GROUND 

BEARING SLAB, IN LIEU OF SUSPENDED SLAB. VOID TO 

BE FILLED WITH TYPE 1 FILL AND NEW SLAB CAST.

INDICATES NEW TRENCH IN GROUND SLAB. SIZE AND 

EXTENT BY M&E ENGINEER

INDICATES PROPOSED RISER, THROUGH 

EXISTING SLAB.

DENOTES LOCATION OF PADSTONE. REFER TO 

DRAWING S-0015 FOR SIZES. STEEL BEAMS FIXED 

INTO PADSTONES WITH PAIR OF M16 CAST IN 

BOLTS, UNLESS NOTED OTHERWISE
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FOR GENERAL NOTES, SEE DRAWING S-00010

FOR STEEL AND PADSTONE REFERENCES, SEE SCHEDULES ON 

DRAWINGS S-00015/S-00016

DRAWINGS TO BE READ IN CONJUNCTION WITH ARCHITECTS 

DRAWINGS AND M&E ENGINEERS DRAWINGS

DRAWING TO BE READ IN CONJUNCTION WITH STRUCTURAL 

SPECIFICATION

1.

2.

3.

4.

NOTES

05/06/2020 17:41:05

S4 - CONSTRUCTION

LEVEL LG

GENERAL ARRANGEMENT

OTH-RAM-TH-LG-DWG-S-1000 C01

1620003165

@1:200

STAGE 5

PLAN___________________
1 : 200 S-4002

1

LG LEVEL

FOR TYPICAL LINTEL DETAIL REFER TO DRAWING S-5000

FOR TYPICAL PAD FOUNDATION DETAIL REFER TO DRAWING S-5001

FOR TYPICAL RISER DETAILS REFER TO DRAWING S-5000, S-5004, 

S-5005 

ALL BEAMS ARE SHOWN AS U/S OF SLAB

-

-

-

-

T01 STAGE 4 ISSUE30/08/ 2019 PM JP

REFER TO S-4700 FOR HIGH LEVEL SUPPORT STEELWORK

REFER TO RUK BWIC SCHEDULE FOR ALLOWANCE FOR 

LINTELS/ STRUCTURAL SUPPORT DETAILS AS REQUIRED 

BY THE M&E ENGINEER/ ARCHITECT 

5.

6.

7.

8.

9.

10.

11.

12.

ALL LEVELS AND SETTING OUT TO BE CONFIRMED BY ARCHITECT

ALL REINFORCED CONCRETE TO BE C30/37 UNO.

ALL CONCRETE BLINDING TO BE GEN 1 AND BULK MASS FILL TO 

BE GEN 3 UNO

ALL REINFORCEMENT TO BE GRADE 500 TO BS4449

STEELWORK:

INTERNAL: GENERAL SECTIONS AND PLATES S275JR, HOLLOW

SECTIONS S355JRH

EXTERNAL: GENERAL SECTIONS AND PLATES S275J0, HOLLOW 

SECTIONS S355J0H

ALL EXTERNAL STEELWORK TO BE GALVANISED. ALL INTERNAL 

STEELWORK TO BE PAINTED, AND SUITABLE FOR ENVIRONMENT 

CATEGORY C2, UNO (SEE STRUCTURAL SPECIFICATION)

REFER TO RAMBOLL BWIC SCHEDULE OTH-RAM-TH-ZZ-SCH-S-1000 

FOR WHERE BWIC ARE APPLIED.

FOR MASONRY NOTES, SEE DRAWING S-0010

FOR NEW LINTEL DETAILS, REFER TO LINTEL SCHEDULE          

OTH-RAM-TH-ZZ-SCH-S-1000

T02 GENERAL NOTES UPDATE, AS CLOUDED14/02/ 2020 PM JP

NOTE:

ALL DIMENSIONS/EXTENTS ARE TO BE CONFIRMED 

ON SITE. NOTIFY ENGINEER OF ANY DISCREPENCIES 

BETWEEN DRAWINGS AND ONSITE CONDITIONS AND 

ALLOW TIME FOR ENGINEER TO REVIEW.

C01 CONSTRUCTION ISSUE FOR INTERNAL

SUBSTRUCTURE PACKAGE ONLY
05/06/ 2020 PM JP

PRIOR TO THE INSTALLATION / FABRICATION OF ANY SUPPORT, 

THE ACTUAL WIDTH OF THE WALL IS TO BE CONFIRMED ON SITE 

BY THE CONTRACTOR AND THE NUMBER OF LINTELS ADJUSTED TO 

SUIT. THIS IS TO BE REPORTED TO THE STRUCTURAL ENGINEER.

FOR ALL LINTELS IN NEW BRICKWORK LIFT SHAFTS, INCORPORATE 

2 NO. LINTELS PER OPENING IN LINE WITH DETAIL TYPE 4 ON 

S-5000.

FOR ALL LINTELS ASSOCIATED WITH LG FLOOR TRENCHES SEE 

DRAWINGS S-4710, S-4711 AND S-4712
* FOR SETTING OUT DIMENSIONS 

FROM EXISTING STRUCTURE REFER TO 

PURCELL DRAWINGS AND FOR SETTING 

OUT PRINCIPLES FROM EXISTING 

STRUCTURES REFER TO PURCELL 

SETTING OUT PRINCIPLES REPORT.

Mr Daniel Davis
FreeText
Please confirm requirement. 
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