Galvanised Cable tray sprayed dark blue

(Ceiling paint colour)

Existing Cornice and downstand beams
to be left exposed, protected during the fit out

works due to their listed status an

ainted

with two full coats of Diamond Matt Emulsion -

colour to be confirmed.
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Existing Stonework reveals and signage to be protected
during the fit out works due to its listed status and
washed down at completion of the works - Note :
nothing to be fixed to it.

"SUNLIGHT HOUSE" wording to be painted to match
existing / refurbished sign in adjacent office development

as agreed by LBC.

Galvanised Cable tray sprayed dark blue
(Ceiling paint colour)

Existing Cornice and downstand beams

to be left exposed, protected during the fit out
works due to their listed status and painted
with two full coats of Diamond Matt Emulsion -
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Ventilation Duct sprayed dark blue
(Ceiling paint colour)
Allow for supply and fix
curtains on track - refer
to specification.
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Existing Cornice and downstand beams
to be left exposed, protected during the fit out
works due to their listed status and painted
with two full coats of Diamond Matt Emulsion -
colour to be confirmed.
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Notes:

This drawing is the sole copyright of MDA Ltd and reproduction
in any form is forbidden unless permission is obtained in writing.

Do not scale from this drawing. Any descrepancies on site should be
brought to the attention of MDA Ltd.

Work and materials must comply with the current building regulations and
codes of practice and be read in conjunction with building specifications
and other sub-contractors information. All materials are to be installed in
strict accordance with the recommendations of the manufacturers.
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ERENCE PLAN

GENERAL NOTES

ALL HARDWOOD TO BE:
ASH (SAMPLE TO BE PROVIDED BEFORE
MANUFACTURE)

ALL TIMBER TO BE TREATED WITH SUITABLE
RETARDANT TO ACHIEVE CLASS ONE SPREAD
OF FLAME

ALL TIMBER TO BE FROM A SUSTAINABLE
SOURCE

ALL DIMENSIONS TO BE CHECKED ON SITE
PRIOR TO MANUFACTURE

ALL POLISHING TO BE CARRIED OUT BY
FRENCH POLISHER USING SPEC. AS MDA
SPECIFICATION OF WORKS

PROVIDE 1No. POLISH SHADE SAMPLES FOR
APPROVAL

1:20

Allow for forming raised floor area, formed using 150mm x 50mm softwood joists

laid at 450mm centres laid onto the concrete floor - laid on strips of dpm with noggings between
Design loading for the raised area to be 4.0 kN/m? imposed load, in accordance with BS 6399
(floor loadings for fixed seating areas in bars). The whole area to have 25mm flooring grade
Flywood to the raised area. Make allowance for packers as necessary to accommodate uneven

i

nish to existing floor.
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