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Cross flow ventilation

provided to roof rafter

space via proprietry

eaves strip (continuous

and dry ridge (5mm)

ventilation systems

levels at least to a min

25mm continuous wide

strip

Internal drainage shall be to BS

5572 : 1978 and BS5414 all

internal drainage to be by 'Bartol'

or similar approved UPVC high

temperature waste system, 100,

032 & 040mm as necessary

[minimum trap sizes & seal

depths] IE :

depth of seal 075mm

depth of seal 075mm

Lateral restraint provided to

bottom truss chords parallel to

external wall to be of

030x005mm MS straps, carried

over min. 3 no. chords [ with

050x100mm noggins under] at

2000mm centres.

wall construction to be of 300mm

cavity construction outer skin to

be of facing brick as exist. or

similar approved, built at gauge

to ensure horizontal alignment,

90mm cavity with 85mm dritherm

32 full fill cavity batts installed as

work proceeds, inner leaf to be

of 100mm thermalite turbo

blockwork or similar approved.

NOTE. cavity wall insulation to

extend past DPC to top of cavity

fill.

Proposed Section.
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All dimensions are to be checked on site.  This

drawing shall not be scaled to ascertain

dimensions.

19 Ferndene Road, Didsbury,

Manchester M20 4TN

Proposed single storey rear extension.

07.08.20

Mr. James Livesley

300mm thick cavity wall

construction, refer to

specification for details

Flat roof construction

refer to specification

JK Technical Services (NW) Ltd

Tel: 0161 728 5730

Mob: 07741175755

www.jktechservs.co.uk


