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Existing to be removed

KEY

Proposed

Existing

Photo of existing louvred window with ornate metal security bars on 
the canal side elevation

Proposed Window Elevation - Exterior
Scale: 1:252

New slim aluminium single
glazed (min. 6mm)

secondary pane set min.
50mm internally from

existing window to
acoustic requirements and

as per clause L10/580A

Existing original timber
frame to be retained with

single glazing reinstated
within existing frame as

per clause L40

Non-original louvred
window to be carefully

removed

Existing stone sill

Proposed Plan Detail
Scale: 1:101

min. 50mm cavity

CANAL SIDE

B1 UNIT

30

Cross Section Detail
Scale: 1:103

Existing original timber frame to
be retained with single glazing

reinstated within existing frame
as per clause L40

Non-original louvred window to
be carefully removed

Existing stone sill

Existing ornate metal security bars
to be retained and repainted black

as per clause M60.

B1 UNIT CANAL SIDE

min. 50mm cavityNew slim aluminium single glazed
(min. 6mm) secondary pane set

min. 50mm internally from existing
window to acoustic requirements

and as per clause L10/580A

30

New slim aluminium single glazed 
(min. 6mm) secondary pane set min. 
50mm internally from existing 
window to acoustic requirements 
and as per clause L10/580A

Existing original timber frame to be 
retained with single glazing 
reinstated within existing frame as 
per clause L40

Non-original louvred window to be 
carefully removed

Existing stone sill

NOTE

Drawing refers the window 
ref:  W-03, W-05
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