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PROPOSED  CHANGES TO EXTERNAL WALL CLADDING AND
ALTERATIONS TO ILLUMINATED SIGNAGE TO BUILDING
PLANNING STAGE

SITE SCALE DATE

PORCELANOSA c/o David Ball Projects
CLIENT

DRAWING No

FEB 20
REV ID

JOB

DRAWING TITLE

Mobile: 07971 293 182
Fax: (01253) 732347

NO dimensions must be scaled from this drawing.
 This plan & its specifications are copyright. Permission must be obtained from the above address before

Email: Chris@homeplan-designs.com
WEB  WWW.homeplan-designs.com

Tel: (01253) 737724

(incorporating Express Plans)

Architectural,  Planning,  Interior Design, CAD Consultants
49 East Beach, Lytham, Lancs FY8 5EY

***Flood Risk assessment
The floor levels of the proposed extensions and building works will be no lower
than the existing house/premises.
Also note the flood proofing of the proposed development has been considered
by the applicant and  will be incorporated where appropriate

¨ GENERAL NOTES .
 It is the responsibility of the Building Contractor to ensure that the work is carried out in a  safe and satisfactory manner in accordance with the Health & Safety At Work Act 1974,
COSHH Regulations 1988, & where applicable the requirements of the CDM Regulations 1994.
 Drawings are to approximate scale only and are to be read with associated documents.
Contractors MUST check proposals and are to bring any doubts or errors to architectural consultant's attention before proceeding.
NOTE that windows for openings being prepared on site must NOT be ordered by builder/client before they are finished, as the physical finished opening sizes can vary due to brick
coursing,
All builders work must comply entirely with the current Building Regulations. Prior to start of work builder must be aware of any special planning conditions that may have been
imposed by Council Planning Dept check APPROVAL  DOCUMENTS.)
All electrical work required to meet the requirements of part P (electrical safety) will be designed, installed, nspected and tested by a person competent to do so in accordance with
BS 7671.  A copy of the certificate should be forwarded to the council immediately following the completion  of the electrical installation
This plan & its specifications are copyright. Permission must be obtained from the above address before copying or using for any other purpose than it was originally drawn.
NO dimensions must be scaled from this drawing.
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Planning Drawing Only    ( Client must check for building Regulations/specification version, prior to commencement of work.. Tel 01253 737724 )

PORCELANOSA  WATER STREET
MANCHESTER M3 4JU

1:150, 1:100, 1:1, 1:25

REV A  further information added for planners  MAY 20
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delivery
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existing door and glazed
feature removed
matching cladding
whhere infilled

existing escape and
personal entry doors
retained

existing escape and
personal entry doors
retained

extra 52mm (2 x 26mm)  length on
building elevations where new
cladding is fitted

existing canopy
over removed

existing cladding retained on this
elevation

existing cladding
retained on this area

signs over here

sign over here
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TILES  BATHROOMS  KITCHENS  
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PORCELANOSA  Ctra. N-340 / Km 56,2 -12540 Vila-real (Castellón) SPAIN Tel.: (964) 507100 Fax: (964) 536 682  proyectos@porcelanosa.com
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ROT01

PORCELANOSA LOGO

Illuminated sign: LED illumination

TYPE: BLACK&WHITE

H: 130cm

ALL SIGNS WILL BE  ILUMINATED

ALL SIGNS will have BLACK&WHITE faces

LED characteristics:

Illuminance levels (cd/m2): 180 cd/m2
Uniform and static lighting (no blinks)
Led temperature colour: 10000ºK
Illuminance efficency (lm/W): 80-110 lm/W

Turn ON/OFF by photocell and timer

During day - Black finish

During night - White finish

LEFT ELEVATION

FRONT ELEVATION

Illuminated sign: LED illumination

Text font: Futura Bold Condensed BT

TYPE: BLACK &WHITE

H: 85cm.

52

4641

52

vertical sections
thro cladding

horizontal sections
thro cladding

LED strip detail

cladding end
detail with zinc Z
section flashing

coping detail top
of cladding

cladding end
detail with zinc
L or  Z section
flashing

cladding return
detail to window
reveal with zinc
L or  Z section
flashings

zinc flashings to ends

cladding gap

 Luminance levels of the
LED’s is to be  715Lm/m

 Colour of LED strips is to be
7000k

2mm thick powder coated aluminium z flashing between face of
existing cladding and face of new cladding. Depth is as per
difference in levels and leg length
is to be 50mm on each face.

2mm thick powder coated aluminium z flashing between face of existing cladding and
face of new cladding. Depth is as per difference in levels and leg length  is to be 50mm
on each face.

NEW CLADDING

EX CLADDING

A1 0. PROPOSED ground floor 1:150 A2 0. EXISTING ground floor 1:150

C1 MANCHESTER_ROT01-A1_SIGNAGE 1:1

 MANCH UPDATED ELEVS 2 cladding fascia details 1:25

PLANS EXISTING AND  PROPOSED
AND SIGNAGE DETAILS

PLANS

SIGNAGE DETAILS
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