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100 x 300 RHS to S/E details

100 x 150 RHS head-rail to S/E details 
Refer to separate drawing for additional steel framing 
required for vehicular and pedestrian access gates

De-mountable Bracket with suitable fixing for structure all to 
Genius Facades Details and Specification

Panel fixings and rails all to specialist design
Shown in accordance with Genius Facades detail 
GF-Unitised-D-02 

Reduced depth posts to sit infront of cantilever balcony  
Drawn indicatively as 100 x 150 SHS to meet front face of 
head rail.  Can be reduced in depth if structurally viable and 
subject to specialist connection detail back to head rail in 
order to increase tolerance between post and balcony
- to S/E details

Perforated panels welded to box section - panel thickness 
and box section to specialist sub-contractor design to suit 
wind loading, use and impact loadings.

Refer to detail elevation for perforation pattern

Finishes to be a equal combination 3no. Anodised Aluminium 
Natural:

- UnAtex 2001 Matte
- UnAtex 2002 Brushed
- UnAtex 2003 Polished

Frame Mounted Panel Plan Detail
1:5 @A1

Fixed Panel Plan Detail
1:5 @A1

Panel fixed directly into structure to specialist detail
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Perforated Panel Elevation
nts @A1

NOTE:
Refer to separate detail for pedestrian entrance perforation layout
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26 Old Haymarket
Liverpool
L1 6ER

X1 The Plaza

X1 Developments
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East Gates Details

21.11.2016

as shown @A1

1141-C211 E

X1 The Plaza

NOTES:

DO NOT SCALE FROM THIS DRAWING.

COPYRIGHT OF THIS DRAWING BELONGS SOLELY TO DK-ARCHITECTS. 

ALL DIMENSIONS AND LEVELS SHOWN ON THIS DRAWING ARE TO BE CHECKED 
BY THE CONTRACTOR AND ANY DISCREPENCIES MUST BE REPORTED TO THE 
ARCHITECT PRIOR TO THE COMMENCMENT OF ANY WORK ON SITE.

PLANNING

D 01.05.2018 Updated to incorporate full height gates to both ends of the site
over the gas main in line with comments from Cadent Gas.

Updated to include As-Built site conditions, S/E details and Panel 
manufacturer’s details.  Updated to reflect materials and 
perforations as discussed with planning.

E 29.04.2020
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Finished Site Levels to be 
confirmed by Site Team prior 
to confirming final panel sizes

Finished Site Levels to be 
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100 x 300 RHS to S/E details

100 x 150 RHS head-rail to S/E 
details 
Refer to separate drawing for 
additional steel framing required for 
vehicular and pedestrian access 
gates

De-mountable Bracket with suitable 
fixing for structure all to Genius 
Facades (or other specialist 
Sub-Contractor) Details and 
Specification

Panel fixings and rails all to specialist 
design
Shown in accordance with Genius 
Facades detail GF-Unitised-D-02 

Assumed 100 x 150 RHS to sit to the 
front of cantilever balconies to take 
panels - refer to plan detail for further 
information
Posts to be fixed to the front of the 
head rail 
- to S/E details

Perforated panels welded to box 
section - panel thickness and box 
section to specialist sub-contractor 
design to suit wind loading, use and 
impact loadings.

Refer to detail elevation for 
perforation pattern

Finishes to be a equal combination 
3no. Anodised Aluminium Natural:

- UnAtex 2001 Matte
- UnAtex 2002 Brushed
- UnAtex 2003 Polished

Foundation and base fixings to S/E 
details

Section D-D
1:25 @A1

Section E-E
1:25 @A1
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