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This document has been prepared for the titied project (or named part thereof) and should not be relied upon or used for any other project
without an independent check being carried out as to its suitability and prior written authorisation being obtained from Carley Daines &
Partners. Carley Daines & Partners accepts no responsibility or liability for the consequences of the use of this document, wholly or in
part, for any other purpose than for which it was commissioned. Any persons so using or relying upon this document for such other
purpose do so at their own risk.

This report was prepared for the sole use of the Client and shall not be relied upon or transferred to any other party without the express
written authorisation of Carley Daines & partners. It may contain material subject to license; unauthorised copying of this report will be in
breach of copyright/license.

The findings and opinions provided in this document are given in good faith and are subject to the limitations imposed by employing site
assessment methods and techniques, appropriate to the time of investigation and within the limitations and constraints defined within this
document. The findings and opinions are relevant to the dates when the assessment was undertaken but should not be necessarily relied
upon to represent conditions at a substantially later date.

The findings and opinions in this report are based on information obtained from a variety of sources as detailed and which Carley Daines
& Partners assumes to be reliable but has not been independently confirmed. Therefore, Carley Daines & Partners cannot and does not
guarantee the authenticity of reliability of third-party information it has relied upon.

Where opinions expressed in this report are based on current available guidelines and legislation, no liability can be accepted by Carley
Daines & Partners for the effects of any future changes to such guidelines and legislation.

The limitations of liability of Carley Daines & Partners for the contents of this document have been agreed with the Client, as set out in the
terms and conditions of offer and related contract documentation.
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1.0

2.0

3.0

INTRODUCTION
This report has been prepared in response to Planning Condition 5 of Manchester City Council

planning reference: 20 Dorris Street, Manchester, M19 2TP - 124902/FO/2019.

The site is located at the end of Dorris Street in Manchester, at approximate National Grid

Reference 387820,393540 and at post code M19 2TP.

The surrounding area is predominantly residential, with allotments located towards the east.

PROPOSED DEVELOPMENT
Preliminary plans that have been made available to us indicate that the site has the potential
to be redeveloped with four dwellings, an associated access road, drainage, and parking

infrastructure.
PHASE 1 / 2 SITE INVESTIGATIONS
Separate Phase 1 and Phase 2 investigations have been undertaken by Messrs Carley Daines

and Partners Ltd. The Phase 2 investigation is dated 21 June 2019.

This indicates that the site has an area of approximately 0.14 hectares and is irregular in plan

area.

The site exists at an elevation of approximately 64m AOD.

The site is presently occupied by four bungalows.

The site is located primarily in an area of residential development, mainly terraced housing.

The risk of mining is low.
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4.0

The Phase 2 Ground Investigation was based on 2 boreholes to a maximum depth of 3.5m and

2 trial pits to a depth of 1.0m.

The report recommended that no further gas monitoring be undertaken.

REVIEW OF CONTAMINATION RESULTS

Testing was carried out on soil samples selected from trail pits and window sample holes.

Tests were undertaken for the following contaminants:

Heavy metals/metals
- PAH (USEPA16)
- Asbestos

- TPH

The report indicated that there are elevated concentrations of contaminants present on the
site, specifically Benzo(a)Anthracene, Indeno(123-cd) Pyrene, Benzo(a)Pyrene,
Dibenzo(a)Anthracene, Chrysene, Benzo (b/k) Flouranthene and Naphthalene. Also, elevated
levels of Arsenic and Lead were reported. These elevated figures were found in specifically 1

borehole (BH2) and 1 trialhole (TPA)

These are considered a potential risk to human health. The report recommended that the
made ground local to Borehole 2 and Trial pit A is removed and disposed of accordingly,

subject to its delineation through further on-site testing.

The report also noted the potential for differing levels of contamination exists on site away
from sample positions and therefore a watching brief should be maintained to record any

unexpected or obviously elevated levels of additional contamination.
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5.0

REMEDIATION STRATEGY

IN-GROUND CONTAMINATION

Following a review of the Phase 2 Site Investigation, and comparison with published sources,
it is our opinion that the identified elevated levels of soil contamination are sufficient to pose

a threat to future health but cannot be considered to be at very high or dangerous levels.

Generally, it is widely accepted that there is a significant factor of safety built into maximum
soil contamination levels, and the recorded levels are typically elevated above safe levels,

rather than being many orders of magnitude greater.

In this respect, we would concur with the findings of the Phase 2 Investigation that
contaminated material may be safely left on site, providing the end user is protected by a

suitable clean capping layer.

As also proposed within the report, we would recommend that the area of ground in the
vicinity of Trial Pit A and Borehole 4 is tested during site works and the elevated levels of

contamination de-lineated for off site removal.

Otherwise we would recommend that a capping layer to soft landscaped areas should be
introduced. Typically, this should be 600mm thick and can be regarded as a default
remediation strategy, capable of remediating levels of contamination much higher than those

identified.

We would recommend that the capping layer should consist of:
- An upper layer of 150mm of clean inert topsoil

- A lower layer of 450mm of clean inert subsoil

However, it is important that a “watching brief” is maintained during the course of the
groundworks. This is to identify and investigate any unexpected/unforeseen contamination

that might arise or be identified.
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6.0

7.0

The watching brief should be undertaken by this firm or other suitably qualified equivalent
professional firm. In the event that contamination is identified or suspected, notification

should be by the contractor’s on-site personnel as soon as possible.

GROUND GASES

Ground gas monitoring is not considered to be required on this particular site.

VALIDATION

Validation will be required on completion. In order to ensure that all elements of this
Remediation Statement are properly implemented, a final Validation Report will be prepared
by Carley Daines and Partners Ltd. or other appropriately qualified consultant, confirming that

the remedial works have been completed.

The validation report will confirm the following:

- Confirmation that the proposed clean cover materials are suitable for the
proposed end use. This will be undertaken by recovery of representative soil
samples after importation for testing.

- A testing regime on imported material will be carried out, including testing
one sample per 50m?of imposed material (from a brownfield source) and one
sample per 200m3 of imported material (from a greenfield source). A
minimum of 3 such samples will be carried out for materials from differing
types and from different sources.

- Depths of imported material will be verified by photographs on a plot by plot
basis.

- Any material removed from site must have appropriate waste transfer

documentation to confirm appropriate removal and disposal.
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A summary of actions is listed in the table hereunder:
Summary of Action

Action

Person Responsible

Site Management procedures to protect site
neighbours, environment and amenity during works,
including a) Health & Safety plans and procedures
b)Dust, noise & odour suppression/controls,
including monitoring protocols

c)Control of surface water runoff

d)Site Waste Management Plan (SWMP)

Main Contractor

Assessment of ground conditions if unanticipated or
obviously very high levels of contamination are
uncovered, plus appropriate additional testing of such
material.

Main Contractor
CD&P
NHBC
Building Control

Method Statement indicating the procedure for
removal of potentially contaminated material, and
placement of clean cover throughout all areas of soft
landscaping within the development

Main Contractor

Provide suitable protection to site utilities in
accordance with the requirements of the service
provider

Main
Contractor/Engineering
consultant

Witness/verify the placement of correct thickness of

clean cover materials in accordance with the Sub Soil | CD&P Ltd.
Surveys Ltd methodology

Laboratory testlng to confirm the suitability of the CD&P Ltd
clean cover materials post placement

Completion of post-site works Final Validation Report | CD&P Ltd

SIGNED

N/
'\\JJ A
W

DAVID MIDDLETON
CARLEY DAINES AND PARTNERS LIMITED
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APPENDIX 1

SITE LAYOUT
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