
g's 0.4 - 1.1

52 No.PLU

4 No.Gli

3 No. VtEP

3 No.PRR

2 No.PRR

2 No.PRR

2 No.Gli

2 No.Gli

3 No.CHT

3 No.HAG

3 No.CAP

3 No.HMW

3 No.HAG

3 No.CHT

4 No.CAP

6 No.HMW

4 No.COE

6 No.ScKG

8 No.MAP

1 No.LIQSTLR

6 No.PLU

13 No.PLU

13 No.PLU

13 No.PLU

19 No.PLU

1 No.BP

1 No. AmRH

1 No. AmRH

KEY

TREE PLANTING

ORNAMENTAL

PLANTING BED

GRASS

EXISTING TREES

PROPOSED HEDGES

SMALL ORNAMENTAL

TREES

EXISTING TREE TO BE

REMOVED. REFER TO

TREE REPORT.

Total :64 No.

4 -10L40-60cmCarex oshimensis 'Evergold'COE

9 -10L40-60cmHebe 'Mrs Winder'HMW

7 -10L40-60cmChoisya 'Aztec Pearl'CAP

6 -10L40-60cmHebe 'Autumn Glory'HAG

6 -10L40-60cmChoisya ternataCHT

7 -10L60-80cmPhotinia x fraseri 'Red Robin'PRR

3 -10L60-80cmViburnum tinus 'Eve Price'VtEP

8 -10L60-80cmGriselinia littoralisGli

6 -5LSkimmia confusa 'Kew Green'ScKG

8 -3L30-40cmMahonia aquifolium 'Apollo'MAP

Number of PlantsPot SizeHeightSpecificationSpeciesAbbreviation

Shrubs

Total :116 No.

116 -4/m5L60-80cmDouble staggered rowPrunus lusitanicaPLU

Number of PlantsDensityPot SizeGirthHeightSpecificationSpeciesAbbreviation

Hedges

Total :4 No.

1 -RBHeavy Standard: 3x12-14cm350-425cmLiquidambar styraciflua 'Lane Roberts'LIQSTLR

1 -RBHeavy Standard: 3x12-14cm350-425cmBetula pendulaBP

2 -RBExtra Heavy Standard: 3x  :Height 4.25-6M  :Clear Stem min. 200cm  :Full crown14-16cm425-600cmAmelanchier arborea 'Robin Hill'AmRH
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Compost for planting pits

Compost shall be a proprietary product, bark based incorporating fertilisers  and

improving additives. The type of compost shall be approved before its delivery on

site, and the details of the product shall be supplied. Cambark planting compost is

approved. Where directed compost shall be added to and mixed with topsoil

backfill at the following rates:

Feathered trees - 40  litres

Selected standards - 60 litres

Heavy standards/Extra heavy standards  - 80 litres

Stakes for trees

Stakes shall be peeled round softwood, pointed, minimum diameter 75mm. The

stakes shall be driven into the base of the tree pit prior to placing the tree and

backfilling.

Stakes shall in general have a clear height above the finished ground level as

follows unless directed otherwise:

Feathered trees - 750mm (one tie)

Selected standards - 900mm (2 stakes, one tie each)

Heavy standards/Extra heavy standards  - 1200mm (2 stakes, one tie each)

The stake shall be long enough to drive until they hold the tree firmly without

rocking.

Tree ties

Ties for bareroot trees, shall be approved rubber nail-on type with cushioned

spacer such as Toms, or other equal and approved. Nails shall be flat headed

galvanised and shall hold the ties securely into the stake. Ties shall not be over

tight on the tree stems. Ties available from J Toms Limited, Wheeler Street,

Headcorn, Ashford, Kent, TN27 9SH.

Feathered Type - 04 (one tie)

Select standards - Type L1 (one tie per stake)

Heavy standards/Extra heavy standards - Type L3 (one tie per stake)

Ties for rootball and container grown trees shall be 50mm rubber tree belts in a

figure of eight around the tree. Fixed to the stake with two flat head galvanised

nails.

Feathered - one belt

Select standards Type - two belts

Heavy standards/Extra heavy standards - two belts

Planting of trees

Heavy Standard (HS) and Extra Heavy Standard (EHS) trees to be minimum 1.8 -

2m clear stems.

The tree shall be set upright and at the same depth as grown in the nursery, the

roots shall be spread out (bareroot) and the suoil followed by compost topsoil

mixture, backfilled. Backfilling should be done to ensure close contact between

roots and by firming in layers (bareroot). The soil shall be left level and tidy, any

subsoil clods, bricks or stones over 50mm arising, collected and carted off site.

Mulching

A 75mm compacted layer of medium grade pulverised bark, with a particle size of

not more than 100mm and containing no more than 10% fines, shall be spread to

form a continuous layer covering the whole of the bed, or in the case of standard

trees within grass shall be in the form of a circle of 600mm diameter around the

base of the tree. Whips and transplants shall be mulched in the form of a 300mm

diameter circle around the base of the tree. Where trees are planted within grass

a circular hemp mulch mat is required beneath the layer of mulch at the diameters

stated above, secured with fixing pegs. The tree pit surface shall be as big as

possible.

TURFING

Soil preparation and cultivation

All areas to be turfed shall be cultivated to a depth of at least 100mm, all weeds,

stones and refuse larger than 50mm shall be removed to Contractor's tip, and

shall be brought to a fine tilth. Allow for hand cultivation where machine work is

not possible.

Turf

Turf shall be extra-quality meadow turf and shall comply to BS 3969: 1998 +A1:

2013 and shall  be laid in accordance with BS 4428: 1998, section 6, Turfing. The

Contractor shall supply a sample of the turf he proposed to use for approval of the

Landscape Architect and shall ensure that all turves are similar to the approved

sample. The Contractor shall inform the Landscape Architect of the location of the

supply, so that turf can be inspected prior to lifting.

PROTECTION TO EXISTING TREES

The recommendations in BS 5837: 2012, Trees in Relation to Design,

Demolition & Construction must be complied with at all times.

No pruning, lopping, felling or severance of roots is to take place without prior

consent of the local authority.

Any work to the existing trees is to be carried out by a qualified tree surgeon.

The position and construction of protective fencing shall be agreed with the

local authority prior to any site works commencing.

Under no circumstances must any materials be stored under the canopy of

existing trees, and no cement, diesel or oil stored near them.

No vehicles should pass under the canopy of existing trees.

No fires should be lit in close proximity to existing trees.

No ropes, cables, services or notice boards shall be fixed to existing trees.

Under no circumstances should the levels around existing trees be either

raised or reduced.

Scaffolding may only be erected within protected areas if it is done so in

accordance with BS 5837.

Any excavations under existing tree canopy spreads shall be done by hand.

MAINTENANCE

All maintenance to be carried out up to handover to the adopting authority/

householder from the date of planting and turfing to ensure successful

establishment. All dead, diseased, damaged plants must be replaced during

this time unless the local Planning Authority states, in writing, any variation to

this.

Weeding

All beds to be kept weed free by hand weeding. Beds to be forked over as

necessary to keep soil loose to approved cambers with no hollows.

Pruning

At appropriate time, prune plants to remove dead, dying or diseased wood and

suckers to promote healthy growth and natural shape.

Watering

The Contractor shall ensure that sufficient water is applied to maintain healthy

growth.

Litter

Site to be kept free of litter.

Grass cutting

The initial cut shall be carried out when first growth is apparent, blades set

20mm above ground. The Contractor shall continue cutting at appropriate

intervals during the growing season and maintain 40mm high sward until grass

areas are handed over. Watering, weeding, cutting, repair of all erosion and

settlement and re-seeding as necessary to establish a uniform and healthy

stand of grass shall continue until handover to the householder.

Planting

All plant material shall generally be planted between November and March in

open cool weather. Planting shall not take place in frosty, snowy or

waterlogged conditions. Where approved, pot or container grown plants may

be planted outside the described season, but adequate watering shall be

supplied. Torn or damaged roots and branches shall be cleanly pruned prior to

planting.

Planting of whips, transplants and shrubs

The nature of the material to be planted is variable and the contractor shall

allow for planting to be properly carried out in all cases as described in BS

4428: 1989 section 7 Amenity tree planting, section 8 Woodland planting and

section 9 Planting of shrubs, herbaceous and bulbs. All plants shall be planted

at same depth, or very slightly deeper, as they were grown. Roots shall not be

bent, broken or forced into inadequate pits or notches. Plants shall be upright,

firmed in and wind resistant, with no air pockets around roots. All pots and root

wrappings shall be carefully removed prior to planting. All pots and wrappings

arising shall immediately be picked up and stored ready for removal to tip.

Plants shall be planted at the specified centres. On steep slopes this shall be in

the horizontal measure.

Tree planting within soft landscape areas

Trees shall conform to BS: 3936-1: 1992 and be planted in tree pits of the

following sizes unless directed otherwise:

Feathered trees - 900 x 900 x 450

Selected standards - 1000 x 1000 x 600

Heavy standards/Extra heavy standards - 1200 x 1200 x 600

Excavated subsoil or stone shall be carted off site to tip. The bottom 250mm of

the pit shall be dug and broken up. The bottom of the pit shall be backfilled with

subsoil (site or imported) to comply with BS 8601: 2013. The top 300mm of the

pit shall be backfilled with imported topsoil as specified unless directed

otherwise.
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