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> ’ // A = ——5 EXISTING KERBS RETAINED AND
e — , ’ RESET AS REQUIRED TO SUIT
EXISTING KERBS RETAINED AND NEW 2m WIDE NEW FOOTWAY CONSTRUCTION
RESET AS REQUIRED TO SUIT NEW TRANSITION KERBS FOOTWAY
NEW FOOTWAY CONSTRUCTION INDICATED THUS CONSTRUCTION
NEW FLUSH EDGING NEW FLUSH KERBS INDICATED THUS
INDICATED THUS INDICATED THUS EXISTING TELEGRAPH IBII\IED\/lvciLTlé%HTﬁRBS
POLE TO BE RELOCATED S
AS SHOWN ALTERNATIVELY EXISTING
KERBS TO BE TAKEN UP AND
RE-INSTALLED TO SUIT NEW
CROSSING LOCATIONS
KERB FACE TO BE:- —— 125mm KERB FACE
125x150 BULLNOSE PC KERB LAID ™ Omm TO 6mm AT PEDESTRIAN CROSSING POINTS, 125x255 HALF BATTER OR BULLNOSE PC KERB LAID
ON 25mm MORTAR BEDDING CAN 25mm AT VEHICULAR CROSSING POINTS N m&m EAISBRTLA/L?I DBE?RDE|N$L?(ANNBFERDE|SSE$EE%
e e e S S g et o Gy sy e e S i o i e s iyt e s o e oD T T FERSS AID RESURFACE CHANNEL STRIP 300rmm [ @ ] [/D_’— Nt e i o T ONFRES > — RESURFACE CHANNEL STRIP
WIDE AS REQUIRED = = 300mm WIDE AS REQUIRED
CONCRETE FOUNDATION l NN £ mm
NOTES: = CARRIASEIAY SURFACE COURSE - 20mm THICK DENSE . 2
= — FORMATION LEVEL OR SUITABLE - 20mm —
TO BE READ IN CONJUNCTION WITH DETAIL CH UpaTANy E LAYER IN CARRIAGEWAY SC WITH 6mm NOMINAL SIZED FORMATION LEVEL OR SUITABLE
2 S FORMATION AGGREGATE TO BS 4987 PART 1 (NO \ \ — LAYER IN CARRIAGEWAY FORMATION
SURFACE COURSE 4 LIMESTONE AGGREGATE) 12mm DIA' MILD STEEL DOWEL BARS MINI e
1. CLAUSE NUMBERS QUOTED REFER TO DEPARTMENT OF TRANSPORT SPECIFICATION FOR BINDER COURSE 12mm DIA' MILD STEEL DOWE{—BARS\ %, LENGTH 100mm AT 900mm MAXIMUM SPACIINE sor ) 77
HIGHWAY WORKS, AMENDED AS APPROPRIATE. BASE MINIMUM LENGTH 100mm AT 900mm — | 5 BASE COURSE - 50mm THICK DENSE BC —— 50x50 MIN. REBATE IN CONCRETE. (THIS DETAIL \\ﬂ I
£ MAXIMUM SPACING OR 50x50; CAN BE DISPENSED WITH IF BACKING IS LAID Cell
WITH 20mm NOMINAL SIZED AGGREGATE s
2. SURFACE COURSE HOT ROLLED ASPHALT SHALL COMPLY WITH CLAUSE 911 OR E 7 REBATE IN CONGRETE. (THIS 4 Z 10 DIRECTLY ON FRESHLY LAID CONCRETE e 2242
ASPHALT CONCRETE SHALL COMPLY TO CLAUSE 912, THIN SURFACE COURSE SYSTEMS RO | BACKING ISLADDIRECTLYON 3 RPN CLAUSE 906. B g e
SHALL COMPLY WITH CL 942 HSTL NS FRESHLY LAID CONCRETE e u :
FOUNDATION) SUB-BASE - 150mm GRANULAR SUB-BASE——
\ MATERIAL TYPE 1 TO CLAUSE 803 \
3. CHIPPINGS SHALL COMPLY WITH CLAUSE 915 AND PLACED TO GIVE A TEXTURE DEPTH 575mm 275 OVERBREAK SEE NOTE 7 gm{ ggEﬁFDzETE BED AND 275 OVERBREAK SEE NOTE 7
IN ACCORDANCE WITH CLAUSE 921.2 ST4 CONCRETE BED AND
CAPPING LAYER SURROUND TYPICAL FOOTWAY CONSTRUCTION
4. BINDER COURSE HOT ROLLED ASPHALT SHALL COMPLY WITH CLAUSE 905 OR 943 OR ASPHALT TYPICAL DROP KERB DETAIL TYPICAL KERB DETAIL
CONCRETE TO CLAUSE 906 OR 929
5a. BASE ASPHALT CONCRETE
TO CLAUSE 906 OR 929 . NOTES:
5b. BASE GRADE ST4 CONCRETE SHALL BE PLACED WHERE NEW CONSTRUCTION NOTES: T o 1. FOR ALL RELEVANT NOTES SEE STANDARD DETAIL C2
=398@Q 83
IS LESS THAN 1.5 METRE WIDE §8iS | 5 2. FOR THICKNESS OF MATERIALS SEE CONTRACT DRAWINGS AND/OR BILL OF QUANTITIES
1. FOR LAYER THICKNESSES SEE APFENDIX 7/1 £ §§ < jZ> 3. ALL CONCRETE TO BE CLAUSE 1001 TABLE 10/1
6a. SUB BASE IN AREAS WHERE NEW CONSTRUCTION IS OVER 1.5 METRE WIDE GRANULAR 2. SURFACE COURSE SHALL BE A LAYER OF ASPHALT CONCRETE TO COMPLY WITH CLAUSE 912, HRA TO 220 | 20
TYPE 1 MATERIAL SHALL BE USED AND SHALL COMPLY WITH CLAUSE 803 COMPLY WITH CLAUSE 911 OR CLAUSE 943 THIN SURFACE COURSE TO COMPLY WITH CL 942 OR AS rgsd | 2z
SPECIFIED IN APPENDIX 7/1 5229 2 o ASPHALT CONCRETE BASE CAN BE ST4 CONCRETE
98 © - FOR AREAS LESS THAN 1.0m WIDE e NOTE.
6b. SUB BASE IN AREAS WHERE NEW CONSTRUCTION IS LESS THAN 1.5 METRE 3. BINDER COURSE SHALL BE A LAYER OF ASPHALT CONCRETE TO COMPLY WITH CLAUSE 906 OR 929 i m s I\EEULALBTLli CFSEEcggESA%EB g%véé\éé
OR HRA TO COMPLY WITH CLAUSE 905 OR 943 OR AS SPECIFIED IN APPENDIX 7/1
WIDE, GRADE ST1 CONCRETE SHALL BE USED OR AS SPECIFIED IN APPENDIX 7/1 ASPHALT CONGRETE BASE F FILTERDRAIN 15 200 - _ WITH THE ENGINEER
4a.BASE SHALL BE A LAYER OF ASPHALT CONCRETE TO COMPLY WITH CLAUSE 906 OR 929 OR > - REGULATING COURSE USED SEE DETAIL D9  [5£ \\\ SUB.5
7. TACK COAT BITUMEN EMULSION SHALL BE APPLIED TO ALL EXISTING SURFACING CONCRETE AS SPECIFIED IN APPENDIX 7/1 »H 2| ASPHALT CONCRETE OR HRA OR CAN BE ST2 CONCRETE ASHPALT CONGRETE 200 < A —F
PRIOR TO OVERLAYING WITH BITUMINOUS OR ASPHALTIC MATERIALS AND SHALL 4b.MATERIAL LAID IN MULTIPLE LAYERS WHERE DEPTH EXCEEDS THE NORM. AS AGREED WITH THE Z g E SURFACE COURSE ASPHALT CONCRETE SURFACE COURSE — L
COMPLY WITH CLAUSE 920 AND/OR AS STATED IN APPENDIX 7 ENGINEER o . OR H.R A BASE REGULATING ASPHALT CONCRETE OR 100
5. SUB BASE CAN BE A LAYER OF TYPE 1 GRANULAR TO CLAUSE 803 OR CONCRETE GRADE ST1 TO HE o8 COURSE H.R-ABINDER COURSE .
8. EDGE BEAM CONCRETE SHALL BE GRADE C30. SHALL BE SHUTTERED ALONG ITS FREE TABLE 10/1 CLAUSE 1001 OR AS SPECIFIED IN APPENDIX 7/1 - THICKNESS SHALL BE AGREED WITH THE 2|7 32 300mm x 300mm R Low cBR VALUES KEY:
———— ’ ENGINEER . 8 GRADE C30 KEY:
EDGE, SHALL BE COMPACTED TO THE SATISFACTION OF THE ENGINEER AND HAVE a2 5 § CONCRETE EDGE 600 CAPPING/SUB-BASE DESIGN
A 75mm FALL ACROSS THE TOP SURFACE TO FACILITATE THE OVERLAPPING OF 6. BITUMINOUS MATERIALS SHALL BE LAID IN ACCORDANGE WITH BS 594987 - @ BEAM (PROVISIONAL) -
SUBSEQUENT CONSTRUCTION LAYERS z TYPE 1 SUB-BASE 500 [ | SUB-BASE ONLY DESIGN FOR
' 7. CAPPING LAYER SHALL BE CLASS 6F MATERIAL TO CLAUSE 613. IF REQUIRED, THICKNESS SHALL BE . OR ST1 CONCRETE — | v FLEXIBLE AND FLEXIBLE
AGREED WITH THE ENGINEER DEPENDENT ON CBR VALUE OF THE SUBGRADE - A MINIMUM OF 350mm |3 3 S COMPOSITE PAVEMENTS,
SHALL BE USED 3 4 , % 400 5 CAPPING NOT REQUIRED
9. SHAPING OF CARRIAGEWAY MUST BE ALLOWED FOR IN THE CONTRACTORS RATES _ "L ~ ‘% ol 005 | b
8. WHERE SITE CONDITIONS DO NOT PERMIT ADEQUATE ROLLING OF THE CAPPING SUB-BASE AND BASE | : 2 2 : ot mm ] 300
UP TO A MAXIMUM OF 25mm PER TRAFFIC LANE. LAYERS, THEN THESE LAYERS SHALL BE REPLACED WITH CONCRETE TO CLAUSE 1001 TABLE 10/1 AS n: : y |¥ 73mm = N & C
DIRECTED BY THE ENGINEER = o F ] J\ f",aa, 100mm o g 200 =
10. ALL CONCRETE SHALL COMPLY WITH CLAUSE 1001 TABLE 10/1 =3 £ g FILLET IN ST1 CONGRETE e si By VN 2 & | 5
: £ & Q B ST SRR el |2 [
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NOTES:

NOTES

DO NOT SCALE FROM THIS DRAWING.

NO DEVIATION FROM THE DETAILS SHOWN ON THIS DRAWING IS ALLOWED

WITHOUT PRIOR PERMISSION IN WRITING.

ALL DRAWINGS ARE TO BE READ IN CONJUNCTION WITH ALL ARCHITECTS,
ENGINEERS AND SPECIALISTS DRAWINGS AND THE SPECIFICATION.

THE CONTRACTOR SHALL INCORPORATE ALL THE REQUIREMENTS OF THE

PRE-TENDER STAGE HEALTH AND SAFETY PLAN.

CONCRETE BEDDING AND BACKING SHALL BE TYPE ST4 TO CLAUSE 2602 TABLE 26/1.

KERBS SHALL COMPLY WITH BS EN 1340.

CEMENT SHALL BE ORDINARY PORTLAND CEMENT TO BS EN 197-1.

JOINTS TO KERBS SHALL BE POINTED WITH CLASS (iii) MORTAR TO CLAUSE 2404.

CUT LENGTHS OF KERBS ARE TO BE CUT USING A DISC CUTTER MIN. LENGTH 450mm.

IN THE CASE OF NEW CARRIAGEWAY CONSTRUCTION THE SUB BASE LAYER IS EXTENDED 300mm
BEYOND THE BACK OF KERB FOUNDATION THE CONTRACTOR SHALL ALLOW FOR FILLING IN BETWEEN
THE ROAD SUB BASE AND THE FOOTWAY FORMATION WITH SUB BASE MATERIAL.

KERBS LAID IN EXISTING CARRIAGEWAY FORMATION, TO INCLUDE INFILL OF OVERBREAK IN
FRONT OF KERB WITH CONCRETE TYPE ST.1 TO BINDER COURSE FINISH LEVEL.
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150mm x 50mm PRECAST = L MATERIALS VARY FOR FOOTWAY
CONCRETE EDGING SQUARE. — &5 SURFACE. COURSE DEPTH TO
TOP OR BULL NOSE ; £ CONCRETE WILL VARY WITH

Esg MATERIALS

|

LKL 2@

SRR ‘ZL —— £ SURFACE COURSE
LANDSCAPE OR OTHER 00 | | 100 BINDER COURSE
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