Top course of chimney
rebuilt new lead flashing
and repointed
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=— New lead saddle

Existing slates reused and relaid

Overhaul box gutter

—+— Existing brickwork
to be retained

Existing front door retained and — Existing doors
overhauled to receive minor @ @ and windows to
timber repairs. New brass — be retained
knobs and ironmongery where
necessary ‘
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Minor repairs to =Sy Ornate cast iron grill
stone surround ‘
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Front Elevation as Proposed
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New lead saddle —»

Top course of chimney
rebuilt new lead flashing

|

Top course of chimney
rebuilt new lead flashing
and repointed

—=——— New lead saddle

Existing slates reused and relaid

and repointed

Heritage new semicircular cast iron gutter —= =

Heritage new cast iron pipes

~

Heritage new semicircular cast iron gutter

Clean off white paint and make
good pointing

~

* New conservation, -

~.rooflight. .
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New conservation rooflight to
staircase. Details to be
forwarded once scafolding is
in place and inspection
possible

—4<—— Carefully remove existing slates and set

aside for reuse. Allow for importing 30%
blue best slates size to match existing.
Check rafters for rot and make necesary
repairs as instructed by architect.

Relay one layer of TLX gold insulated vapour

barrier and supply and install new TSW
battens sized to suit (match existing

centers) and rely slate using copper nails.

Existing slates reused and relaid

Perished bricks removed
and repointed

Existing slates reused and relaid

———— New semicircular cast iron gutter

~a————— Allow for rebuilding

Rear Elevation as Proposed
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- ) — '% // /‘//‘//\///Z%i Rebuild vaulted cellar

[ Ornate cast iron grill

li Vaulted cellar

DO NOT SCALE FROM THIS DRAWING
ALL DIMENSIONS MUST BE CHECKED ON SITE BY CONTRACTOR PRIOR TO
CONSTRUCTION
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Allow for repointing outrigger:

Rake out mortar joints to a clear depth between 25mm maximum or
twice the width of the original joint. The old mortar is to be left with a
square face and the arises to be dressed to remove any water traps.
Clean out the joint by flushing with clean water, while damp fill joint
with St Astier NHL 3.5 hydraulic lime: sand mortar 1:3 mix. The mortar is
to be thoroughly compacted and ironed in with a pointing iron after the
initial set has taken place, the mortar face is to be tapped with a churn
brush to expose the aggregate and compacting the joints.
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B 08/11/19 LT Clarification on evidence of C20 windows
being non-heritage

A 29/07/19 |VS Scale bar added

Rev Date Int Description
RIBA H¥

bt p Chartered Practice

ARCHITECTS

Client:

Nilesh Bhatt

Project:

13 St John Street,
Manchester

Description:

Proposed Elevation Plans

Purpose of Issue:

Planning

Drawn By: Checked By: Date: Scale @ A2:
HP VS 29/07/19

Job No: Status Code: Drawing No: Rev:
3521 S2 215 B

File Identifier:

SJ-BTP-00-E-DR-A-3521_215

Elizabeth House, 486 Didsbury Road, Heaton Mersey, Stockport, SK4 3BS
t0161 443 1221 e info@bernardtaylor.co.uk w www.btparchitects.co.uk




	Sheets
	215 - Proposed Elevation Plans


