
NOTES:
1. DO NOT SCALE FROM THIS DRAWING. ALWAYS WORK TO NOTED DIMENSIONS.
2. ALL SETTING OUT, LEVELS AND DIMENSIONS TO BE CHECKED ON SITE PRIOR TO THE 

INSTALLATION OF MATERIALS AND ANY DISCREPANCIES ARE TO BE BROUGHT TO THE 
ATTENTION OF THE CONTRACT ADMINISTRATOR IMMEDIATELY.

3. THIS DRAWING MUST BE READ WITH THE RELEVANT SPECIFICATION DOCUMENTS AND 
DETAIL DRAWINGS. ANY DISCREPANCIES MUST BROUGHT TO THE ATTENTION OF THE 
CONTRACT ADMINISTRATOR IMMEDIATELY.

4. THIS DRAWING IS COPYRIGHT PROTECTED AND MAY NOT BE REPRODUCED IN WHOLE 
OR PART WITHOUT WRITTEN AUTHORITY.

5. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS OTHERWISE STATED.
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LOCATION PLAN

TREE IRRIGATION / 
AERATION SYSTEM

PIN GRANITE KERB IN CONCRETE HAUNCH

ACTIVE DRAINAGE - 125MM DIA FLEXIBLE PERFORATED PIPE

900mm

50MM BARK MULCH TO PLANTING AREAS

450MM MINIMUM LIGHT WEIGHT  TOPSOIL 
TO PLANTING AREAS

UNDER-GROUND GUYING ANCHOR SYSTEM

PLEACHED TREE

BUILDING ENVELOPE TO FCH ARCHITECT'S DETAILS

WATERPROOFING TO ARCHITECT"S DETAIL

500mm GRAVEL MAINTENANCE STRIP

BASE TO ENGINEER'S SPECIFICATION

NATURAL STONE PAVING 

RIGID MORTAR BED TO ENGINEER'S SPECIFICATION

EXISTING SUBASE

BASE TO ENGINEER'S SPECIFICATION

   100 mmCLEAN STONE

BASE TO ENGINEER'S SPECIFICATION

NATURAL STONE PAVING 

RIGID MORTAR BED TO ENGINEER'S SPECIFICATION

SLOT DRAIN

BLOCK PAVING SOLDIER COURSE TO PERIMETER OF LAWN

50MM BARK MULCH TO PLANTING AREAS

STEEL PLANTER FIXED TO CONCRETE FOUNDATION

ORNAMENTAL PLANTNG

100mm CLEAN STONE

GEOTEXILE MENBRANE

WATERPROFING LAYER

 LIGHT WEIGHT OPSOIL

EXISTING SUBASE

TIMBER TOP SEAT

TARMACADAM BASE AND SURFACE
COURSE TO ENGINEER'S SPECIFICATION
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CONSERVATION KERB (250 X 205MM) IN CONCRETE HAUNCH
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155mm

BASE TO ENGINEER'S SPECIFICATION

NATURAL STONE PAVING 

RIGID MORTAR BED TO ENGINEER'S SPECIFICATION

EXISTING SUBASE

D06

SCALE 1:25 @ A1

D08

SCALE 1:25 @ A1
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BUILDING ENVELOPE TO FCH ARCHITECT'S DETAILS

WATERPROOFING TO ARCHITECT"S DETAIL

BASE TO ENGINEER'S SPECIFICATION

NATURAL STONE PAVING 

RIGID MORTAR BED TO ENGINEER'S SPECIFICATION

EXISTING SUBASE
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