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Applications
QuadCore® KS1000RW Wall Panels are through-fix, 
trapezoidal profiled, insulated wall panels which can be used 
in both horizontal and vertical orientation.

Available Lengths
Standard Lengths (m) 1.8 - 14.5

Longer Lengths (non-standard) (m) 14.5 - 29.2

Shorter Lengths (non-standard) (m) Below 1.8

Product Data

Note: Additional costs and transport restrictions may apply for non-standard 
lengths. All lengths may change for export (outside of the UK and Ireland).

Core Thickness (mm)	 40 53 60 73 80 91 100 115 120 137 150

Overall Thickness (mm) 71 84 91 104 111 122 131 146 151 168 181

U-Value (W/m2K) 0.47 0.35 0.31 0.25 0.23 0.20 0.18 0.16 0.15 0.13 0.12

Weight (kg/m2) 9.0 9.5 9.7 10.2 10.5 10.9 11.3 11.8 12.0 12.7 13.2

The QuadCore® insulation used in QuadCore® KS1000RW Wall Panels has a Thermal Conductivity (λ) of 0.018 W/m.K
QuadCore® KS1000RW Wall Panels have a Thermal Transmittance (U-Value), calculated using the method required by the Building Regulations Part L2 
(England & Wales), Building Standards Section 6 (Scotland), Part L (Republic of Ireland) and Part F2 (Northern Ireland).

Dimensions, Weight & Thermal Performance

Core 
Thickness

Overall 
Thickness

1000 mm cover width

333.3 mm 333.3 mm 333.3 mm


