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reproduced in any form without the consent of the company.
. Drawing scaled & issued for planning purposes only.

prior to work commencing and relevant orders being placed.

for instruction prior to proceeding.

This drawing is the Copyright of Saville Landscape Design Ltd & cannot be

e All dimensions for construction shall be verified by the Contractor (s) on site

e Any discrepancies to be brought to the attention of the Contract Administrator

\\
g — o v / 35
2
2 v N
+ 65.460|_ Existing maintenance ’ / // 4 \:‘1\ R
W; gate retained - = / /z y 4 pr : \\:::\
Was? / i / :ﬂ,’*&\*\\\ W NN

L — b=

|

N

KEY

SOFT LANDSCAPING

(00 (oo, ith,

Existing trees/hedge to be retained
Subject to Cheshire Woodlands arboricultural report

Existing trees/hedge to be removed

Subject to Cheshire Woodlands arboricultural report

All materials to be retained on site & used as brash piles
beneath existing & proposed woodland tree belts

Proposed tree - Coniferous

14-16cm girth, 400-500cm high,

2m clear stem, planted in min 900mm deep imported
topsoil Refer to SLD dwg 407-91

Proposed tree - Coniferous
300-400cm high, 2m clear stem, planted in min 900mm
deep imported topsoil Refer to SLD dwg 407-91

Proposed tree - Deciduous

Semi Mature Tree, 35-40cm girth, above 600-700cm high,
2m clear stem, planted in min 900mm deep imported
topsoil Refer to SLD dwg 407-91

Proposed tree - Deciduous

Heavy Standard Tree, 12-14cm girth, 350-425cm high,
2m clear stem, planted in min 900mm deep imported
topsoil Refer to SLD dwg 407-91

Proposed tree - Deciduous

Heavy Standard Tree, 12-14cm girth, 350-425cm high,
2m clear stem set in ornamental gravel & metal tree ring
Refer to SLD dwg 407-90

Proposed tree - Deciduous

Standard Tree, 10-12cm girth, 300-350cm high, 2m
clear stem,planted in min 900mm deep imported topsoil
Refer to SLD dwg 407-91

Proposed fruit tree
Half Standard tree, min 150cm high
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Grass
Amenity turf/ grass seed OR Low tussock grass mix on
minimum 150mm imported topsoil

Hedge

2.0m high hedge planted @ 1-3 per lin.m, planted in min
600mm deep imported topsoil, with 75mm ornamental
bark mulch dressing

Native evergreen species

g

Native hedge mix

Whips/ transplants/ container grown plants planted in
double staggered rows (rows 500mm apart), 6 per lin. m
with suitable spiral guards

Ornamental shrub planting

A mix of evergreen/deciduous/ grasses/ perennials &
shrubs to provide habitat for birds and insects and for
striking year-round display.Plants supplied in 3-5L pots

planted @ 3-6 /m2 in 450mm imported topsoil with
50mm ornamental bark mulch dressing

Wildflower meadow - Sun & light shade mixes
Emorsgate Seeds EM3 Special General Purpose Wild
Flowers sown at 4g/m2, EM2 Standard General Purpose
Wild Flower sown at 4g/m2 or similar approved

1 Wildflower meadow - Shade Tolerant Mix

Landlife Wildflowers Woodland and Heavy Shade
Wildflower Seeds LW8P sown at 3g/m2 or similar

approved

Earthworks
To be constructed with existing excavated soils

Tree planting/ hedge areas : 500-1000mm deep
imported topsoil capping layer

Wildflower areas : 100mm deep imported Meadowmat
Low Fertility Soil
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Pedestrian surfacing A- Refer to SLD dwg 407-72
| Hot rolled asphalt surfacing to pedestrian footpaths

‘| PCC pin kerb edge restraint used adjacent to soft

landscaping or other surface

All manhole covers to be recessed & infilled with hot
rolled asphalt to match adjacent surfacing

Pedestrian surfacing - Refer to SLD dwg 407-72
Insitu concrete surfacing, Artevia ECO AS Exposed
Ivory colour finish as supplied by Aggreagte Industries

% PCC pin kerb edge restraint used adjacent to soft
landscaping or other surface

All manhole covers to be recessed & infilled with
concrete to match adjacent surfacing

Concrete surfacing - Bin store & chemical store base
- Refer to SLD dwg 407-72

To engineers details & specification

PCC pin kerb edge restraint used adjacent to soft
landscaping or other surface

Vehicular hard surfacing- Refer to SLD dwg 407-72
Hot rolled asphalt to engineers details & specifications

PCC kerb, 100mm upstand, drop kerbs to be used at
crossing points

Avrtificial grass - Refer to SLD dwg 407-72

Existing vehicular entrance reinstated as footpath to
MCC adoptable standards
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BOUNDARIES & STRUCTURES

Existing boundary treatment to be retained

Welded mesh security fence - 2.4m high
Refer to SLD dwg 407-81

eg Securus 358 high security fence panel system as
supplied by CLD Systems

Mesh & Wire: 76.2 x 12.5mm mesh; 4mm wire, high
aluminium content galvanised & polyester powder
coated to minimum 80 microns

Posts: 80 x 60mm patented rolled section, hot dip
galvanised after manufacture & polyester powder-coated

Fixings: M8 cup square bolt with permacone nut,
galvanised

Max post centres: 2.52m

Set Posts: Set posts in holes 300mm dia x 800mm deep
depending on fence height & to be designed by
engineer, filled not less than half the depth of the
concrete

Bottom of fencing to be : max 40mm above final ground
level

Other requirements: PPC Colours Green (RAL 6005)

Automated vehicular/ pedestrian gates

All gates to be security rated LPS 1175 Category 2
Colours to match adjacent fence panels

Bi-folding vehicular gates 7.5m wide x 2.4m high
Single leaf pedestrian gate 1.5m wide x 2.4m high
as supplied by CLD or similar approved

Access control TBC

Locking mechanism TBC

Wall - Access ramp & steps
In situ concrete or pre-cast concrete retaining wall to

engineers details & specifications

Handrail- to match existing fixed to concrete wall/
foundations to engineers specifications
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External boot
cleaning area

FURNITURE

Raised planting bed
Refer to SLD dwg 407-82
Insitu concrete or pre-cast concrete units, 200mm high

Ecological habitat furniture A

Refer to SLD dwg 407-88

Bee Post as supplied by Niche Environmental
or similar approved
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Ecological habitat furniture C

Refer to SLD dwg 407-89

Habitat Letters M,C,W,F,C as supplied by Niche
Environmental s or similar approved

Log pile

Constructed with felled tree timbers.

Stack logs of differing lengths (max500mm) with base
layer buried in ground.

Bird box
Beaumaris Maxi Bat Box, fixed to building elevation min.
height 4m above canal towpath

Bird box

Vivara Pro Woodstone House Sparrow Nest Box, fixed
to building elevation min. height 4m above canal
towpath

Litter Bin

Refer to SLD dwg 407- 86

Glasdon Futuro Litter Bin, 1056 (h) x 551 (w) x 551mm (d),
Black colour, Club logo graphics, External Base Weight
fixings, metal liner as supplied by Glasdon Group Limited
Boot cleaner

Refer to SLD dwg 407-84

Compressed air shoe cleaning system, Air-Eze Bootboy,
black colour finish, Club logo graphics

Bin store
Timber cladding to all elevations, metal profile roof finish

N\ | set on concrete base to contractors specifications &

design

Electricity cabinet
Refer to SLD dwg 407-87
Roadside cabinet, Chromweld material, finished in RAL

6005 MOss Green colour, 1000mm (h) x 1300mm (w) x
600mm (d) product ref: RC1/13/6 as supplied by WEC
Group Ltd or similar approved set on concrete plinth

"\ ecological zone to be relocated
N~68.5

ELECTRICAL

V1

Wall mounted step light LED luminaire

W2E|
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Wall mounted LED luminaire with 3hr emergency battery

Pole light

Bollard light

2 point electric vehicle charging point

Existing lighting column
New CCTV camera to be fixed as per consultant
specifications
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Existing contour retained

Proposed contour

Proposed bank

Existing level

Proposed level
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External plant concrete base extended, earthworks amended
K adj to rouqdabqut, habitat letters supplier reyiseq KAS Oct25
J Trgellocatlon_s in POS amended due to conflict with KAS | Aug 25
existing services
Existing tree on Ashton New Rd G3.1 to be removed and replaced
H tree proposals updated accordingly. Wildflower spec & location KAS | Jul25
Ashton New Rd amended to clients comments
G Roundabout amended, root barriers updated to prp services, KAS | Jul2s
F Updated to latest levels & earthworks KAS | Mar25
E Updated to world coordinates KAS Jan25
D Additional replacement tree planting added KAS | Nov24
C Lighting prps added, DWG status updated KAS Oct24
Ramp removed, access to pitches amended, footpath widened to
B side/ rear of new build for maintenance, tree planting / shrubs kAs | Octosa
amended accordingly, boundary treatment to Ashton New Rd °
A Dwg ref notes added KAS Apr24
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