NOTES

1. This drawing is to be read in conjunction with all
other MXF documents (drawings, schedules and
specification) along with other design team
documentation.

2. The architect's and structural engineer's
information is to be considered in tandem with
this drawing

3. All penetrations are to be agreed with the
structural engineer

4. Refer to structural engineer's information for
limitations on locations and sizes of openings in

600W X 3OOH mm the structure
5. Drawing is indicative of main distribution

. q g . T . ar penetrations only - final penetration quantities,
Kithchen ventilation recirc unit will sit here Hot water cylinder will sit here locations, sizes and secondary distribution

1700W x 2000H mm 600W x 300H mm 600W x 300H mm Approx weight 1828kg. Approx weight 575 kg. penetrations are to be designed and agreed by
A pp g g pp g g 800W x 300H mm 800W x 300H mm  850W x 300H mm the contractor based on final design and
subcontractor installation drawings
6. Where structurally beneficial, in some cases
penetrations may be combined, split or the
aspect ratio changed. All changes of this nature
are to be agreed with the structural and services
consultants prior to installation
7. Floor and ceiling of plantrooms, risers, and
switchrooms to be thoroughly cleaned and
painted with two coats of clear dust sealant prior
to services installation
8. Walls of plantrooms, risers, switchrooms and
risers to be painted with two coats of white
emulsion prior to services installation
9. M&E contractor is responsible for preparing
builders work drawings based on their services
I \ \ installation drawings
=

10. M&E contractor is responsible for setting out of

{Pholsite
[D > e
all builders work penetrations

KITCHEN -LAYOUT TBC ke , S— 1. All doors to risers are to have fire rating of riser
] = — shaft. Refer to architects drawings for details
! o e = , 12. All risers to be fire rated in accordance with
|| MOBILE SHELVING / architects fire compartmentation drawings
{ % ROLLER|RACKING KITCHEN STORAGE 13. M&E contractor is responsible for detailing all
secondary steelwork support structures
associated with the M&E services
14. M&E contractor is responsible for detailing and

S [ setting out builders work plinths for plant
f t 15. All penetrations in roof to have 100 wide and 100
high upstand associated with them. Water
DU AITER ] proofing of services penetration through roof to
architects detail.
/L:] — i 16. All lift shafts to be painted with two coats of white
— — emulsion prior to installation of lifts. Paint
] o specification to be agreed with lift specialist.

i 17. Sizes are indicative only, to be confirmed at
Stage 4
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