GENERAL NOTES:

1. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL RELEVANT
ARCHITECTS AND ENGINEERS DRAWINGS AND SPECIFICATIONS.

2. DO NOT SCALE THIS DRAWING. ANY AMBIGUITIES, OMISSIONS AND
ERRORS ON DRAWINGS SHALL BE BROUGHT TO THE ENGINEERS
ATTENTION IMMEDIATELY. ALL DIMENSIONS MUST BE CHECKED /
VERIFIED ON SITE.

3. ALL DIMENSIONS ARE IN METRES UNLESS NOTED OTHERWISE.

4.  FOR GENERAL NOTES REFER TO DRAWING ZD-CUR-G580-PL-XX -92510.

5. FURTHER CO-ORDINATION REQUIRED BETWEEN EXTERNAL SERVICES
AND THE PROPOSED DRAINAGE.
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EXISTING ACO KERBDRAIN TO BE
RETAINED, CLEANED AND PROVED

EXISTING ACO KERBDRAIN TO BE
RETAINED, CLEANED AND PROVED KEY

K1 HALF BATTERED KERB 125mm FACE

K2 BULL NOSE DROPPED KERB 0-6mm FACE
K3 TRANSITION KERB

K4 EDGING KERB

ACO KERBDRAN HALF BATTERED KERB 125mm FACE, SIZE TO MATCH EXISTING

ACO KERBDRAIN DROPPED KERB 0-6mm FACE, SIZE TO MATCH EXISTING
ACO KERBDRAIN TRANSITION KERB, SIZE TO MATCH EXISTING

HALF BATTERED QUADRANT KERB
GULLIES INSTALLED AS PART OF THE

DEVELOPMENT WORKS TO ENSURE
DEVELOPMENT SURFACE WATER IS CONTAINED

KERB EDGE RE-INSTATEMENT-300mm WIDE
40mm SMA 10 SURF 40/60 PSV60
CONCRETE BED FOR KERBING TO BE EXTENDED

if resin level consistent along facade

then 1:40 gradient required locally = EXISTING GULLY TO BE CLEANED AND
to get levels lowered to work with PROVED
ramp level. If lower along the
building crossfall on footwa
reduce
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