Typical Eaves and Roof Detail,
pitch may vary.

inimum headlap 75mm

— arley Duo Modern tile 420mm x 330mm H65/120

Treated roofing battens 25mm x 50mm set at 345mm centres

nderlay H65/240
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arley Eternit Continuous rafter roll, (2 no.) Code 46323

Plywood support for underlay on tilting strip (5mm)
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—Marley eaves clip

Nk/ Tilting Fillet strip
I

usset triangle

acia board with gutter

offit vent strip

Knarf Loft Roll 44 insulation, between and above joists to 300mm to meet \ -
latest current U-value requirements of 0.15W/m?K, or suitable equivalent. | | X
9mm plaster board to ceilin
Lateral restrain
50mm x 75mm wall plat

12mm plaster board o .
dabs then skimmed

I /Oomm thick External leaf of brickwork
| —]
90mm Kingspan Kooltherm K106 Cavity Board
or suitable equivalent with a thermal\
conductivity of 0.019W/mK

Cavity Closer

avity wall tie (BBA Aroved)

Richard Harris - Technical Officer

Manchester Equipment & Adaptation Partnership
Directorate for Children and Families
Manchester Local Care Organisation

Phillips Park Rd
Bradford
Manchester M11 3FU

Office Tel : 0161 277 1704
Mobile No : 07944 483 766
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