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New drainage pipes to join the

 existing drainage routes

Existing soil pipe

in stair shaft

Air conditioning unit

New glazing timber door to access the

office space at the basement.

Frame colour to be black to match

existing doors.

Custom Plant Light Panel

Surface-Mounted White Track Light

suspended at +2400 AFFL

Custom Plant Light Panel at lower

height

White Emulsion Paint on Base Layer

Dimmable spotlights on track

suspended at +2536AFFL

Existing soil pipe

in stair shaft

Pendant Lights +2300AFFL

R01_Gyproc FilreLine build-up

includes:

As-built 2X12.5 mm Gyproc

FireLine to achieve 60m fire rating.

R01_Gyproc FilreLine build-up

includes:

As-built 2X12.5 mm Gyproc

FireLine to achieve 60m fire rating.

R02_GypCeiling MF ceiling build-up includes:

Two layers Gyproc FireLine 15mm fixed with suitable

British Gypsum screws at 230mm centres in field of

board and 150mm centres at board ends ; Outer

longitudinal board joints backed with Gypframe GFS1

Fixing Strap; Gypframe MF5 Ceiling Sections at max.

400mm centres; Gypframe MF6 Perimeter Channel

suitably fixed to wall at 600mm centres ; Gypframe MF7

Primary Support Channels at max. 600mm centres ;

ypframe MF8 Strap Hanger or FEA1 Steel Angle

hangers at max. 1200mm centres fixed to MF7 ;

Gypframe MF12 Soffit Cleat fixed to hanger with MF11

Nut and Bolt and suitably fixed to soffit ; Gyproc Sealant

for optimum sound insulation; 150mm stone mineral

wool minimum 22kg/m3.

To achieve 1h fire rated

Existing service points

Painted ceiling TL_02

Painted ceiling TL_02

Painted ceiling PT_02

LT_07
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Original cast iron access

door to be retain

Existing soil pipe

in stair shaft

Mechanical Extraction as per

M&E design and Spec attached

Existing service points concealed

with fire plasterboard

New Fixed Glazing

Window. Frame colour

to match existing

windows..

New galvanized electrical

service trays suspended from

the existing plasterboard ceiling

New lights fittings supported

from the trays

Existing door to be retained

Existing original downstand

beams and plasterboard ceiling

(non-original elements  above

suspended ceiling)

Mechanical Extraction as per

M&E design and Spec attached

Use posts to provide additional

support to overly deflected beams.

posts installed tight to underside of

beams & site welded in place as

per SE spec and details.

Existing drainage pipe


