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Appendix 7.4 Demolition 
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1. Demolition Noise Reference Data   

 

Indicative plant and usage details used for noise assessment (weeks 2-4) 

Equipment for 

Activity 
Quantity Daily % On-Time 

LAeq,T at 10m (dB) 

 (corrected for on-

time and quantity) 

Source of LAeq,T 

30 T Excavator 1 75 74 C2.16 

1.8 T Excavator 2 75 76 C4.67 

Skid Steer Loader 2 75 78 C6.34 

Telehandler 1 40 75 C4.54 

 

Indicative plant and usage details used for noise assessment (weeks 24-29) 

Equipment for 

Activity 
Quantity Daily % On-Time 

LAeq,T at 10m (dB) 

 (corrected for on-

time and quantity) 

Source of LAeq,T 

High Reach 

Excavator 
1 75 74 C2.16 

50 T Excavator 1 75 81 C1.12 

30 T Excavator 2 75 77 C2.16 

Crusher 1 75 83 C1.15 

Telehandler 1 40 75 C4.54 

 

 

Indicative plant and usage details used for noise assessment (weeks 30-35) 

Equipment for 

Activity 
Quantity Daily % On-Time 

LAeq,T at 10m (dB) 

 (corrected for on-

time and quantity) 

Source of LAeq,T 

50 T Excavator 1 75 81 C1.12 

30 T Excavator 2 75 77 C2.16 

Crusher 1 75 83 C1.15 

Telehandler 1 40 75 C4.54 
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