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SIDE ELEVATION LUDGATE STREET
SCALE - 1:100
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PROPOSED LUDGATE STREET ELEVATION
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PREMIER INN ROCHDALE ROAD
25 ROCHDALE ROAD
MANCHESTER, M4 4HT

1:100 @ A1

REVISION

01 STACK-BONDED, SOLDIER COURSE, RED BRICKWORK WITH
VARIATION OF TONE AND FLUSH BRUSHED MORTAR JOINTS

02 FLEMISH-BONDED, RED BRICKWORK WITH VARIATION OF TONE AND
FLUSH BRUSHED MORTAR JOINTS WITH 10MM PROJECTING HEADS

03 STRETCHER-BONDED, RED BRICKWORK WITH VARIATION
OF TONE AND FLUSH BRUSHED MORTAR JOINTS

04 STACK-BONDED, RED BRICKWORK RECESS WITH VARIATION
OF TONE AND FLUSH BRUSHED MORTAR JOINTS

05 'SAWTOOTH', STRETCHER-BONDED, GREY GLAZED
BRICKWORK RECESSED SPANDREL PANELS WITH VARIATION
OF TONE AND FLUSH BRUSHED MORTAR JOINTS

06 PARTIALLY REFLECTIVE METAL CLADDING WITH
SECRET FIXINGS AND STAGGERED PANELING

07 PPC RAL 7016
ALUMINIUM WINDOWS

08 PPC RAL 7016 ALUMINIUM
CURTAIN WALLING SYSTEM

09 SLOPING GLAZING

10 FLUSH BRUSHED
CHAMFERED BRICK FRAME

11 PPC RAL 7016
PRESSED METAL COPING

12 PPC RAL 7016
PRESSED METAL SILL

13 PPC VERTICAL LOUVRES OR METAL CLADDING PANELS
WITH METAL FINS TO MATCH METAL CLADDING

14 PPC LOUVRES

15 SOLDIER COURSE BRICKWORK

16 CIRCULAR, EXPOSED ARCHITECTURAL -
QUALITY IN-SITU CONCRETE COLUMNS

17 PAINTED METAL BALUSTRADE

18 PPC METAL CANOPY

19 DRY RISER INLET
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SINGLE AIR BRICK
CHANGED TO 3NO.
BRICK AIR BRICKS TO
EACH LOCATION

GLAZED SAW TOOTH
BRICKWORK AND METAL
COPING REPLACED
WITH TALL SECTION OF
VERTICAL STACKED
BRICKWORK AND
PARAPET CAP

EDGE PROTECTION
BALUSTRADE DETAIL
AMENDED TO FLAT BAR

METAL COPING HEIGHT
INCREASED TO ACCOMMODATE
FLAT ROOF BUILD UP BEHIND

DRY RISER INLET
REPOSITIONED

DOOR WIDTHS HAVE
ALTERED TO ESCAPE DOOR
AND CYCLE STORE DOOR

BRICKWORK ADDED
BELOW CURTAIN WALL

FIN DETAIL EXTENDED TO
FULL WIDTH OF RECESSED
BAY AND FINS APPLIED
DIRECT TO EXPOSED
BRICKWORK BEHIND
(SIMILAR DETAIL TO THAT AT
OXYGEN TOWERS, STORE
STREET, MANCHESTER - FINS
OMITTED TO DOORS AS
WARRANTY ISSUE WHEN
APPLYING TO METAL DOORS

METAL LOUVRES
REQUIRED BEHIND
FEATURE FINS AS
INDICATED (RAL
7016 FINISH)

HEIGHT OF CLADDING
PANEL INCREASED SLIGHTLY
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