
NEW DOOR SET SCHEDULE

Type

Safe Hinge

Ironmongery

Glazing

Finish

Fire Rating

Acoustics

Location

Quantity

Reference

Signage

M

No

820x2040

Ironmongery see below

FD30S

Rw32dB

Level 1 / Store room

1

No

D24

Existing door Proposed door

N

No

920x2010

Ironmongery see below

FD30S

Rw32dB
2nd / Offices

1

No

D25

Proposed door

O

No

920x2020

Ironmongery see below

Gloss Paint

FD60S

Rw32dB
Basement / Plant room

1

No

D36

Proposed door

P

No

920x2020

Ironmongery see below

FD30S

Rw32dB

First floor / Kitchen

1

Yes

D39

Proposed door

Type

Safe Hinge

Width & Ht

Ironmongery

Glazing

Finish

Fire Rating

Acoustics

Location

Quantity

Reference

Signage

U

No

820x2040

Ironmongery see below

FD30S

Rw32dB

Third floor / Peterloo Room

2

No

D26 & D27

Existing door Proposed door

V

No

820x2040

Ironmongery see below

FD30S

Rw32dB

Second floor / Main Hall

2

No

D29 & D30

Existing door Proposed door

Type

Safe Hinge

Ironmongery

Glazing

Finish

Fire Rating

Acoustics

Location

Quantity

Reference

Signage

No

820x2040

Ironmongery see below

FD30S

Rw32dB
First floor / Office

1

No

D40

Proposed door

Q

No

910x2030

Ironmongery see below

FD30S

Rw32dB
First floor / Office

1

No

D41

Proposed door

R

Approx
Width & Ht

Approx
Width & Ht

Provide FD60s door set including new soft wood frame
and solid paint grade door blanks as illustrated.
Include for Laidlow Orbis 800 door ironmongery
including satin brass tubular lever handles,
cylinderlock/thumbturn, 3nr. butt hinges and 1no.
Dorma TS90 door closers. Provide Lorient drop down
seal recessed on the bottom edge.

25mm intumescent strip and smoke seal along both
long and top edge.

Provide gloss finish to doors and frame to match
existing colour (one coat of primer and under coat and
two coats of gloss)

 2nr. 75mm dia. Satin steel 'Fire Door Keep Locked' Signage Plate with White Text on Blue Background
Veneered White American Oak, varnishedVeneered White American Oak, varnishedVeneered White American Oak, varnished

Provide FD30s door set including new American White Oak
frame and solid door blank with White American Oak
veneer as illustrated.

Include for 3 nr 102x76x3mm ball bearing self lubricating
hinge with satin brass finish. 1nr heavy duty overhead door
closer size 2-5 with backcheck c/w satin brass.

Tubular satin brass lever handles, cylinderlock/thumbturn.
Satin brass 5.5mm concealed fixing escutcheons plates
with steel inners rose bolt through fixing. 1mm mono
ammonium phosphate (MAP) interdens to suit DIN standard
modular lockcase. To suit FD30 rated doors. 6 pin patent
protected master keyed double cylinder. Satin brass finish.
Standard heavy duty euro profile dead lock mortice case
60mm backset and grip tight follower.

2 nr 300mm high satin brass finish kick plates.

Provide Lorient drop down seal recessed on the bottom
edge.

15mm intumescent strip and smoke seal along both long
and top edge.

Provide FD30s door set including new American White Oak
frame and solid door blank with White American Oak veneer
as illustrated.

Include for 3 nr 102x76x3mm ball bearing self lubricating
hinge with satin brass finish. 1nr heavy duty overhead door
closer size 2-5 with backcheck c/w satin brass.

Tubular satin brass lever handles, cylinderlock/thumbturn.
Satin brass 5.5mm concealed fixing escutcheons plates with
steel inners rose bolt through fixing. 1mm mono ammonium
phosphate (MAP) interdens to suit DIN standard modular
lockcase. To suit FD30 rated doors. 6 pin patent protected
master keyed double cylinder. Satin brass finish. Standard
heavy duty euro profile dead lock mortice case 60mm
backset and grip tight follower.

2nr 300mm high satin brass finish kick plates.

Provide Lorient drop down seal recessed on the bottom
edge.

15mm intumescent strip and smoke seal along both long and
top edge.

Provide FD30s door set including new American White Oak
frame and solid door blank with White American Oak veneer as
illustrated.

Door to be provided with glazed apertures as indicated, min
150mm wide in accordance with BS8300:2001.Glazing to be
6mm pyro-shield safety clear bedded in a 'lorient' system-90
intumescent gasket bead finshed with flush American Whie
Oak beading. Timber beading to be fixed with cup & screws.

Include for 6 nr 102x76x3mm ball bearing self lubricating hinge
with satin brass finish. 2nr heavy duty overhead door closer
size 2-5 with backcheck c/w satin brass.

600x75x1.2mm satin brass push plates with finished edges and
radius corners. 600x19mm brass pull handle on backplate.

300mm high satin brass finish kick plates.

Satin Brass Floor Socket. 2mm Fire Rated Intumescent
Graphite Material to Suit Lever Action Flush Bolt.

Provide Lorient drop down seal recessed on the bottom edge.

15mm intumescent strip and smoke seal along both long and
top edge.

 2nr. 75mm dia. Satin brass 'Fire Door Keep Shut' Signage Plate with White Text on Blue Background 2nr. 75mm dia. Satin brass 'Fire Door Locked Shut' Signage Plate with White Text on Blue Background

Provide FD30s door set including new American White Oak frame
and solid door blank with White American Oak veneer as
illustrated.

Include for 3 nr 102x76x3mm ball bearing self lubricating hinge
with satin brass finish. 1nr heavy duty overhead door closer size
2-5 with backcheck c/w satin brass.

Tubular satin brass lever handles, cylinderlock/thumbturn.  Satin
brass 5.5mm concealed fixing escutcheons plates with steel
inners rose bolt through fixing. 1mm mono ammonium phosphate
(MAP) interdens to suit DIN standard modular lockcase. To suit
FD30 rated doors. 6 pin patent protected master keyed double
cylinder. Satin brass finish. Standard heavy duty euro profile dead
lock mortice case 60mm backset and grip tight follower.

Include for electric door latch release.

2nr 300mm high satin brass finish kick plates.

Provide Lorient drop down seal recessed on the bottom edge.

15mm intumescent strip and smoke seal along both long and top
edge.

Provide FD30s door set including new American White Oak frame and
solid door blank with White American Oak veneer as illustrated.

Door to be provided with glazed apertures as indicated, min 150mm
wide in accordance with BS8300:2001.Glazing to be 6mm pyro-shield
safety clear bedded in a 'lorient' system-90 intumescent gasket bead
finshed with flush American Whie Oak beading. Timber beading to be
fixed with cup & screws.

Include for 3 nr 102x76x3mm ball bearing self lubricating hinge with
satin brass finish. 1nr heavy duty overhead door closer size 2-5 with
backcheck c/w satin brass.

Tubular satin brass lever handles, cylinderlock/thumbturn.  Satin brass
5.5mm concealed fixing escutcheons plates with steel inners rose bolt
through fixing. 1mm mono ammonium phosphate (MAP) interdens to
suit DIN standard modular lockcase. To suit FD30 rated doors. 6 pin
patent protected master keyed double cylinder. Satin brass finish.
Standard heavy duty euro profile dead lock mortice case 60mm
backset and grip tight follower.

2nr. 300mm high satin brass finish kick plates.

Provide Lorient drop down seal recessed on the bottom edge.

15mm intumescent strip and smoke seal along both long and top edge.

 2nr. 75mm dia. Satin brass 'Fire Door Keep Shut' Signage Plate with White Text on Blue Background
Veneered White American Oak, varnished

 2nr. 75mm dia. Satin brass 'Fire Door Keep Shut' Signage Plate with White Text on Blue Background

Veneered White American Oak, varnished

 4nr. 75mm dia. Satin brass 'Fire Door Keep Shut' Signage Plate with White Text on Blue Background

 2nr. 75mm dia. Satin brass 'Fire Door Locked Shut' Signage Plate with White Text on Blue Background
Veneered White American Oak, varnished

 2nr. 75mm dia. Satin brass 'Fire Door Locked Shut' Signage Plate with White Text on Blue Background
Veneered White American Oak, varnished

Provide FD30s door set including new
American White Oak frame and solid door
blank with White American Oak veneer as
illustrated.

Include for 10 nr 102x76x3mm ball bearing self
lubricating hinge with satin brass finish.

4 nr 300x19mm tubular satin brass pull
handles including 2 nr cranked handles.

2 nr 6 pin patent protected master keyed single
cylinder.

2 nr Satin Brass base Sockets. 2mm Fire
Rated Intumescent Graphite Material to Suit
Lever Action Flush Bolt.

15mm intumescent strip and smoke seal along
long and top edge.

S

No

1430x2020

Ironmongery see below

FD60S

Rw32dB

Circulation - Means of Escape

1

No

D12

Proposed door

Veneered White American Oak, varnished

Provide FD60s door set including new American White Oak
frame and solid door blank with White American Oak veneer as
illustrated.

Include for 6 nr 102x76x3mm ball bearing self lubricating hinge
with satin brass finish. 2nr heavy duty overhead door closer
size 2-5 with backcheck c/w satin brass.

Emergency push bar - Exidor 284 non-rebated double door set
from Assa Abloy or similar and approved.

300mm high satin brass finish kick plates.

Satin Brass Floor Socket. 2mm Fire Rated Intumescent
Graphite Material to suit

20mm intumescent strip and smoke seal along long and top
edge.

Supply and fit new signage including:
· Refuge Point
· Fire Exit keep clear
· Push bar to open
· 2 nr Fire door keep shut

 4nr. 75mm dia. Satin brass 'Fire Door Keep Shut' Signage Plate with White Text on Blue Background

Push bar to open

Fire Exit
Keep Clear

Push bar to open

No

820x2040

Ironmongery see below

FD60S

Rw32dB
First floor / Office

3

No

D13, D38 & D38A

Proposed door

T

Provide FD60s door set  including new American White Oak frame and solid door
blank with White American Oak veneer as illustrated.

Include for 3 nr 102x76x3mm ball bearing self lubricating hinge with satin brass
finish. 1nr heavy duty overhead door closer size 2-5 with backcheck c/w satin
brass.

Panic and Emergency hardware
Door D013 - Supply and fit Exidor 293 push pad bolt from Assa Abloy or similar and
approved.
Door 032 Supply and fit Exidor 293 push pad bolt and  Exidor 325 lever outside
access device - with cylinder from Assa Abloy or similar and approved.
Door 038 & 038A - Supply and fit Exidor 293 push pad bolt on both sides of the
door from Assa Abloy or similar and approved. provide security contact to activate
when the door is opened outside of a fire alarm activating.

Satin Brass Floor Socket. 2mm Fire Rated Intumescent Graphite Material to suit

2 nr 300mm high satin brass finish kick plates.

Provide Lorient drop down seal recessed on the bottom edge.

20mm intumescent strip and smoke seal along long and top edges.

Supply and fit new signage including, Refuge Point, Fire Exit keep clear, Push bar
to open and
2 nr Fire door keep shut

 2nr. 75mm dia. Satin brass 'Fire Door Keep Shut' Signage Plate with White Text on Blue Background
Veneered White American Oak, varnished

Provide FD30s door set including new
American White Oak frame and solid door
blank with White American Oak veneer as
illustrated.

Include for 10 nr 102x76x3mm ball bearing self
lubricating hinge with satin brass finish.

4 nr 300x19mm tubular satin brass pull
handles including 2 nr cranked handles.

2 nr 6 pin patent protected master keyed single
cylinder.

2 nr Satin Brass base Sockets. 2mm Fire
Rated Intumescent Graphite Material to Suit
Lever Action Flush Bolt.

15mm intumescent strip and smoke seal along
long and top edge.

Refuge
Point

No

820x2030

Ironmongery see below

1

D32

Proposed door

W

Provide FD60s (54mm) door set  including new American White Oak frame and
solid paneled door as illustrated. Refer to drawing 0018 for details of moulds and
panels.

Include for 3 nr 102x76x3mm ball bearing self lubricating hinge with satin brass
finish. 1nr heavy duty overhead door closer size 2-5 with backcheck c/w satin
brass.

Panic and Emergency hardware
Door D013 - Supply and fit Sargent push pad bolt and lever as pictured (left) from
Assa Abloy or similar and approved.

2 nr 200mm high satin brass finish kick plates.

Provide Lorient drop down seal recessed on the bottom edge.

20mm intumescent strip and smoke seal along long and top edges.

Supply and fit new signage including, Refuge Point, Fire Exit keep clear, Push bar
to open and
2 nr Fire door keep shut

FD60S

Rw32dB
First floor / Office

No

 2nr. 75mm dia. Satin brass 'Fire Door Keep Shut' Signage Plate with White Text on Blue Background
White American Oak, varnished

Existing door

Panic and Emergency hardware
Sargent push bar and lever as
pictured (left) from Assa Abloy or
similar and approved.

Proposed door furniture for
doors 02, 14, 15, 16, 19 & 32

Door closer Brass pull
handles

Brass push
plate
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NOTES
1. All dimensions are in millimetres unless otherwise stated
2. This drawing is to be read with all other relevant

documentation
3. Do not scale from this drawing, all measurement data

should be taken directly from the model

The Building Regulations Approved Documents
prevailing at the time of the drawing issue date,
particularly (but not limited to):
A - Structure
B - Fire Safety
M - Access to and Use of Buildings, volume 2:
Buildings Other Than Dwellings

and
the Local Authority Building Control Officer's
requirements.

No part of this drawing or data file may be reproduced without
prior written permission of the Manchester City Council or
approved representative.
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New Doors
Typical door arrangements with approximate
sizes for costing purposes. Contractor to include
for final measurements prior to fabrication of
doors.

A production drawing is to be proposed by the
contractor and signed off by the Contract
Administrator for approval.

Replacement Door sets to hold Q-Mark
BMTRADA Certification.

Door sets in accordance with BS EN 16034.

ID Risk
-Removal of unknown fire stopping material
behind architrave and replacement with rockwool
and a mastic seal.
-Include for suited locks.
-Disconnecting and reconnecting hold open
devices.
-Make good holes in the floor resulting from the
removal of door floor closers.
-Leveling floor where it is found to be
uneven/smiling causing a large gap under the
door.
-Additional room and fire door signage
-Fire stopping above doors.

Revisions
Rev Description DateBy
A Amended door number 32 09/10/25CS
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