
CONCRETE FLUSH KERB
Dims: 255mm(W) x 100mm (D) x 915mm (L)
Finish: Textured
Colour: Silver Grey
Upstand: Laid flush
Refer to spec. clause Q10/110A
Refer to detail drawing VNIF-PLA-ZZ-YYY-DR-L-5003

TIMBER EDGING - PRESSURE TREATED SOFTWOOD
Dims: 38mm(W) x 150mm(H) x 3600mm(L) 
Upstand: 50mm / flush
Refer to detail drawing
Notes: timber edge length vareis to accommodate change in 
level
Refer to spec. clause Q10/204 
Refer to detail drawing 
VNIF-PLA-ZZ-YYY-DR-L-5003,VNIF-PLA-ZZ-YYY-DR-L-5008

KERBS AND EDGES

E1

E2

GABION RETAINING WALLS
Dims: 600-2000mm(H), 600-1000mm(W)
Lengths as annotated on drawing
Location: sitewide - bug hotels incorporated into wall
 face in more sheltered positions
Refer to spec. clause F21/126
Refer to drawing VNIF-PLA-ZZ-YYY-DR-L-8008, 
VNIF-PLA-ZZ-YYY-DR-L-8009, 
VNIF-PLA-ZZ-YYY-DR-L-8010, 
VNIF-PLA-ZZ-YYY-DR-L-8011,VNIF-PLA-ZZ-YYY-D
R-L-8012
FLUSH STONE SETT PAVING EDGE
Dims: 100mm (l) x 100mm (w) x 80mm (d)
Finish: cropped sides, flamed/picked top (TBC)
Laid: single course of setts to perimeter edges.
Refer to spec. clause Q10/126
Refer to detail drawing 
VNIF-PLA-ZZ-YYY-DR-L-5003

E4

E3

FLUSH ALUMINIUM EDGING
Dims: 75 (H) x 2500mm (L)
Product: AluExcel Flexible
Material: Mill Aluminium
Laid: Laid flush
Supplier: Kinley or equal and approved
Refer to spec. clause Q10/225
Refer to detail drawing 
VNIF-PLA-ZZ-YYY-DR-L-5003
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HAZ-GE-001
Excavation near slopes

HAZ-LA-007
Condition of existing trees 

HAZ-ST-006
Working near existing structures

HAZ-ST-013
Lifting of heavy elements

HAZ-SW-001
Working adjacent to live traffic
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Working adjacent to live water course 
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HAZ-SW-012
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HAZ-SW-013
Human debris / drug paraphernalia
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Notes below are additional to hazards/risks normally associated with 
this type of work. Numbers correspond to Risk Register references 
(document reference VNIF-ARP-ZZ-YYY-RE-WD-0002)
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Refer to detail drawings VNIF-PLA-ZZ-YYY-DR-L-5000-5002 
for more information.
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NOTE:
1. Do not scale from this drawing; always work to noted 

dimensions.
2. All setting out, levels and dimensions to be agreed on site.
3. All dimensions are in millimetres unless otherwise stated.
4. The dimensions of all materials must be checked on site 

before being laid out.
5. This drawing must be read with the relevant specification

clauses and detail drawings
6. Order of construction and setting out to be agreed on site.
7. This drawing is copyright protected and may not be

reproduced in whole or part without written authority.

NOTE: Future Plot Extents are Indicative Only

EKH MS GB GBUpdated Draft Construction IssueC07 25.03.24

NOTE:
1. Do not scale from this drawing; always work to noted 

dimensions.
2. All setting out, levels and dimensions to be agreed on site.
3. All dimensions are in millimetres unless otherwise stated.
4. The dimensions of all materials must be checked on site 

before being laid out.
5. This drawing must be read with the relevant specification

clauses and detail drawings
6. Order of construction and setting out to be agreed on site.
7. This drawing is copyright protected and may not be

reproduced in whole or part without written authority.
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FLUSH STONE SETT PAVING EDGE
Dims: 100mm (l) x 100mm (w) x 80mm (d)
Finish: cropped sides, flamed/picked top (TBC)
Laid: single course of setts to perimeter edges.
Refer to spec. clause Q10/126
Refer to detail drawing 
VNIF-PLA-ZZ-YYY-DR-L-5003

FLUSH ALUMINIUM EDGING
Dims: 75 (H) x 2500mm (L)
Product: AluExcel Flexible
Material: Mill Aluminium
Laid: Laid flush
Supplier: Kinley or equal and approved
Refer to spec. clause Q10/225
Refer to detail drawing 
VNIF-PLA-ZZ-YYY-DR-L-5003
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