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- . . < NOTE:
Code Tree Species Common Name Size/Habit Height Motes/Transplant Number Safety, Health and Environmental Information \\ 1. Do not scale from this drawing; always work to noted
He Acer campestre Field Maple 20-25cm girth | 500-600cm 3w Semi Mature; clear stem min. 200cm 5 - 5 iIITseeqzlr?;f)-ut levels and dimensions to be agreed on site
|k hlnuslglL_ltinDsa B!ackh]dir 20-25emgirth | 500-600cm 3"1: Sami Mature: f":i“t;m min. 200cm E. e Notes below are additional to hazards/risks normally associated with 3. All dimensions are in millimetres unless otherwise stated.
B.n Betula nigra River Bircl 16-18cmgirth | 400-500cm | 3x; Bxtra Heavy Standar 3 this type of work. Numbers correspond to Risk Register references > 4. The dimensions of all materials must be checked on site
1 B.p Betula pendula Silver Birch 16-18cmgirth | 400-500cm | 3x; Extra Heavy Standard 5 B (document reference VNIF-ARP-ZZ-YYY-RE-WD-0002) before being laid out.
B.pu Betula pubescens Diowny Birch 16-18cm girth 400-500cm 3w Extra Heawy Standard 3 d A 5. This drawing must be read with the relevant specification
C.a Corylus avellana Hazel Multi-stem 400-450cm  Bushy, 5 stems minimum 3 _ / clauses and detail drawings
Ch Carpinus betulus Hornbeam 16-18cmgirth | 400-500cm  3x; Extra Heavy Standard 2 i Construction 6. Order of construction and setting out to be agreed on site.
F.s Fagus sylvatica Common Beech 20-25cm girth 500-600cm  3x; Semi Mature; clear stem min. 200cm 2 Q- 7. This drawing is copyright protected and may not be
P.n Finus nigra Elack Pine 35-40cm girth 600-700cm Sy Semi Mature; clear stem min. 200cm 3 (5%/-0/ reproduced in whole or part without written authority.
.~ |Ps Pinus sylvestris Scot's pine 20-25¢cmgirth | 500-600cm 3w Semi Mature; clear stem min. 200cm 2 o0 & ggf&h@fg?existin trees
— ] Salixalba White Wil low 20-25cm girth 500-600cm 3% SemiMature; clear stem min. 200cm 5 rb%' 9 \\ D ‘ - -
sk Salix babylonica Weeping Willow 30-35cm girth 600-700cm  5x; Semi Mature; clear stem min. 200cm 3 HAZ-SW-011 N Refer to NOTE: Future Plot Extents are Indicative Only
S Salixcaprea Goat Willow 16-18cmgirth | 400-500cm  3x; Extra Heawy Standard 3 / A \  Contact with hazardous plants / vegetation AN VNIF-PLA-ZZ-YYY-D
car Sorbus aria Whitebeam 15-18cm girth 400-500cm | 3x; Extra Heawy Standard 2 N )
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7~ Dense and robust mixed shrub planting
as informal deterrent to discourage|
pedestrian access to steep vegetated,
slopgs.
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PROPOSED TREE PLANTING
Refer to tree schedule for more
information on species:
VNIF-PLA-ZZ-YYY-DR-L-6001

35-40cm Girth

20-25cm Girth

16-18cm Girth

Multistem trees

EXISTING TREES RETAINED
Refer to drawing
VNIF-PLA-ZZ-YYY-DR-L-6001

ENHANCED WOODLAND HERBACEOUS MIX
To St. Catherine's Wood

Product: Woodland Mixture (EW1)

Supplier: Emorsgate Seeds or equal and approved
Rate: 4g/m2

Approx area: 2971m?2

ENHANCED WOODLAND MIX
To St. Catherine's Wood

Refer to planting schedule
Approx area: 685m?

RIVERBANK MEADOW MIX

To St. Catherine's Wood

Product: Water Edge meadow mix (PS04)
Supplier: Pictoria Meadows or equal and approved
Rate: 2g/m2

Approx area: 2485m?2

WOODLAND EDGE MEADOW MIX
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Product: Woodland Edge meadow mix (PS03)
Supplier: Pictoria Meadows or equal and approved
Rate: 2g/m2

Approx area: 2855m?2

WOODLAND EDGE MIX
To St. Catherine's Wood
Refer to planting schedule
Approx area: 443m?

SPECIES RICH AMENITY MEADOW

To St. Catherine's Wood

Product: Flowering Lawn Mixture (EL1)

Supplier: Emorsgate Seeds or equal and approved
Rate: 4g/m2

Other: Maintain 500mm mown verge along
footapths

Approx area: 694m?
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WOODLAND SHRUB MIX
To St. Catherine's Wood
Refer to planting schedule
Approx area: 338m?
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\’ To be performed on tree pits and planting areas where insufficient permeability might be an issue.
Perform the test in every tree pit or agree with the landscape architect on selected representative locations.
Instructions for performing a percolation test:
1. With a spade or soil auger, dig a hole 45-60 cm deep at the bottom of the proposed tree pit. The hole
diameter should be a minimum of 10 cm. The diameter of the hole should be uniform from top to bottom with
the bottom being flat.
2. Pre-wetting: Fill hole with water to the top and allow to stand for at least an hour to pre-wet the soil.
3. Refill hole to within a 5 cm of the top. Don't overflow the hole.
4. To aid in measurement, place a stick across the top of the hole and use a ruler or measuring tape to mark
periodic drops in water level.
5. Allow the hole to drain for at least one hour. A longer period of time (2 to 3 hours)will give a more accurate
reading of average percolation rates.
6. Determine the average drop in water level per hour and refer to the table below to interpret results.
If water level in hole drops.
* Less than 1.25 cm per hour: Poorly drained and suited to wet-site species.
* 1.25-2.50 cm per hour: Moderately well drained and acceptable for many species including wet site
species.
* More than 2.5 cm per hour: Well drained and suitable for all species including sensitivespecies.
The site manager of the main contractor/client must be informed of the tests and must be involved in the
decision of the timing prior to undertaking the tests.
Please report the results to the landscape architect and the site manager prior to filling the tree pit.
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