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GENERAL NOTES

THE EXISTING GENERAL ARRANGEMENT BASE DRAWINGS �0LANS� SECTIONS AND
ELEVATIONS	 HAVE BEEN COMPILED WITH THE LIMITED DRAWING INFORMATION
PROVIDED TO "UTTRESS�

NO CHECKS HAVE BEEN MADE� OR SURVEYS UNDERTAKEN� TO CONFIRM THE ACCURACY
OF THIS INFORMATION� NOR ANY DETAILED MODIFICATIONS MADE TO REPRESENT gAS
BUILTg INFORMATION� "UTTRESS DO NOT ACCEPT ANY LIABILITY FOR THIS INFORMATION� OR
RELIANCE ON THESE FOR ANY PURPOSE�

7HERE ANY MEASUREMENTS� OR INFORMATION �BEING CRITICAL	 AND REQUIRED FOR
CONSTRUCTION PURPOSES� THE CONTRACTOR SHOULD UNDERTAKE ALL NECESSARY SITE
SURVEYS TO ASCERTAIN ACCURATE INFORMATION TO PRODUCE ANY DETAILED
MANUFACTURING DRAWINGS� OR FOR ANY OTHER PURPOSE�

THE EXISTING DETAIL BASE DRAWINGS FOR THE 7ALL TYPES HAVE BEEN COMPILED
WITH THE LIMITED DRAWING INFORMATION PROVIDED TO "UTTRESS IN ASSOCIATION WITH
LIMITED INTRUSIVE OPENING UP CARRIED OUT BY OTHERS�

THE LIMITED EXTENT OF THE INTRUSIVE OPENING UP� IS THEREFORE ONLY INTENDED
FOR THE PURPOSE OF TENDER AND COMPILATION OF THE EXISTING 7ALL TYPE "ASE
DRAWINGS AND AS 0ROPOSED DESIGN INTENT DRAWINGS�

"UTTRESS DO NOT ACCEPT ANY LIABILITY FOR THE ACCURACY OF THIS BASE INFORMATION�
OR RELIANCE ON THESE FOR CONSTRUCTION PURPOSES�

7HERE ANY MEASUREMENTS OR INFORMATION BEING CRITICAL AND REQUIRED FOR
CONSTRUCTION PURPOSES� THE CONTRACTOR SHOULD UNDERTAKE ALL NECESSARY SITE
SURVEYS TO ASCERTAIN ACCURATE INFORMATION TO ENABLE THE COMPLETION OF THE
DESIGN� 7ERE ANY SIGNIFICANT VARIATIONS ARE DISCOVERED THESE SHOULD BE
RELAYED TO THE #A FOR REVIEW�

THE $ESIGN )NTENT gAS 0ROPOSEDg DETAIL $RAWINGS HAVE BEEN PRODUCED IN
ASSOCIATION WITH MANUFACTURERS INPUT AND SHOULD BE READ WITH THE �N"S	
SPECIFICATION FOR ALL ASSOCIATED COMPONENTS� THESE DESIGN INTENT DRAWINGS
AND N"S ARE FOR THE PURPOSE OF TENDER AND FOR THE CONTRACTOR TO COMPLETE
THEIR SUB
#ONTRACTOR $ETAILED WORKING DRAWINGS� AS REQUIRED UNDER THE
#$0� AS DETAILED IN THE #ONTRACT PRELIMINARIES AND THE N"S� THE DRAWINGS
ARE NOT INTENDED TO BE UTILISED FOR CONSTRUCTION PURPOSES� NOR ARE THEY FULLY
REPRESENTATIVE OF ALL THE DETAILS OR DETAILED INTERFACES REQUIRED�

SUB
#ONTRACTORS DETAILED FABRICATION DRAWINGS FOR CONSTRUCTION SHOULD BE
SUBMITTED FOR COMMENTS IN ACCORDANCE WITH THE CONTRACT DOCUMENTATION
REQUIREMENTS�
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EXISTING WALL / MATERIAL TYPES

WALL TYPE 1 - RED FACING BRICKWORK TO BE REMOVED.

WALL TYPE 2 - TIMBER CEDAR ,ORIZONTAL CLADDING TO BE
REMOVED.

WALL TYPE 3 - DARK GREY CEMENT FIBRE CLADDING PANELS TO BE
REMOVED.

WALL TYPE 4 - LIG,T GREY CEMENT FIBRE CLADDING PANEL TO BE
REMOVED.

WALL TYPE 5 - GROUND FLOOR GREY COURSE CLADDING PANELS
TO BE RETAINED

BALCONY BALUSTRADE - PRODEMA BOARDS FACED FIXED
DIRECTLY TO VERTICAL METAL BALCONY BALUSTRADE SUPPORTS
TO BE REMOVED.

STRUCTURAL STEEL EXPOSED COLUMNS - FAILING INTUMESCENT
COVER ;COLOUR YELLOWͿ TO BE REMOVED AND STEEL PREPARED
READY TO RECEIVE NEW.

WALKWAY BALUSTRADE - METAL PERFORATED BALUSTRADE
PANELS FIXED TO STEEL VERTICAL SUPPORTS BOLTED TO BALCONY
PERIMETER C,ANNEL.

EXISTING APARTMENTS ENTRANCE DOOR SETS INCLUDING DOOR,
FRAMES, GLAZED TOP AND SIDE PANELS AND TIMBER SIDE PANEL
ALL TO BE REMOVED.

NŽƚĞ͗

DŽ ŶŽƚ ƐĐĂůĞ ĨƌŽŵ ƚŚŝƐ ĚƌĂǁŝŶŐ.

DŝŵĞŶƐŝŽŶƐ ĂƌĞ ƚŽ ďĞ ĐŚĞĐŬĞĚ ŽŶ ƐŝƚĞ.

IĨ ŝŶ ĚŽƵďƚ ƉůĞĂƐĞ ĂƐŬ.
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3No WALL MOUNTED AIR-CONDITIONING UNITS AND OTHER KIT LOCATED ON THIS WALL. ALL WILL NEED TO BE CAREFULLY REMOVED TO REMEDIATE THE EXTERNAL WALL AND RELOCATED TO EXISTING POSITION ON COMPLETION OF THE WORKS.  ALL EXISTING PLANT IS TO BE REINSTALLED, OR REPLACED LIKE FOR LIKE, IN THE EXISTING LOCATION ON COMPLETION OF THE WORKS.
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