B 1 | 2 | 3 7 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 |
" Do Not Scale: If In Doubt Ask Notes: . )
] ] 1) Materials Canopy& Grease filter assemblies: 0.9mm Stainless Steel
\_ All Discrepancies Should Be Reported Ductwork: Galvanised mild Steel.
2) All ductwork & canopies to be sealed to building with anti-fungal silicone.
= 3) Installation subject to building control & planning regulations to be =
checked independently by the architect /client.
4) Electrical connection to Fans & Controller and canopy lighting by
electrical contractor full in accordance with the latest IEE Standards.
, 800 \ ! 600 ) 5) All services & lighting by others to be routed external to canopies and
o — N i ey ductwork routes. I
600 i — —k — | R T S — \\ : : 6) All earth bonding to ventilation equipment to be carried out by Electrical
==l [ ]l ,—m————— ') © N
. 0 o - o o0 o :_ -: 0w I I R I _ I Contractor in line with current regulations.
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o 3 5 s Q S 4530 AD sl 4530 AD o g N S . o : 2 g = : o N ol < I z 0 : 6040AD : \\ : IE%' : 7) All builders work openings to be formed prior to system installation, and
= s 3 o o - 32 . < 3 S S8 Xl - g | §> | § | CR L EE | made good following installation by building contractor.
O ) 100 Sj T Le e Le o !’6# M 591‘ = :°" N '°: L_éf________IO_Jl N : : 8) Suspended Ceilings to be installed following Canopy installation. O
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. . | I 1 = - — 3 3 F——— 4 S el - Replacement air
t t If not included within kitchen ventilation package, to be provided by others,
to achieve adequate combustion air in accordance with CORGI
3 0 [ I I [ [ [ S . a . . S S
Yo . g requirements. Gas appliances i.e. Heating boilers located in vicinity of the
B © ; . [ kitchen are to be isolated (by others) from the kitchens negative air —
I pressure.
] — I — : o Tempered Air
-% HVCA Specification DW/172 recommends a minimum supply air
N 0 ﬁ 4# 7w Recessed S/S LED Downlight, % — temperature of 10°C when discharged from canopy and 16°C when N
c 8 pre-wired to a 2m tail for continuation g7 -g.) discharged from ceiling. If tempered air is not included within kitchen
3 3 and switching by electrical contractor. ) ventilation scheme, supply air will be introduced at ambient temperature,
g 3 N ‘6 — this may create staff comfort issues. Tempered air can be added to the
8 % jIJI a 2 ) g 8 initial scheme or retro installed in most circumstances, subject to suitable
g Q o I % D © electrical power, gas or heating plant being available . If tempered air is not
CCD) : 5 @) utilised we cannot offer definitive air entry temperatures and consequently
o % (@) B '8 8 accept no responsibility.
O .
S Q@ (C/) GESI620_Gr.ease filter assembly, S - '8 Gas Interlock.
< TG housing: 6# 400x500x50 S/S = o o i i i
® Q Baffle type filter panels. — % Supply and extract fans to be interlocked to gas supply in accordance with
M o Q@ 8 i BS 6173:2001. Note: If not included within the ventilation package this is to M
» = @ Ew be provided by others to achieve compliance. Note : Electrical wiring and
» o o . .
™ o gas solenoid valve to be provided by relevant contractor.
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| Canopy lights to be pre wired (Heat proof cable)
H | Q to 2m tail for continuation and switching by Electrical H
| [ contractor. Note: Circuit to be tested and certified
| in line with current standards by Electrical
|_ contractor prior to project handover.
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Attenuator to be manufactured
in-line with the acoustic report.
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\ ® 1] — \\ \ = g \\ : - : SyStemair MUB/T 042-500 D4 IE2 Backward Grade Disposab|e air filters.
] \ z 0 i | _:__—_h | curved centrifugal fan 415/3/50 complete 3 —
\\ : g 3 SR Em| with 1.5kW, 4.1A Inverter. Al electrical P
\\ \\ Te) \\ | = | connections by others, Weight = 61Kg. 4509 ‘ Fan Details
\ | | . .
C — : S e . C i. - Kitchen Extract Fan Kitchen Supply Fan
% L\ \
E N \ ELTA Raptor SPAA00/41EC 400mm MUB/T 042 500 D4 |E2 ELTA SPA400/4-1EC E
//I \ _ Plate Mounted Axial Flow Fan 230-1-50. Controller: INV MX2/1.5/4.1 Controller: ECP2-S-P
2000 \\ \ \\ It\)/IFU1200 inourfcgr;trol ﬂ:‘t‘ﬁr It::/w ESCPZ(-ISF;PtS/? Ren?ote Motor: 1.37 KW 415/3/50 Motor: 0.490 KW 230/1/50
0Xx comprising o pre-filters an Speed Potentiometer. i )
VY \ & Carbon filters. All Electrical connections by others. T y —_— Run Load: 2.87 Amps Run Load: 2.50 Amps
o © R — Start Load: 23  Amps Start Load: 2.50 Amps
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\\ \\ - - /r - B ESP 3000 Electrostatic precipitator, 6amp ] \> D G 61Kg
v —= == \ ——— 1 Phase fuse spur power supply required, Part Plan . Please note this drawing is based upon catering layout:
V) o _———_ - \ _ by others, within 1m from equipment. .
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—— 7 \ —— —_— . . . .
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” \ New spiral ductwork to connect £ % g
\ back to existing ductwork. g g) =
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1479 1200 800 il
(E qi (& \\ Existing sprinkler pipework to be removed to
1\ kitchen perimeter, prior to ductwork installation. Title:
| Note: Sprinkler pipework to be re-instated, by . . .
B | others, following installation. Care to be taken Section D_D K|tChen Vent|lat|0n SyStem B
(R to avoid clashing with ductwork access panels etc....
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