NOTES:

1. THIS DRAWING IDENTIFIES THE ARRANGEMENT OF THE EXISTING SHOOTERS
BROOK CULVERT THAT EXTENDS BENEATH THE SITE.

2. ALL DIMENSIONS ARE IN mm UNLESS STATED OTHERWISE.

3. ALL LEVELS ARE IN METERS ABOVE ORDANANCE DATUM UNLESS STATED
OTHERWISE.

4. THIS DRAWING HAS BEEN GENERATED BASED ON THE FOLLOWING SURVEY
INFORMATION:
- MURPHY - MGS55608 - GEO-SPATIAL CULVERT SURVEY - 28.11.23
- LAYER SURVEYS - LS5025 - TOPOGRAPHICAL SURVEY - 17.10.23

5. REFERENCE SHOULD BE MADE TO THE FOLLOWING DRAWINGS DEFINING THE
EXISTING CULVERT ALIGNMENT AND DIVERSION PROPOSALS ASSOCIATED
WITH THE EXISTING SHOOTERS BROOK CULVERT:

- STO-REN-XX-XX-DR-C-01150 - CULVERT LOCATION PLAN

- STO-REN-XX-XX-DR-C-01151 - EXISTING CULVERT PLAN

- STO-REN-XX-XX-DR-C-01152 - PROPOSED CULVERT DIVERSION PLAN

- STO-REN-XX-XX-DR-C-01153 - PROPOSED CULVERT ABANDONMENT PLAN
- STO-REN-XX-XX-DR-C-02160 - PROPOSED CULVERT EASEMENT SECTIONS
- STO-REN-XX-XX-DR-C-03150 - PROPOSED CULVERT DIVERSION DETAILS
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/ KEY
CULVERT ALIGNMENT SHOWN INDICATIVE // /
EXACT ALIGNMENT AND EXTENT OF CULVERT / // INDICATES APPROXIMATE PLANNING BOUNDARY
BEYOND VIEW 8 SUBJECT TO ADDITIONAL / /
— — — INDICATES EXISTING SHOOTERS BROOK CULVERT
S ECTION A'A INVESTIGATIONS. EXISTING CULVERT CROSS // /
SECTION SILTED FROM THE LAST JUNCTION / //
AT VIEW 008 PREVENTING SAFE PHYSICAL / /
AND REMOTE ACCESS / /
CULVERT CROSS SECTION APPROXIMATED BASED ON LIMITED SURVEY / / ADDITIONAL SURVEYS REQUIRED
THE CULVERT SURVEY WAS UNABLE TO TRACE THE NORTH EAST SECTION
ngﬁ:\g?\&fgh%?/gsg SECTIONTTO BE CONFIRMED FOLLOWING ! // OF CULVERT WITHIN THE SITE DUE TO HEAVY SILTING OF THE CHANNEL. AN
/ INCOMING CHANNEL WAS ALSO IDENTIFIED BENEATH THE EXISTING
/ / WAREHOUSE.
/ / B-B PRIOR TO FINALISING THE CULVERT DIVERSION WORK AND BLOCK B

FOUNDATION OVERBUILD PROPOSALS, FOR APPROVAL BY THE LEAD LOCAL
FLOOD AUTHORITY (LLFA), THE FOLLOWING ADDITIONAL SURVEYS ARE
REQUIRED:

- FORM ACCESS, DE-SILT AND FULLY LINE, LEVEL AND CONDITION THE
NORTH EAST SECTION OF CULVERT TO A MINIMUM OF 10m BEYOND THE
SITE BOUNDARY

- FOLLOWING DEMOLITION OF THE WAREHOUSE LOCALLY EXCAVATE TO
EXPOSE THE INCOMING CHANNEL AND FULLY LINE, LEVEL AND CONDITION
SURVEY THE FULL LENGTH.

AS THE WORKS WILL REQUIRE DEEP EXCAVATION OVER AND AROUND THE

CULVERT AND WILL BE INTRUSIVE THE CONTRACTOR IS TO PROVIDE

DETAILED METHOD STATEMENTS FOR APPROVAL BY THE LLFA PRIOR TO

UNDERTAKING THE WORKS.

THE CLIENT AND CONTRACTOR ARE TO ALLOW SUFFICIENT TIME WITHIN

THERE PROGRAMMES FOR THE ADDITIONAL SURVEYS TO BE UNDERTAKEN,

FINDINGS REVIEWED, CULVERT DIVERSION PROPOSALS AND BLOCK B

FOUNDATION PROPOSALS UPDATE, AND FORMAL SUBMISSION OF

FINALISED DRAWINGS FOR LLFA APPROVAL.
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This drawing has been prepared for the sole benefit, use and information of the client for the purpose set out in the instructions commissioning it. The liability of renaissance in the respect of the information contained in this drawing will not extend to any third party. This document should not be used in whole or part by any third parties without the express written permission of renaissance



