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Proposed Ground Floor Layout s
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DRAINAGE CONNECTION TO BE
MADE INTO EXISTING COMBINED

SEWER.

UPVC SKYLIGHT

WINDOWS

ROOF: MODERN

GREY FLAT TILES

SOFFITS & GUTTERS:
WHITE UPVC

DOORS & WINDOWS:

WHITE UPVC

WALLS: BRICK TO

MATCH EXISTING

Proposed Front Elevation (A)
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2500

3700

Proposed Rear Elevation (B)
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PITCHED ROOF TO ACHIEVE U-VALUE
0.15W/m2K

120MM KINGSPAN OR SIMALAR INBETWEEN
THE RAFTERS THEN UNDERDRAWN WITH A
37.5MM INSULATED PLASTERBOARD THEN

SKIM
VENTILATION: CONTINOUS
VENTILATION TO BE PROFDED
VIA SOFFIT VENTILATION AND
BREATHABLE FELT
RIDGE BEAM TO HAVE A
MINIMUM 100MM END
BEARING AND SAT ON SPAN OF RAFTERS:
215MMX440MMX215MM C16 170MMX47MM@
CONCRETE PADSTONES 400MM CENTRES
C16 97X47MM COLLAR / CEILING
TIES TO BE INSTALLED BELOW
RIDG BEAM & TO BE TIED IN TO
RAFTERS
| RIDGE: 254X146X37KG UB_ - - g7 - - —
PITCHED ROOF RAFTERS: PITCHED ROOF TO BE
C24 170X47 MM @ 400MM SPAN OF RAFTERS: EXTERNALLY FINIHSED USING
CENTRES SUPPORTED OF A C16 170MMX47MM@ BREATHABLE MEMBRANE ON TOP
95MM X 47MM WALL PLATE 400MM CENTRES OF RAFTERS WITH 50X25MM
AND STRAPPED @ 2M CENTRES.. BATTENS ON TOP AND TO BE
RAFTERS TO BE DOUBLED AROUND EXTERNALLY FINISHED WITH
SKYLIGHT WINDOW OPENINGS MATCHING TILES. 17.5
DEGREE PITCH TO BE PROVIDED

Proposed Roof Structure Layout
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Proposed Site / Roof Layout
1:200

PITCHED ROOF RAFTERS:
C24 170X47 MM @ 400MM Om 2m 4m 6m 8m 10m
CENTRES SUPPORTED OF A i M NINE i | ‘ | i ‘ ‘
95MM X 47MM WALL PLATE | | | | | |
AND STRAPPED @ 2M CENTRES.. )
RAFTERS TO BE DOUBLED AROUND PITCHED ROOF T ACHIEVE U-VALUE VISUAL SCALE 1:100 @ A1
SKYLIGHT WINDOW OPENINGS .
120MM KINGSPAN OR SIMALAR INBETWEEN
THE RAFTERS THEN UNDERDRAWN WITH A
PITCHED ROOF TO BE 37.5MM INSULATED PLASTERBOARD THEN
EXTERNALLY FINIHSED USING SKIM
BREATHABLE MEMBRANE ON TOP
OF RAFTERS WITH 50X25MM
BATTENS ON TOP AND TO BE om 1m om 5m

EXTERNALLY FINISHED WITH

C16 97X47MM COLLAR / CEILING

w
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DEGREE PITCH TO BE PROVIDED TIES TO BE INSTALLED BELOW | |
RIDG BEAM & TO BE TIED IN TO EXTERNAL WALL TO
< RAFTERS ACHIEVE 0.18 U-VALUE VISUAL SCALE 1:50 @ A1
WITH CAVITY TRAY ABOVE
< ALL OPENINGS WITH FULL
FILL INSULATION
< GROUND FLOOR CAVITY WALL COMPRISING:
CONSTRUCTION:
< 102.5MM BIRCKWORK
150MM CONCRETE
SEPERATION LAYER 150MM WIDE ROCKWOOL
K 100MM AIRCRETE 750KG/M3 . - _—
25%"?”0%%[?55”;”‘04’; ’;_ i_%rs BLOCKWORK Please note that these drawings are for the purpose of obtaining Building Control Approval and
< 100MM RIGID INSULATION ON DPM PLASTERBOARD ON DABS Planning Consent and is not a working drawing. All dimensions are guides only and it is the
K 1200G VISQUEEN DPM 30X5MM GALVANISED contractor's responsibility to check all measurements on site prior to or during the course of
50MM SAND BINDING STEEL WALL TIES @ 750MM construction. The contractor is to be responsible for all setting out.
< 150MM HARDCORE c1s
_uoa v E T T T ot <AL Y S A " The owner has a duty to serve a party wall notice to any adjoining owner if works are to be carried
~ W f 0 A0e L 2 | out to a party wall, structure, or line of junction; or if work involves excavation within 3m of a
3 ’ WMWW% A FOUNDATIONS TO COMPRIMISE OF A neighbouring building. a party wall agreement/award should be formalised before commencement of
N N2 600X300MM STRIP FOUNDATIONS TO the works.
o P
R QI e ] 35% Zli.lfﬁfv% L EXTERNAL WALLS 900MM BELOW
-
600 TURNED UNDER s Aeﬁgg fgﬁgﬁ%,ﬁg;gio CDM Regulations all parties must abide by the construction design and management regulations
DPC AT MIN 2007. It is the clients responsibility to appoint a competent CDM co-ordinator on all projects that are
150MM notifiable to the H&S executive 9 more than 500 man hours or longer than 30 days. Domestic clients

are not notifiable but CDM regulations do still apply.

ALL DOORS, WINDOWS, ROOF AND WALL APPEARANCE TO MATCH THE EXISTING OF
THE BUILDING

Proposed Section View
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BOUNDARY LINE

Rear Outbuilding Ancillary to Main
Dwelling House
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