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Supply and fit new 30 minute fire rated
partition walls to the underside of the
concrete floor slab 4330mm from ffl.
Including any fire stopping gaps and
pipe collars etc.

Supply and fit new FD30s doors
as per the details provided on
drawing 011 & 012
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Supply and fit new suspended ceiling
in the meeting rooms (009, 010 and
011), store (012) and circulation (006).

New bulk head and down
stand for suspended ceiling
in the meeting rooms (009,
010 and 011)
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Strip out and cart off site preparatory partition
wall & doors, suspended ceiling and floor
finishes to the locations indicated; taking care
not to damage adjacent surfaces.

Strip out and cart off site fire stopping
located directly above the wall seperating
the circulation from the meeting rooms and
store room.

Strip Out/Demolition Works
· Strip out and discard existing doors, frames, linings and

architraves as identified.
· Strip out and discard from site flooring where indicated.
· Strip out and discard from site preparatory wall and door system

where indicated.
· Strip out and discard from site suspended where indicated.
· Strip out and discard from site flooring where indicated.
· Allow for all necessary temporary protection to adjacent surfaces

and adjoining rooms.

New Internal Doors (see door schedule on drawing B011 & B012)
· Supply and install new solid core paint grade softwood doors,

linings, frames and architraves as indicated.
· All door furniture to be IR Laidlaw or equivalent with satin brass

finish.
· All door furniture to comply with BS8300.
· All doors to be manufactured and installed by UKAS accredited

installer, accredited in fire door installation.
· Following installation UKAS accredited certification to be

provided for all new fire doors.

Refurbished Internal Doors (see door schedule on drawing B013)
· Doors which require remedial work to be undertaken with a BM

Trada Q Mark Certification scheme, requiring that the scope of
repairs is determined by the door contractor through a formal
inspection to produce a 'door condition report'.
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Strip out and cart
off site fire stopping
located directly
above the wall
seperating the
circulation from the
meeting rooms and
store room.
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Finishes Schedule

Key
Removals as proposed

New work as Proposed

New Internal Walls  - meeting rooms (009, 010 and 011), store (012)
and circulation (006).
· Form new plasterboard stud walls in Inner layer of Gyproc

WallBoard 12.5mm and an outer layer of Gyproc Moisture
Resistant 12.5mm each side of Gypframe 70 S 50 'C' Studs at
600mm centres. 25mm Isover Acoustic Partition Roll (APR 1200)
in the cavity. For heights up to 4600mm.

Ceiling
· Supply and install Zentia Aruba Board (BP5460M) 600 x 600mm

Square Edge Ceiling Tiles and 24mm standard grid in the
meeting rooms (009, 010 and 011), store (012) and circulation
(006).

Skirtings
· Provide 100mm pencil round American White Oak skirtings in

the meeting rooms (009, 010 and 011), store (012) and
circulation (006).

Flooring

Flooring
· Supply and lay Burmatex eco-cordiale carpet tiles in the meeting

rooms (009, 010 and 011) and circulation (006) or equivalent on
self leveling screed.

· Supply and lay Polyflor Polysafe standard in the store (012) or
equivalent on self leveling screed.

Decoration
Mineral paint to new patch plastered and existing plastered solid
external walls
· Manufacturer: Keim
· Product reference: Optil silicate based paint for interior walls and

ceilings.
Gloss paint to new and previously painted joinery.
· Manufacturer: Dulux Ltd., or equal / approved.
· Product reference: Dulux Quick Dry Gloss

Signage
· The Contractor is to ensure that all fire doors are marked with

the appropriate fire safety sign complying with BS EN ISO7010
and BS5499 parts 4 and 10 respectively according to the
purpose of the door.

FINISHES SCHEDULES

CEILINGS

WALLS

FLOORS

C1 Zentia Aruba Board 600 x 600mm Square Edge Ceiling Tiles on 24mm grid with addn clip fixing or equivalent

W1

SKIRTINGS

S1

100mm American White Oak square top skirting to match existing. 

F1

F2

Alcove and capping strip

Polyflor Polysafe standard or equivalenton self levelling screed

S2

Burmatex eco-cordiale carpet tiles carpet tiles or equivalent on self leveling screed

Prepare and receive one mist coat and two finishing coats of Keim, Optil silicate based paint to external walls.  
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NOTES
1. All dimensions are in millimetres unless otherwise stated
2. This drawing is to be read with all other relevant

documentation
3. Do not scale from this drawing, all measurement data

should be taken directly from the model

No part of this drawing or data file may be
reproduced without prior written permission of
Manchester City Council or approved
representative.

The Building Regulations Approved Documents
prevailing at the time of the drawing issue date,
particularly (but not limited to):
A - Structure
B - Fire Safety
M - Access to and Use of Buildings, volume 2:
Buildings Other Than Dwellings

and
the Local Authority Building Control Officer's
requirements.

Fire stopping - All products are to be tested in
accordance with BS476 parts 4, 20 and 22
and/or EN 1366-3.  Contractor to use products in
the way in which they have been tested from
straight forward to complex penetrations.
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