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Coping Units:
Blanco Cristal Granite coping, size refer to details, exposed faces to be flamed,
supplied by Hardscape or similar approved

Cladding Units:
Blanco Cristal Granite standard cladding pieces, 5 lenghths between 200mm and
600mm to be arranged randomly on wall. All standard pieces to have exposed face
with flamed finish. As supplied by Hardscape or similar approved

Coping and Cladding Detail:
D1 - Flamed finish
D2 - 10mm pencil edge
D3 - 5mm joints
D4 -  Mortar joints between cladding pieces to be 10mm and filled with UltraScape
cempoint Dark Grey by Instarmac or similar approved.
D5 - 10mm UltraScape slipbond by Instarmac or similar approved.

Accessories
A1 - Anti-skate fixtures in stainless steel matte satin finish. Product: Lozenge - Anti
skate sud  supplied by STUDMARC or similar approved.

A2 - Armrests in stainless steel matte satin finish. Product: bespoke supplied by
STUDMARC or similar approved

Foundations
F1 - Concrete formwork / build up to engineers details

NB: ALL JOINTING FOR COPING/ CLADDING AND SOLID PIECES MUST ALIGN

ALL FIXINGS AND SUPPORT FRAME TO FABRICATORS DETAILS, WHILST
MAINTAINING DESIGN INTENT. ALL FIXINGS ARE TO BE HIDDEN. FINAL
FABRICATION DETAILS TO BE CHECKED BY LANDSCAPE ARCHITECT PRIOR TO
PRODUCTION.

Dark purple line indicates the cladding faces
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