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General Notes:

This drawing is the property of Fletcher-Rae (UK) Limited and copyright is
reserved by them. The drawing is not to be copied, reproduced or re-
distributed either in whole or in part without the prior written consent of
Fletcher-Rae (UK) Limited.

The originator shall have no responsibility for any liability, loss, cost, damage
or expense arising from or relating to any use of this document other than for
its intended purpose on this project.

This drawing shall be read in conjunction with all other relevant drawings,
specifications and associated documentation. Any discrepancies, errors or
omissions are to be reported to the originator before proceeding with work.

All dimensions are to be checked on site by the contractor prior to proceeding
with any work. This drawing shall not be scaled to ascertain any dimensions
Work to figured dimensions only.

DISCLAIMER

When this drawing is issued in CAD, it is an uncontrolled version issued for
information only, to enable the recipient to prepare their own documents/
drawings for which they are solely responsible.

SOFTWARE INTEROPERABILITY

Fletcher-Rae (UK) Limited prepared this drawing using Autodesk REVIT.
Fletcher-Rae (UK) Limited does not accept liability for any loss or degradation
of any information held in the drawing resulting from the translation from the
original file format to any other file format or from the recipients reading of it
in any other programme.

TIMBER DOUBLE SIDED HIT AND MISS FENCING TO WASTE COMPOUNDS

: Manufacturer: Contractor Choice

. Product Reference: Submit proposals.

. Standard: To BS 1722-11.

. Type of Infill: 125mm x 16mm Vertical boards in alternative hit and miss

overlapping arrangement either side of main fencing rails fixed
top, middle and bottom.

. Treatment: To provide a 30-year service life.

: Finish: Exterior wood stain

. Height: 2100mm

: Posts: 140mm x 140mm square x 2.1m long treated timber.

. Rail: 100mm x 100mm square treated timber fixed post to post.
3 Number rails (top, middle and bottom of fence)

. Treatment: To provide a 30-year service life .

. Finish: Exterior wood stain

. Method of

Setting Posts: Securely fitted into proprietary galvanised post shoe bolted

to concrete surface yard in accordance with manufacturers
recommendations

. Accessories: Double Gates to each to allow wheelie bin access with

proprietary shootbolts for padlock, heavy duty gate hinges,
3 number per gate & a heavy duty lockable gate drop bolt to
each primary gate leaf

Note : Waste provision for Units 2-9 is to be housed internally inside the units and is identified as
a designated area subject to confirmation by the end users.
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