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DUCT & PLANT INSTALLATION NOTES.

-  ROOF MOUNTED EXTRACT DUCT COMPLETE WITH EXTRACT

FAN AND ATTENUATION.

-  EXTRACT FAN

MUB 100 710EC Multibox

Rating - 6.412kW

Supply - 400V / 50Hz / 3Ph

Controller - Inverter

S.F.P. Val. 0.403 kW/m³/s at Requested Duty

Sound Power Level.

63 125 250 500 1k 2k 4k 8k

Inlet 52 69 70 73 75 73 70 67

Outlet 54 71 71 75 77 74 71 69

Surrounding 31 51 41 40 44 43 36 31

-  ATTENUATION

1off Ø630mm 2D TO BE INSTALLED SYSTEM SIDE Nr.

-7/12dBA

1off Ø630mm 1D TO BE INSTALLED ATMOSPHERIC SIDE

Nr. -7/12dBA (Optional)

-  EXTRACT SYSTEM TO CONTAIN (2of) 'RYDAIR'® RY5000B UL

UNITS.

NOTE. THESE MUST BE INTERLOCKED WITH THE EXTRACT FAN

SYSTEM

-  EXTRACT DUCT TO TERMINATE IN MITRE MESH END.
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-  INTERNAL MOUNTED AIR SUPPLY DUCT COMPLETE WITH FAN,

ATTENUATION AND SUPPLY FILTERS IN BESPOKE HOUSING

-  AIR SUPPLY FAN

MUB/T 10 630EC

Rating - 6.0kW

Supply - 400V / 50Hz / 3Ph

Controller - Inverter

Sound Power Level

63 125 250 500 1k 2k 4k 8k

Inlet 66 70 84 79 90 94 72 69

Outlet 67 72 75 80 81 86 73 71

-  ATTENUATION

1off Ø630mm 1D TO BE INSTALLED SYSTEM SIDE Nr.

-7/12dBA.

1off Ø630mm 1D TO BE INSTALLED ATMOSPHERIC SIDE

Nr. -7/12dBA

-  AIR SUPPLY TO BE BROUGHT IN Via. 4off 24" x 24" x 4" 

(500x500x100mm) PLEATED FILTERS.

WIRING NOTES.

-  ALL CABLE SIZES TO BE ASSESSED AND SELECTED BY SITE

ELECTRICIAN.

-  LOCATION OF CONTROLLER, GAS INTERLOCK, SOLENOID

VALVE, AND ISOLATORS TO BE ADVISED BY CLIENT WITH THE

EXCEPTION OF THOSE ILLUSTRATED IN THIS DRAWING.

-  SITE ELECTRICAL ENGINEER TO CHECK AND CONFIRM THAT

SITE IS ABLE TO SUPPLY TO AL PLANT INSTALLATIONS.

-  ALL FIRST FIX WIRING TO BE COMPLETED PRIOR TO CANOPY

INSTALLATION.

-  POST INSTALLATION, IT IS THE RESPONSIBILITY OF THE CLIENT

TO ADVISE AVAILABILITY FOR FINAL CONNECTION WIRING

DEPENDANT UPON ORDER.

-  ONLY SINGLE PHASE REQUIRED TO CONNECT TO INVERTER

CONTROLLER, 3Ph CABLES TO BE SUPPLIED BETWEEN

CONTROLLER AND FAN UNITS.

ADDITIONAL SYSTEM INFORMATION

-  THE CANOPY INSTALLATION WITH EXTRACT DUCT MUST BE

INSTALLED COMPLETE WITH FIRE SUPPRESSION SYSTEM.

FINAL SITE MEASURE SHOULD BE COMPLETED PRIOR TO

FABRICATION OF DUCT SYSTEM
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