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NOTES:
1 . Do not scale from this drawing; always work to noted dimensions.
2. All setting out, levels and dimensions to be agreed on site.
3. All dimensions are in millimetres unless otherwise stated.
4. The dimensions of all materials must be checked on site before being 

laid out.
5. This drawing must be read with the relevant specification clauses and 

detail drawings.
6. Order of construction and setting out to be agreed on site.

This drawing is copyright protected and may not be 
reproduced in whole or part without written authority from 
the owner.
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Proposed Granite/Sandstone Sett 
Paving
Material: Granit and Sandstone
Colour mix:(pink/red/grey) – 30%, (pink/red/grey) – 
30%, (buff/grey) – 15%, (grey/buff) - 10% , (grey) – 
10%, (dark grey) – 5%
Size: (H) 120/180/220mm (L) 160-260mm varied. (D) 
100mm. Final depth TBC confirmed by engineer.
Finish: Sawn and sandblasted, flamed top. Sawn 
Bottom. Cropped sides.
Bond: Random stretcher with random gauge.

Existing Yorkstone Flag Paving
to be retained.
riven top finish.
Back of Pavement area minimum scope lifted to 
accomodate bollard fooundation works and relaid.

RW 6 & 7 -  Retaining Wall
Timber tiered retaining wall with armrests

Existing Manhole Covers
retained

HARDWORKS

Proposed Sandstone Flag Paving
Size: 200 mm(W) x RL
Laid random stretcher bond
Finish: shotblasted top
Colour: buff

Existing Tarmacadam Road
retained

Drainage Channel
To engineer's specification

Proposed Kerb Edge-K1
To match existing
Material: Granite 
Colour: Silver-Grey
Finish: Picked top and sides
 

Proposed Kerb Edge-K2
Material: Granite 
Colour: Red or Black to be confirmed
Size: 300mm (W) 
Finish: Flamed top and sides

Proposed Tactile Paving
Material: Granite
Size: 3 rows of 400mm x 400mm
Colour:  dark grey/black
Finish: sandblasted top, sawn sides and bottom
Laying Pattern: stack bond

Existing Kerb Edge
retained

Existing Yorkstone Flag Paving
sawn/shotblasted top finish to be retained.

Existing Tactile Paving
retained

Existing Cobble Paving
retained

Existing Gully
retained
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