A - WEARING COURSE MATERIAL C - BASE COURSE ENERAL KERB'NG & SURFAC'NG NOTES

B - BINDER COURSE MATERIAL D - SUB BASE
E - CAPPING LAYER
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T O O AP AT . TOBE READ IN ACCORDANCE WiTH
“""""""q‘z""’g ARCHITECTS SPECIFICATIONS.
B
'IAA‘A‘A‘A‘A‘A‘A‘M‘A‘A . SETTING OUT: ALL TO ARCHITECT'S DETAILS
. CBR: SUBJECT TO CONFIRMATION OF CBR
ALL WORKS TO BE IN ACCORDANCE WITH THE REQUIREMENTS OF BS 594987:2015+A1:2017 & BS EN TESTS BY SITE INVESTIGATION SPECIALISTS

7533-13 GENERALLY. AFTER SITE STRIP.
CBR: SUBJECT TO CONFIRMATION OF CBR TESTS BY SITE INVESTIGATION SPECIALISTS AFTER SITE

STRIP.
3.ADDITIONAL FILLING REQUIRED TO RAISE SURFACE LEVEL FOLLOWING SITE STRIP TO BE IN ) ALL MATERIALS WITHIN 450mm OF SURFACE

ACCORDANCE WITH D20 (SHI 805 TYPE 3 655) LEVEL TO BE NON-FROST SUSCEPTIBLE. IF
WEARING COURSE MATERIAL ()= PROPRIETARY SURFACING OR 20mm PA6 SURF 70/100 TO BS EN ENCOUNTERED NOTIFY WML. REPLACEMENT
18T FILL TO BE GRADE 6F2 OR 6F5 UNLESS AGREED
BINDER COURSE MATERIAL (B) = 50mm AC20 OPEN BIN 160/220 LAID ON PERMEABLE OTHERW'SE’ DES'GNATED NON FROST

GEOMEMBRANE WITH MIN 500mm LAPS, TERRAM OSA SUSCEPTIBLE WITH MEAN HEAVE 15mm OR

SUB BASE MATERIAL (D) = 300mm SUBBASE (CGA, TYPE 3 SHW805 GSB OSA) LAID ON EITHER A LESS. TESTED IN ACCORDANCE WITH BS 812-124
PERMEABLE OR IMPERMEABLE GEOMEMBRANE (REFER TO ’

RELEVANT DETAILS) WITH MIN 500mm LAPS, TERRAM OSA

ASSUMED CBR= 3% CONCRETE TO BE IN ACCORDANCE WITH BS

8500 (ALL PARTS).

FOR TRAFFIC CATEGORY DESIGNATIONS REFER
NOTE: NO VEHICULAR ASSISTANCE TO BE GAINED FOR FINAL COMPACTION OF SURFACING, TOBS7533-101 TABLE 2.2
THEREFORE COMPACTION OF ALL LAYERS OF GAMES AREAS TO BE UNDERTAKEN WITH

HEAVIEST PERMISSIBLE ROLLER . GRANULAR SUBBASE AS SECTION Q20 OF WML

PHASE 2: PERMANENT MUGA - PERMEABLE ASPHALT CONCRETE SPECIFICATION.
[SCALE 1:10]

PAVING NOTES:

50x150 PCC SQUARE TOP EDGING TO BS EN 1340 ON FRESHL
LAID CONCRETE FOUNDATION. TOP OF EDGING TO BE LAID

FLUSH WITH FOOTPATH EXCEPT WHERE EDGINGS ARE
REQUIRED TO FORM DRAINAGE CHANNELS. FOR DRAINAGE . NON PERMEABLE BOUND & UNBOUND

CHANEL TS 105 U i PAVENENTS CONSTRUCTED WITH CLAY,
EDGINGS TO BE USED. CONCRETE OR NATURAL STONE PAVING UNITS
TO BE IN ACCORDANCE WITH BS 7533-101:2021.
NON PERMEABLE BOUND PAVEMENTS
CONSTRUCTED WITH ASPHALT CONCRETE,
STONE MASTIC ASPHALT (SMA), ROLLED
ASPHALT TO COMPLY WITH REQUIREMENTS OF
LANDSCAPING BS 594987:2015+A1:2017.
WEARING COURSE
BINDER COURSE . PERMEABLE BOUND & UNBOUND PAVEMENTS
- SUB.BASE CONSTRUCTED WITH CLAY, CONCRETE OR
KERB BED & HAUNGH, R | NATURAL STONE PAVING UNITS TO BE IN
CONCRETE MIX ST1 TOBS T % ACCORDANCE WITH BS 7533-13:2000.
8500-1. , 5
FOR AREAS DESIGNED AS PERMEABLE
SURFACE TYPE A, COEFFICIENT OF SUBGRADE
PERMEABILITY REQUIRED TO BE BETWEEN
1x10-6 AND 1x10-3m/s. PROOF ROLLING,
OVER-COMPACTION AND FINES STOCKPILING
PCC EDGING KERB DETAIL TO BE AVOIDED. IF TRAFFICKING OR FILLING

(TRAFFIC CATEGORY 3 AND BELOW) HAS OCCURRED REASSESSMENT OF
[SCALE 1:10] INFILTRATION RATE TO BE UNDERTAKEN PRIOR

TO LAYING OF SUBBASE TO CONFIRM

PERMEABILITY.

ANY ADDITIONAL FILLING REQUIRED TO RAISE
SURFACE LEVEL FOLLOWING SITE STRIP AS
SECTION D20 OF WML SPECIFICATION.

PAVEMENTS CONSTRUCTED WITH SMA, AC &
HRA AS SECTION Q22 OF WML SPECIFICATION.

PAVEMENTS CONSTRUCTED WITH CLAY,
A - WEARING COURSE MATERIAL PERMEABLE GEOMEMBRANE CONCRETE AND STONE PAVERS AS SECTION
D - SUB BASE 24&Q25 OF WML SPECIFICATION
GL: VARIES
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PERMEABLE URBAN DRAINAGE GEOMEMBRANE

TYPICAL SECTION THROUGH PERMEABLE HARD PLAY SURFACE

[SCALE 1:10]
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