
Floor finish (varies depending on location)

18mm standard flooring grade chipboard panel 

10mm resilient acoustic layer adhered 
to existing floor using adhesive

Existing timber floor to be repaired 
where required 

Acoustic insulation. Thickness TBC 

Existing timber joists to be 
intumescent painted 

Cementicius fireboards. 
Number and thickness TBC

Mesh supporting insulation 

Existign masonry wall

Floor finish (varies depending on location)

18mm standard flooring grade chipboard panel 

10mm resilient acoustic layer adhered 
to existing floor using adhesive

Existing timber floor to be repaired 
where required 

Acoustic insulation. Thickness TBC 

Existing timber joists to be 
intumescent painted 

Cementicius fireboards fixed to suspended 
system. Number and thickness TBC

Mesh supporting insulation 

Existign masonry wall

Existing cornice to be retained 
(size and shape varies depending on location)

Suspended system brackets

Roof
29584

Ridge tile bedded in mortar and mechanically fixed 

Pitched roof to be re-slated reusing existing slates

Existing rafters to be retained and 
repaired where required 

Timber battens supporting slates 

New flexible vapour permeable membrane 

Continuous insulation laid above rafters 

Insulation laid between rafters. Battenings required @600mm ctrs 

600
 min

75
75

Existign timber truss 
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reserved by them.  The drawing is not to be copied, reproduced or re-
distributed either in whole or in part without the prior written consent of 
Fletcher-Rae (UK) Limited.

The originator shall have no responsibility for any liability, loss, cost, damage 
or expense arising from or relating to any use of this document other than for 
its intended purpose on this project. 

This drawing shall be read in conjunction with all other relevant drawings, 
specifications and associated documentation. Any discrepancies, errors or 
omissions are to be reported to the originator before proceeding with work. 

All dimensions are to be checked on site by the contractor prior to proceeding 
with any work. This drawing shall not be scaled to ascertain any dimensions 
Work to figured dimensions only.

DISCLAIMER
When this drawing is issued in CAD, it is an uncontrolled version issued for 
information only, to enable the recipient to prepare their own documents/ 
drawings for which they are solely responsible.
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Fletcher-Rae (UK) Limited prepared this drawing using Autodesk REVIT.
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Views

8 Minshull Street
Manchester
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Roof and floor typical details

24029

Planning

24029-HFR-V1-XX-DR-A-9080
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Floor Detail 01_Typical floor with no cornice
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Floor Detail 02_Typical floor with suspended ceiling

 1 : 10
Roof Detail 01. Pitched roof
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