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New louvres
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This drawing to be read in conjunction with all other
issued drawings and specifications.

All dimensions must be verified on site by the contractor
before commencing work.

Do not Scale off this drawing.
Refer to written dimensions only.

All dimensions in millimetres unless otherwise stated.

All structural alternations other than those specifically
mentioned on the ground floor form part of the contractors

design portion of the contract.
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REAR ELEVATION 3 PROPOSED

Remove existing casement window frames throughout the property and
install new double glazed white Hornshuch uPVC casement window frames

with a white foil grain effect within existing structural openings. Frame to
comply with BS7950 & BS7412, to be fabricated and installed by a FENSA

registered installer

Allow to carefully remove existing uPVC
rain water goods throughout the property
and replace with new black uPVC Floplast
rain water good to match existing layout

Remove excessive moss and lichen
growth from ground floor pitched roofs

Install 3 No. new air bricks

Remove existing timber fascia, soffits and bargeboards
throughout the property and replace with black uPVC to

match existing profile and depths

Repair the existing timber mock Tudor Panelling with
localised removal of the decaying timber and remediate

utilising a two part timber filling compound. Where a
localised filling repair cannot be completed allow for a

localised removal of the decaying timber with a 45 degree
splice cut and replace with a planed all round treated timber

to match the existing dimensions. Decoration of the panelling
is to be completed utilising a primer of appropriate shade

and 2 coats of black external matt finish paint

Install 5. No weep vents above external double doorset

Creative Support - Hastings Avenue

Rear Elevation 3 Proposed Layout

L1747

JKHastings Av

Replace existing uPVC extract vent louvres and intall new red uPVC 150mm louvres

Install new CCTV signage

Decorate all existing external masonry lintels and cills to match existing colour

Remove existing window frame and below masonry cavity wall. Supply and install white
composite Hornshuch white foil grain rear doorset with a satin finish glazing to the rear door

and clear glazing to the side pane with a push to exit bar internally and internal above
illuminated emergency exit signage. Allow to make good surrounding brickwork with toothing

half bricks and install 30 minute fire rated cavity closers

Rev Description By Date

A Issue for review GY 29/01/2024

B Revised window specification GY 23/07/2024

C Revised following comments GY 18/03/2025
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