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Frame/Reveal Type B1
Scale: 1:5
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-60mins fire rated Door
-Scribed subframe for significantly 
deviating reveal fabric
-No architrave

FD60 doorset with integral smoke 
seals

Scribed hardwood sub-frame 
screwed into substrate. Pack gaps 
with mineral wool and seal joints 
with intumescent sealant.

Sealant to joint on either side of 
frame

Mineral wool packing

Integral shadow gap to certified 
FD60 doorset
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Frame/Reveal Type B2
Scale: 1:5

4

-60mins fire rated Door
-Scribed architrave

FD60 doorset with integral smoke 
seals

Scribed softwood architrave 
screwed into substrate. Pack and 
gaps with mineral wool and seal 
joints with intumescent sealant

Sealant to joint on either side of 
frame

Mineral wool packing
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Frame/Reveal Type A1
Scale: 1:5
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-60mins fire rated Door
-Feature grooved panels to either side
-Scribed subframe for significantly 
deviating reveal fabric
-No architrave

FD60 doorset with integral smoke 
seals

Scribed hardwood sub-frame 
screwed into substrate. Pack gaps 
with mineral wool and seal joints 
with intumescent sealant.

Sealant to joint on either side of 
frame

Mineral wool packing

Integral shadow gap to certified 
FD60 doorset

5mm MDF with feature hardwood 
inserts to match existing profile - 
to either side of door leaf.
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Frame/Reveal Type A2
Scale: 1:5
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-60mins fire rated Door
-Feature grooved panels to either side
-Scribed architrave

FD60 doorset with integral smoke 
seals

Scribed softwood architrave 
screwed into substrate. 

Fill gap with intumescent sealant

Mineral wool packing

5mm MDF with feature hardwood 
inserts to match existing profile - 
to either side of door leaf.
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Frame/Reveal Type B3
Scale: 1:5
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-60mins fire rated Door
-Architrave
-For walls 110mm thick or less. 

FD60 doorset with integral smoke 
seals

Mineral wool packing

Min 10mm deep mastic applied to 
perimeter of frame

Softwood architrave shown 
indicatively - profile to match 
existing.
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Fixed Door Head Detail 
Scale: 1:5
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-60mins fire rated Door
-Feature grooved panels to either side
-Scribed subframe for significantly 
deviating reveal fabric
-Profiled fixed panel over door to suit 
existing brick opening.
-No architrave

FD60 doorset with integral smoke 
seals

Cover beads to match jamb details.

Sealant to joints on either side of 
frame

Mineral wool packing

Integral shadow gap to certified 
FD60 doorset

5mm MDF with feature hardwood 
inserts to match existing profile - 
to either side of fixed panel - core 
material to match fire rated door. 

Scribed hardwood sub-frame 
screwed into substrate. Pack gaps 
with mineral wool and seal joints 
with intumescent sealant.

Sealant to joint on either side of 
frame
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